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Adapter Nomenclature

Adapter Part Numbers

Most adapter part number structures will follow the below examples.

Example: YA01-11-8C

YAO01-11-8C — Connection Type #1 (YA = Male Type M)

YA01-11-8C — Connection Type #2 (01 = Male NPT)

YAO1-11-8C — Connection Size #1 (11 = 1"-12 thread size for the Type M connection)
YAO1-11-8C — Connection Size #2 (8 = 1/2"-14 thread size for the NPT connection)
YAO1-11-8C — Material (316 Stainless Steel)

Example: 15K0101-4-4C

15K0101-4-4C - Pressure Rating 15K = 15,000 psi)

(
15K0101-4-4C — Connection Type #1 (01 = Male NPT)
15K0101-4-4C - Connection Type #2 (01 = Male NPT)
15K0101-4-4C — Connection Size #1 (4=1/4"-18)
15K0101-4-4C — Connection Size #2 (4=1/4"-18)

(

15K0101-4-4C — Material 316 Stainless Steel)

Connection Type Designations-The choice of connection type may limit the working pressure of
the adapter li.e., a High Pressure to Type M adapter will be limited to Type M pressures).

YA | Male, Type M Y6 | Male, High Pressure 03 [Male JIC

Y5 | Male, Medium Pressure 6Y | Female, High Pressure X6 | Low Angle Face Seal
5Y | Female, Medium Pressure | Y4 [ Male, High Pressure, Tube Type | D9 | Male BSP

Y2 Male, Medium Pressure, 01 | Male NPT Pipe

Torpedo Type 02 | Female NPT Pipe
Connection Tube / Thread Size
NPT Connections JIC Connections Type “M” Connections | BSP Connections
-01 | 1/16"-27 -04 [ 7/16"-20 UNF  [-06 [ 9/16"-18 UNF -02| G1/8"
-02 | 1/8"-27 -06 | 9/16"-18 UNF  |-08 | 3/4"-16 UNF -04 | G1/4"
-04 | 1/4"-18 -08 | 3/4"-16 UNF -10 | 7/8"-14 UNF -06 | G 3/8"
-06 | 3/8"-18 -10 | 7/8"-14 UNF -12 | 1"-12 UNF -08 | G1/2"
-08 | 1/2"-14 -12| 1-1/16"-12UN | -16] 1-5/16"-12 UN
-12| 3/4"-16 UNF |-16 | 1-5/16"-12 UN
=16 | 1"-11-1/2
Medium and High Pressure Port Sizes
-04 -06 -09 -12 -16
1/4" 3/8 9/16 3/4 1

Medium Pressure

7/16"-20 UNF | 9/16"-18 UNF | 13/16"-16 UN | 3/4"-14 NPS [1-3/8"-12 UNF
High Pressure

9/16"-18 UNF | 3/4"-16 UNF | 1-1/8"-12 UNF |

C-4 Parker Hannifin Corporation | Parflex Division | Stafford, TX | parker.com/pfd




Adapter Nomenclature

Connection Accessory Part Numbers —
Crosses, Elbows and Tees

> Hose

Connection accessories include crosses, elbows and tees. Part numbers for these
accessories will always begin with a one-letter code (X, L or T) designating the accessory
type, followed by a two-digit code representing the connection type. The connection size
and material make up the end of the part number.

W Fittings

Example: L-6Y-9C
L-6Y-9C — Accessory Type
L-6Y-9C — Connection Type
L-6Y-9C — Connection Size
L-6Y-9C — Material

L = Elbow)
6Y = Female high pressure connection)
1-1/8”-12 UNF thread size)

(
(
@ =

(316 Stainless Steel)

Accessory Type Connection Type

Code given for Crosses 02 | Female NPT
L | Code given for Elbows 9Y | Female Medium Pressure

6Y | Female High Pressure

Code given for Tees

NPT - Connection Tube / Thread Size

-01

-02

-04

-06

-08

-12

-16

1/8"

1/8"

1/4"

3/8

1/2

3/4

1

1/16"-27

1/8"-27

1/4"-18

3/8"-18

1/2"-14

3/4"-14

1"-11-1/2

Medium & High Pressure - Connection Tube / Thread Size

-04

-06

-09

-12

-16

1/4"

3/8

9/16

3/4

1

Medium Pressure

7/16"-20 UNF|9/16"-18 UNF| 13/16"-16 UN | 3/4"-14 NPS | 1-3/8"-12 UNF
High Pressure

9/16"-18 UNF | 3/4"-16 UNF | 1-1/8"-12 UNF |

‘ O Adapters & Valves ‘

O Quick Couplings

M Accessories

T General Technical
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> Hose

Adapter Nomenclature

Connection Accessory Part Numbers —
Gland Nuts and Collars

Gland nuts and collars are simple in their make-up. Unlike crosses, elbows and tees, the
gland nut and collar part numbers begin with the connection type followed by a one-letter
code identifying the part as a gland nut or collar. The connection size and material codes

W Fittings

‘ O Adapters & Valves ‘

O Quick Couplings

M Accessories

T General Technical

make up the end of the part number.

Example: Y4N-6C

Y4N-6C — Connection Type (Y4 = High Pressure)
Y4N-6C — Accessory Type (N = Gland Nut)
Y4N-6C — Connection Size (06 = 3/8")

Y4N-6C — Material (316 Stainless Steel)

Connection Type Accessory Type

Y2 | Medium Pressure Connection N |Gland Nuts
Y4 | High Pressure Connection C |Collars

Medium and HIgh Pressure Port Sizes

-04 -06 -09 -12 -16

1/4" 3/8 9/16 3/4 1

Medium Pressure

7/16"-20 UNF | 9/16"-18 UNF | 13/16"-16 UN | 3/4"-14 NPS | 1-3/8"-12 UNF

High Pressure

9/16"-18 UNF | 3/4"-16 UNF | 1-1/8"-12 UNF |

Connection Accessory Part Numbers —
Threaded Tube Nipples

Example: Y406-0800C
Y406-0800C — Connection Type (Y4 = High Pressure)

Y406-0800C — Tube Size (06 = 3/8")
Y406-0800C — Tube Length (0800 = 8” length)
Y406-0800C — Material (316 Stainless Steel)
Connection Type Tube Size Tube Length
Y2 | Medium Pressure 04 |1/4" 0300 | 3" in length
Y4 | High Pressure 06 |3/8" 0400 | 4" in length
09 |9/16" 0600 | 6" in length
0800 | 8" in length
1000 | 10" in length
Length = distance between tips of
each cone

C-6 Parker Hannifin Corporation | Parflex Division | Stafford, TX | parker.com/pfd



Type “M” Adapters

The Type “M” adapters have a 60° female cone. Each Type “M” adapter is rated
for the full working pressure of the hose.

Thread Sizes:

-06
-08
-10
-1
-16

9/16"-18 UNF
3/4"-16 UNF
7/8"-14 UNF
1"-12 UNF
1-5/16"-12 UN

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.

Parker Hannifin Corporation | Parflex Division | Stafford, TX | parker.com/pfd
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Type “M” Adapters

YAYA — Male Type “M” x
Male Type “M”

A

Z
T15 H% TZ%

Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
YAYA-6-6C 9/16"-18 UNF | 9/16"-18 UNF 1.38 [ 35.05 | 0.63 | 16.00 | 60,000 | 4,140
YAYA-8-6C 3/4"-16 UNF 9/16"-18 UNF 1.63 [ 41.40 [ 0.75 [ 19.05 | 30,000 | 2,070
YAYA-8-8C 3/4"-16 UNF 3/4"-16 UNF 1.75 | 44.45] 0.75 | 19.05 | 30,000 | 2,070
YAYA-10-6C 7/8"-14 UNF 9/16"-18 UNF 1.88 | 47.75 | 1.00 | 25.40 | 60,000 | 4,140
YAYA-10-10C | 7/8"-14 UNF 7/8"-14 UNF 2.00 [ 50.80 | 1.00 | 25.40 | 60,000 | 4,140
YAYA-11-8C 1"-12 UNF 3/4"-16 UNF 1.88 | 47.75| 1.00 | 25.40 | 30,000 | 2,070
YAYA-11-10C [1"-12 UNF 7/8" 14 UNF 1.98 | 50.29 | 1.00 | 25.40 | 30,000 | 2,070
YAYA-11-11C [ 1"-12 UNF 1"-12 UNF 1.88 | 47.75 | 1.00 | 25.40 | 30,000 | 2,070
YAYA-16-11C [ 1-5/16"-12UN [1"-12 UNF 213 [ 54.10 | 1.38 | 35.05 | 20,000 | 1,380
YAYA-16-16C [ 1-5/16"-12 UN | 1-5/16"-12 UN | 2.13 | 54.10 [ 1.38 | 35.05 | 20,000 | 1,380
— A
YAY6 — Male Type “M” x
Male High Pressure
T H T2
Part T T2 Nominal A H Maximum
Number Thread Size Thread Size Tube Size | Overall Length Hex Working Pressure
# rvmoceny | s, 3 &)
inch mm inch mm psi bar
YAY6-6-4C |9/16"-18 UNF|[9/16"-18 UNF | 1/4" HP | 1.53 | 38.86 | 0.63 [ 16.00| 60,000 | 4,140
YAY6-6-6C |9/16"-18 UNF|3/4"-16 UNF |3/8" HP | 1.75 | 44.45 | 0.75 [19.05| 60,000 | 4,140
YAY6-6-9C |9/16"-18 UNF|1-1/8"-12 UNF| 9/16" HP | 2.00 | 50.80 | 1.13 [28.70| 60,000 | 4,140
YAY6-8-6C |3/4"-16 UNF |3/4"-16 UNF [3/8"HP | 2.00 | 50.80 | 0.75 | 19.05|30,000| 2,070
YAY6-8-9C |3/4"-16 UNF |1-1/8"-12 UNF|9/16" HP | 2.25 | 57.15| 1.13 | 28.70| 30,000 2,070
YAY6-10-6C | 7/8"-14 UNF |3/4"-16 UNF [3/8"HP | 2.25 | 57.15 | 1.00 | 25.40| 60,000 | 4,140
YAY6-10-9C | 7/8"-14 UNF | 1-1/8"-12 UNF[9/16" HP | 2.38 | 60.45 | 1.13 | 28.70| 60,000 | 4,140
YAY6-11-9C|1"-12 UNF 1-1/8"-12 UNF| 9/16" HP | 2.25 | 57.15| 1.13 | 28.70 (30,000 | 2,070
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.

C-8
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Type “M” Adapters

YAY5 — Male Type “M” x
Male Medium Pressure

H

Part T T2 Nominal A H Maximum
Number Thread Size Thread Size Tube Size | Overall Length Hex Working Pressure
#H sooeon, | mnianann O @
inch mm inch [ mm psi bar
YAY5-6-4C  [9/16"-18 UNF |7/16"-20 UNF | 1/4" MP | 1.56 | 39.62 | 0.63 [ 16.00] 20,000 | 1,380
YAY5-6-6C  [9/16"-18 UNF |9/16"-18 UNF | 3/8" MP | 1.63 | 41.40 | 0.63 [ 16.00| 20,000 | 1,380
YAY5-6-9C  [9/16"-18 UNF |13/16"-16 UN [9/16" MP| 2.00 | 50.80 | 0.88 |22.35] 20,000 | 1,380
YAY5-6-12C [9/16"-18 UNF |3/4"-14 NPS 3/4" MP | 2.32 | 58.93 | 1.13 | 28.70| 20,000 | 1,380
YAY5-8-4C  [3/4"-16 UNF |7/16"-20 UNF | 1/4" MP | 1.68 | 42.67 | 0.75 [19.05] 20,000 | 1,380
YAY5-8-6C  [3/4"-16 UNF [9/16"-18 UNF | 3/8" MP [ 1.88 | 47.75| 0.75 | 19.05] 20,000 | 1,380
YAY5-8-9C  [3/4"-16 UNF |13/16"-16 UN [9/16" MP| 2.20 | 55.88 | 0.88 |22.35] 20,000 | 1,380
YAY5-8-12C [3/4"-16 UNF |3/4"-14 NPS 3/4"MP | 2.44 | 61.98 | 1.13 | 28.70| 20,000 | 1,380
YAY5-11-4C [1"-12 UNF 7/16"-20 UNF | 1/4" MP | 1.94 | 49.28 | 1.00 | 25.40 | 20,000 | 1,380
YAY5-11-6C [1"-12 UNF 9/16"-18 UNF | 3/8" MP | 2.00 | 50.80 | 1.00 | 25.40 | 20,000 | 1,380
YAY5-11-9C [1"-12 UNF 13/16"-16 UN [9/16" MP| 2.25 | 57.15 | 1.00 [25.40 20,000 | 1,380
YAY5-11-12C [1"-12 UNF 3/4"-14 NPS 3/4" MP | 2.44 1 61.98 | 1.13 [28.70 20,000 | 1,380
YAY5-16-9C [1-5/16"-12 UN |13/16"-16 UN |[9/16" MP| 2.50 | 63.50 | 1.38 |35.05 20,000 | 1,380
YAY5-16-12C |1-5/16"-12 UN |3/4"-14 NPS 3/4" MP | 2.70 | 68.58 | 1.38 | 35.05| 20,000 | 1,380
A
YAD9 — Male Type “M” x
Male BSP 1S . T2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
A o | o
inch mm inch mm psi bar
YAD9-6-4C 9/16"-18 UNF G 1/4"-19 1.36 | 34.54 | 0.75 | 19.05 | 30,000 | 2,070
YAD9-6-6C* | 9/16"-18 UNF G 3/8"-19 1.36 | 34.54 | 0.875 | 22.23 | 30,000 | 2,070
YAD9-6-8C* | 9/16"-18 UNF G 1/2"-14 1.54 | 39.12 | 1.00 | 25.40 | 30,000 | 2,070

*Non-standard part - may require longer lead time

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Type “M” Adapters

Plugs
Part T A H Maximum Working [ A—>
Number Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar T H
YA6C-PLUG 9/16"-18 UNF 2.07 | 52.58 | 0.75 | 19.05 | 60,000 | 4,140
YA8C-PLUG 3/4"-16 UNF 2.13 | 54.10 | 1.00 | 25.40 | 30,000 | 2,070
YAT1C-PLUG [1"-12 UNF 1.25 | 31.75 | 1.00 | 25.40 | 30,000 | 2,070
YA16C-PLUG |1-5/16"-12 UN 2.63 | 66.80 | 1.38 | 35.05 | 20,000 | 1,380
Caps
Part T A H Maximum Working —A
Number Thread Size Overall Length Hex Pressure
# AAARRAT O r:_?:. ™
inch mm inch mm psi bar H
AY6C-CAP [9/16"-18 UNF 0.85 | 21.59 | 0.69 | 17.53 | 60,000 | 4,140
AY8BC-CAP [3/4"-16 UNF 0.91 | 23.11 | 1.00 | 25.40 | 30,000 [ 2,070
AY11C-CAP [1"-12 UNF 1.31 | 33.27 | 1.25 | 31.75 | 30,000 | 2,070
AY16C-CAP [1-5/16"-12 UN 1.20 | 30.48 | 1.50 | 38.10 | 20,000 | 1,380

Torpedos
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar

YAY1-8-16C 3/4"-16 UNF 1"-14 LH 3.56 | 90.42 | 1.13 | 28.70 | 20,000 | 1,380
YAY2-8-16C 3/4"-16 UNF 1"-14 LH 3.56 | 90.42 | 1.38 [ 35.05 | 20,000 | 1,380
YAY1-11-16C | 1"-12 UNF 1"-14 LH 3.56 | 90.42 | 1.13 | 28.70 | 20,000 | 1,380
YAY2-11-16C | 1"-12 UNF 1"-14 LH 3.56 | 90.42 | 1.38 [ 35.05 | 20,000 | 1,380
YAY1-16-16C | 1-5/16"-12 UN 1"-14 LH 3.70 | 93.98 | 1.38 | 35.05 [ 20,000 | 1,380
YAY2-16-16C | 1-5/16"-12 UN 1"-14 LH 3.70 | 93.98 | 1.38 [ 35.05 | 20,000 | 1,380

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

Medium Pressure is a 58/60 degree coned and threaded tubing design. They have
a maximum working pressure rating of 20,000 psi.

Advantages:

¢ Anindustry standard for use at elevated pressures
* | arge orifice allows maximum flow of liquids and gases
e Suitable for repetitive assembly and disassembly

Thread Sizes - determined by tube OD:

-04  1/4" 0.D.x0.109" I.D. — 7/16"-20 male thread on gland nut

-06  3/8"0.D.x0.19" 1.D. — 9/16"-18 male thread on gland nut

-09  9/16" 0.D.x 0.31" I.D. — 13/16"-16 male thread on gland nut

-12  3/4" 0.D.x 0.44" 1.D. — 3/4"-National Pipe Straight male on gland nut
-16 1" 0.D.x0.56" I.D. — 1-3/8"-12 male thread on gland nut

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

5YY5 — Female Medium Pressure x
Male Medium Presssure

T H

X_T2

Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# AN AR ) i)

inch mm inch mm psi bar
5YY5-4-6C 7/16"-20 UNF | 9/16"-18 UNF | 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5YY5-4-9C 7/16"-20 UNF [ 13/16"-16 UN 1.87 | 47.50 | 0.87 | 22.10 | 20,000 | 1,380
5YY5-4-12C  |7/16"-20 UNF |3/4"-14 NPS 2.00 | 50.80 | 1.12 | 28.45 | 20,000 | 1,380
5YY5-4-16C | 7/16"-20 UNF [1-3/8"-12 UNF| 3.00 | 76.20 | 1.00 | 25.40 | 20,000 | 1,380
5YY5-6-4C 9/16"-18 UNF | 7/16"-20 UNF | 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5YY5-6-9C 9/16"-18 UNF [13/16"-16 UN 1.87 | 47.50 | 0.87 | 22.10 | 20,000 | 1,380
5YY5-6-12C [9/16"-18 UNF |3/4"-14 NPS 2.00 | 50.80 | 1.12 | 28.45 | 20,000 | 1,380
5YY5-6-16C* |9/16"-18 UNF [1-3/8"-12 UNF| 3.12 | 79.25 | 1.00 | 25.40 | 20,000 | 1,380
5YY5-9-4C 13/16"-16 UN | 7/16"-20 UNF | 2.12 | 53.85 | 1.00 | 25.40 | 20,000 | 1,380
5YY5-9-6C 13/16"-16 UN |9/16"-18 UNF | 2.12 | 53.85 | 1.00 | 25.40 | 20,000 | 1,380
5YY5-9-12C [13/16"-16 UN | 3/4"-14 NPS 2.50 | 63.50 | 1.12 | 28.45 | 20,000 | 1,380
5YY5-9-16C [13/16"-16 UN |[1-3/8"-12 UNF| 3.37 | 85.60 | 1.00 | 25.40 | 20,000 | 1,380
5YY5-12-4C* | 3/4"-14 NPS 7/16"-20 UNF | 1.25 | 31.75 | 1.37 | 34.80 | 20,000 | 1,380
5YY5-12-6C | 3/4"-14 NPS 9/16"-18 UNF | 2.37 | 60.20 | 1.37 | 34.80 | 20,000 | 1,380
5YY5-12-9C | 3/4"-14 NPS 13/16"-16 UN 2.87 | 72.90 | 1.37 | 34.80 | 20,000 | 1,380
5YY5-12-16C |3/4"-14 NPS 1-3/8"-12 UNF | 3.75 | 95.25 | 1.37 | 34.80 | 20,000 | 1,380
5YY5-16-4C 1-3/8"-12 UNF | 7/16"-20 UNF | 2.75 | 69.85 | 1.75 | 44.45 | 20,000 | 1,380
5YY5-16-6C 1-3/8"-12 UNF | 9/16"-18 UNF | 2.87 | 72.90 | 1.75 | 44.45 | 20,000 | 1,380
5YY5-16-9C 1-3/8"-12 UNF [13/16"-16 UN 3.00 | 76.20 | 1.75 | 44.45 | 20,000 [ 1,380
5YY5-16-12C | 1-3/8"-12 UNF | 3/4"-14 NPS 3.25 | 82.55 | 1.75 | 44.45 | 20,000 [ 1,380

*Non-standard part - may require longer lead time

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

Y5Y5 — Male Medium Pressure x

Male Medium Pressure

Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
## ARSI AN ) {?}
inch mm inch mm psi bar
Y5Y5-4-4C 7/16"-20 UNF | 7/16"-20 UNF | 2.00 | 50.80 | 0.62 | 15.75 | 20,000 | 1,380
Y5Y5-4-6C 7/16"-20 UNF | 9/16"-18 UNF | 2.12 | 53.85 | 0.75 | 19.05 | 20,000 | 1,380
Y5Y5-4-9C 7/16"-20 UNF | 13/16"-16 UN | 2.18 | 55.37 | 0.875| 22.23 | 20,000 | 1,380
Y5Y5-4-12C | 7/16"-20 UNF [ 3/4"-14 NPS 250 | 63.50 | 1.12 [ 28.45 | 20,000 | 1,380
Y5Y5-4-16C | 7/16"-20 UNF | 1-3/8"-12 UNF| 3.62 | 91.95 | 1.00 | 25.40 | 20,000 | 1,380
Y5Y5-6-6C 9/16"-18 UNF | 9/16"-18 UNF | 2.25 | 57.15 | 0.75 | 19.05 | 20,000 | 1,380
Y5Y5-6-9C 9/16"-18 UNF | 13/16"-16 UN | 2.50 | 63.50 | 0.875| 22.10 | 20,000 | 1,380
Y5Y5-6-12C | 9/16"-18 UNF [ 3/4"-14 NPS 2.62 | 66.55 [ 1.12 | 28.45 | 20,000 | 1,380
Y5Y5-6-16C | 9/16"-18 UNF [ 1-3/8"-12 UNF| 3.75 | 95.25 | 1.00 | 25.40 | 20,000 | 1,380
Y5Y5-9-9C 13/16"-16 UN | 13/16"-16 UN | 2.50 | 63.50 | 1.00 | 25.40 | 20,000 | 1,380
Y5Y5-9-12C | 13/16"-16 UN [ 3/4"-14 NPS 2.87 | 72.90 | 1.12 | 28.45 | 20,000 | 1,380
Y5Y5-9-16C | 13/16"-16 UN [ 1-3/8"-12 UNF| 4.00 | 101.60 | 1.00 | 25.40 | 20,000 | 1,380
Y5Y5-12-12C | 3/4"-14 NPS 3/4"-14 NPS 3.00 | 76.20 | 1.12 [ 28.45| 20,000 | 1,380
Y5Y5-12-16C | 3/4"-14 NPS 1-3/8"-12 UNF| 1.25 | 31.75 | 1.12 | 28.45 | 20,000 | 1,380
Y5Y5-16-16C | 1-3/8"-12 UNF| 1-3/8"-12 UNF| 4.25 | 107.95 | 1.375 | 34.93 | 20,000 | 1,380
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

6YY5 — Female High Pressure x
Male Medium Pressure

Part ™ T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
3 BB, AARRRAAN, ) &)

inch mm inch mm psi bar
6YY5-4-4C 9/16"-18 UNF 7/16"-20 UNF 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
6YY5-4-6C 9/16"-18 UNF 9/16"-18 UNF 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
6YY5-4-9C 9/16"-18 UNF 13/16"-16 UN 1.87 | 47.50 | 0.87 | 22.10 | 20,000 | 1,380
6YY5-4-12C* | 9/16"-18 UNF 3/4"-14 NPS 2.25 | 57.15 | 1.12 | 28.45 | 20,000 | 1,380
6YY5-4-16C 9/16"-18 UNF 1-3/8"-12 UNF | 3.00 | 76.20 | 1.00 | 25.40 | 20,000 | 1,380
6YY5-6-4C 3/4"-16 UNF 7/16"-20 UNF 1.87 | 47.50 | 1.00 | 25.40 | 20,000 | 1,380
6YY5-6-6C 3/4"-16 UNF 9/16"-18 UNF 1.87 | 47.50 | 1.00 | 25.40 | 20,000 | 1,380
6YY5-6-9C* 3/4"-16 UNF 13/16"-16 UN 2.00 | 50.80 | 1.00 | 25.40 | 20,000 | 1,380
6YY5-6-12C 3/4"-16 UNF 3/4"-14 NPS 2.25 | 57.15 | 1.12 | 28.45 | 20,000 | 1,380
6YY5-6-16C 3/4"-16 UNF 1-3/8"-12 UNF | 3.25 | 82.55 | 1.00 | 25.40 | 20,000 | 1,380
6YY5-9-4C 1-1/8"-12 UNF | 7/16"-20 UNF 2.12 | 53.85 | 1.37 | 34.80 | 20,000 | 1,380
6YY5-9-6C* 1-1/8"-12 UNF | 9/16"-18 UNF 2.12 | 53.85 | 1.37 | 34.80 | 20,000 | 1,380
6YY5-9-9C 1-1/8"-12 UNF | 13/16"-16 UN 2.37 | 60.20 | 1.37 | 34.80 | 20,000 | 1,380
6YY5-9-12C 1-1/8"-12 UNF | 3/4"-14 NPS 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
6YY5-9-16C 1-1/8"-12 UNF [ 1-3/8"-12 UNF | 3.62 | 91.95 | 1.37 | 34.80 | 20,000 | 1,380

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

5YY6 — Female Medium Pressure x

Male High Pressure

T

T2
H

Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar

5YY6-4-4C 7/16"-20 UNF 9/16"-18 UNF | 1.37 | 34.80 | 0.75 | 19.05 | 20,000 | 1,380
5YY6-4-6C 7/16"-20 UNF 3/4"-16 UNF 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5YY6-4-9C 7/16"-20 UNF 1-1/8"-12 UNF [ 2.12 | 53.85 | 1.12 | 28.45 | 20,000 | 1,380
5YY6-6-4C 9/16"-18 UNF 9/16"-18 UNF | 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5YY6-6-6C 9/16"-18 UNF 3/4"-16 UNF 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5YY6-6-9C 9/16"-18 UNF 1-1/8"-12 UNF [ 2.12 | 53.85 | 1.12 | 28.45 | 20,000 | 1,380
5YY6-9-4C 13/16"-16 UN 9/16"-18 UNF | 1.87 | 47.50 | 1.00 | 25.40 | 20,000 | 1,380
5YY6-9-6C 13/16"-16 UN 3/4"-16 UNF 212 | 53.85 | 1.00 | 25.40 | 20,000 | 1,380
5YY6-9-9C 13/16"-16 UN 1-1/8"-12 UNF [ 2.12 | 53.85 | 1.12 | 28.45 | 20,000 | 1,380
5YY6-12-4C | 3/4"-14 NPS 9/16"-18 UNF | 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
5YY6-12-6C | 3/4"-14 NPS 3/4"-16 UNF 2.37 | 60.20 | 1.37 | 34.80 | 20,000 | 1,380
5YY6-12-9C | 3/4"-14 NPS 1-1/8"-12 UNF [ 2.62 | 66.55 | 1.37 | 34.80 | 20,000 | 1,380
5YY6-16-4C* | 1-3/8"-12 UNF | 9/16"-18 UNF | 2.62 | 66.55 | 1.75 | 44.45 | 20,000 | 1,380
5YY6-16-6C* | 1-3/8"-12 UNF [ 3/4"-16 UNF 2.87 | 72.90 | 1.75 | 44.45 | 20,000 | 1,380
5YY6-16-9C | 1-3/8"-12 UNF | 1-1/8"-12 UNF | 3.12 | 79.25 | 1.75 | 44.45 | 20,000 | 1,380

*Non-standard part - may require longer lead time

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.

Parker Hannifin Corporation | Parflex Division | Stafford, TX | parker.com/pfd
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Medium Pressure Adapters

Y5Y6 — Male Medium Pressure x

S

LIS
v/

Male High Pressure T )
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# AP, AAAAAAA ) {:?;.
inch mm inch mm psi bar
Y5Y6-4-4C 7/16"-20 UNF | 9/16"-18 UNF 1.73 43.94 0.63 | 16.00 | 20,000 | 1,380
Y5Y6-4-6C 7/16"-20 UNF | 3/4"-16 UNF 2.10 53.34 0.75 | 19.05 | 20,000 | 1,380
Y5Y6-4-9C 7/16"-20 UNF | 1-1/8"-12 UNF| 2.37 60.20 1.12 | 28.45 | 20,000 | 1,380
Y5Y6-6-4C 9/16"-18 UNF | 9/16"-18 UNF 2.12 53.85 0.62 | 15.75 | 20,000 | 1,380
Y5Y6-6-9C 9/16"-18 UNF | 1-1/8"-12 UNF| 2.50 63.50 1.12 | 28.45 | 20,000 | 1,380
Y5Y6-9-4C 13/16"-16 UN | 9/16"-18 UNF 2.25 57.15 0.87 | 22.10 | 20,000 | 1,380
Y5Y6-9-6C 13/16"-16 UN | 3/4"-16 UNF 2.38 60.45 | 0.875 | 22.23 | 20,000 | 1,380
Y5Y6-9-9C 13/16"-16 UN | 1-1/8"-12 UNF | 2.62 66.55 1.12 | 28.45 | 20,000 | 1,380
Y5Y6-12-4C | 3/4"-14 NPS 9/16"-18 UNF 2.62 66.55 1.12 | 28.45 | 20,000 | 1,380
Y5Y5-12-6C* | 3/4"-14 NPS 3/4"-16 UNF 2.75 69.85 1.12 | 28.45 | 20,000 | 1,380
Y5Y6-12-9C | 3/4"-14 NPS 1-1/8"-12 UNF| 3.00 76.20 1.12 | 28.45 | 20,000 | 1,380
Y5Y6-16-4C* | 1-3/8"-12 UNF | 9/16"-18 UNF | 3.62 91.95 1.00 | 25.40 | 20,000 | 1,380
Y5Y6-16-6C* | 1-3/8"-12 UNF | 3/4"-16 UNF 4.00 | 101.60 | 1.00 | 25.40 | 20,000 | 1,380
Y5Y6-16-9C 1-3/8"-12 UNF | 1-1/8"-12 UNF| 4.00 | 101.60 | 1.12 | 28.45 | 20,000 | 1,380
*Non-standard part - may require longer lead time
A
Y5D9 — Male Medium Pressure x
Male BSP Tt (649
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# il By O D
inch mm inch mm psi bar
Y5D9-4-4C | 7/16"-20 UNF G1/4-19 1.47 37.34 | 0.75 | 19.05 | 20,000 | 1,380
Y5D9-6-4C | 9/16"-18 UNF G1/4-19 1.69 42.93 0.75 | 19.05 | 20,000 | 1,380
Y5D9-6-6C | 9/16"-18 UNF G3/8-19 1.66 42.16 | 0.875 ] 22.23 | 20,000 | 1,380
Y5D9-9-6C 13/16"-16 UN G3/8-19 1.88 47.75 | 0.875 | 22.23 | 20,000 ( 1,380
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

BY5Y — Female / Female

Medium Pressure, Straight Coupling w

Reducer

=

T T2 T1 H T2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# AARARATN RPN % "
inch mm inch mm psi bar
5YSY-4-4C 7/16"-20 UNF 7/16"-20 UNF 1.62 | 41.15 ] 0.75 | 19.05 | 20,000 | 1,380
5Y5Y-6-6C 9/16"-18 UNF 9/16"-18 UNF 1.75 | 44.45  0.75 [ 19.05 | 20,000 | 1,380
5Y5Y-9-9C 13/16"-16 UN 13/16"-16 UN 2.12 | 53.85| 1.00 | 25.40 | 20,000 | 1,380
5Y5Y-12-12C | 3/4"-14 NPS 3/4"-14 NPS 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
5Y5Y-16-16C | 1-3/8"-12 UNF | 1-3/8"-12 UNF | 3.50 | 88.90 | 1.75 | 44.45 | 20,000 | 1,380
Reducer Coupling
inch mm inch mm psi bar

5YbY-4-6C 7/16"-20 UNF 9/16"-18 UNF 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5Y5Y-4-9C 7/16"-20 UNF 13/16"-16 UN 2.12 | 53.85 | 1.00 | 25.40 | 20,000 | 1,380
5Y5Y-4-12C* | 7/16"-20 UNF 3/4"-14 NPS 2.50 [ 63.50 | 1.37 | 34.80 | 20,000 | 1,380
5Y5Y-4-16C 7/16"-20 UNF 1-3/8"-12 UNF | 3.50 | 88.90 | 1.75 | 44.45 | 20,000 | 1,380
5Y5Y-6-9C 9/16"-18 UNF 13/16"-16 UN 2.12 | 53.85 | 1.00 | 25.40 | 20,000 | 1,380
5Y5Y-6-12C 9/16"-18 UNF 3/4"-14 NPS 2.50 [ 63.50 | 1.37 | 34.80 | 20,000 | 1,380
5Y5Y-6-16C 9/16"-18 UNF 1-3/8"-12 UNF | 3.50 | 88.90 | 1.75 | 44.45 | 20,000 | 1,380
5Y5Y-9-12C 13/16"-16 UN 3/4"-14 NPS 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
5Y5Y-9-16C 13/16"-16 UN 1-3/8"-12 UNF | 3.50 | 88.90 | 1.75 | 44.45 | 20,000 | 1,380
5Y5Y-12-16C | 3/4"-14 NPS 1-3/8"-12 UNF | 3.50 | 88.90 | 1.75 | 44.45 | 20,000 | 1,380

*Non-standard part - may require longer lead time

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.

Parker Hannifin Corporation | Parflex Division | Stafford, TX | parker.com/pfd
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Medium Pressure Adapters

A
o
T
A -
5Y6Y — Female Medium Pressure x
Female High Pressure Coupling
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
2 AR AN O )
§ inch mm inch mm psi bar
:E SY6Y-4-4C 7/16"-20 UNF 9/16"-18 UNF 1.62 | 41.15 | 0.75 | 19.05 | 20,000 | 1,380
B 5Y6Y-4-6C 7/16"-20 UNF 3/4"-16 UNF 1.87 | 47.50 | 1.00 | 25.40 | 20,000 | 1,380
BY6Y-4-9C* | 7/16"-20 UNF 1-1/8"-12 UNF | 2.37 | 60.20 | 1.37 | 34.80 | 20,000 | 1,380
5Y6Y-6-4C 9/16"-18 UNF 9/16"-18 UNF 1.75 | 44.45 | 0.75 | 19.05 | 20,000 | 1,380
5Y6Y-6-6C 9/16"-18 UNF 3/4"-16 UNF 1.87 | 47.50 | 1.00 | 25.40 | 20,000 | 1,380
§ 5Y6Y-6-9C 9/16"-18 UNF 1-1/8"-12 UNF | 2.37 | 60.20 | 1.37 | 34.80 | 20,000 | 1,380
E 5Y6Y-9-4C 13/16"-16 UN 9/16"-18 UNF 2.12 [ 53.85| 1.00 | 25.40 | 20,000 | 1,380
ﬁ 5Y6Y-9-6C 13/16"-16 UN 3/4"-16 UNF 2.37 | 60.20 | 1.00 | 25.40 | 20,000 | 1,380
-g 5Y6Y-9-9C 13/16"-16 UN 1-1/8"-12 UNF | 1.75 | 44.45 | 1.37 | 34.80 | 20,000 | 1,380
§ 5Y6Y-12-4C | 3/4"-14 NPS 9/16"-18 UNF 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
C 5Y6Y-12-6C* | 3/4"-14 NPS 3/4"-16 UNF 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
5Y6Y-12-9C | 3/4"-14 NPS 1-1/8"-12 UNF | 2.50 | 63.50 | 1.37 | 34.80 | 20,000 | 1,380
—— 5Y6Y-16-4C | 1-3/8"-12 UNF | 9/16"-18 UNF 3.50 | 88.90 | 1.37 | 34.80 | 20,000 | 1,380
5Y6Y-16-6C* | 1-3/8"-12 UNF | 3/4"-16 UNF 3.50 | 88.90 | 1.37 | 34.80 | 20,000 | 1,380
" 5Y6Y-16-9C | 1-3/8"-12 UNF | 1-1/8"-12 UNF | 3.50 | 88.90 | 1.37 | 34.80 | 20,000 | 1,380
% *Non-standard part - may require longer lead time
S
(&)
X
i)
=
@]
D
F
L5Y — Medium Pressure Elbow
Part Thread Thick- E E 6 H Max. Working
% Number Size ness A¢\ Pressure
2 AAAAAANY \ )% 7
i L# a @
2 inc mm | inch [ mm | inch | mm psi bar
E L5Y-4C [7/16"-20 UNF L 1.00 | 25.4010.87(22.10|0.68|17.27| 20,000 | 1,380
L5Y-6C |9/16"-18 F‘ 0.73 1.37 [ 34.80| 1.00 | 25.40 | 1.00 | 25.40| 20,000 | 1,380
L5Y-9C |13/ - 1.75 | 44.4511.75 | 44.45(1.25|31.75| 1.25]31.75] 20,000 | 1,380
L5Y-1 3/441 1.37 [2.25]57.15]2.25|57.15] 1.50 | 38.10 | 1.50|38.10 20,000 | 1,380
. L5Y-16CN-3/3"-12 UNF|[ 1.75 | 3.00| 76.20|3.00 | 76.20 | 2.06 | 52.32 | 2.06 | 52.32 | 20,000 | 1,380
[Ss}
£
S
e
<
=
) WARNING
F

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

T5Y — Medium Pressure Tee

Part Thread Thick- E F G H Max. Working
Number Size ness Pressure
inch nw mm psi bar
T5Y-4C | 7/16"-20 UNF | 0.62 | 1.75 .68| 17.27(20,000] 1,380
T5Y-6C |9/16"-18 UNF | 0.75 | 2.00 1.00| 25.40( 20,000} 1,380
T5Y-9C |13/16"-16 UN | 1.00 | 2.50 . . 1.25] 31.75( 20,000] 1,380
T5Y-12C | 3/4"-14 NPS 1.37 | 3.00 . .25 1.50] 38.10( 20,000} 1,380
T5Y-16C | 1-3/8"-12 UNF| 1.75 | 4.12 10&5 3N} 76.20| 2.06| 52.32| 2.06| 52.32| 20,000 1,380
; ¢———E——»
H
S |
X5Y — ¥ ressure Cross
Part Thick- Max. Working
Number ness E 5 G . Pressure
i &
inch mm inch mm inch | mm | inch | mm psi bar
XBY-4C | 7/16"-20 UNF | 0.62 [1.75| 44.45 |1.37| 34.80 | 0.87(22.10{0.68 | 17.27 | 20,000 1,380
X5Y-6C | 9/16"-18 UNF | 0.75 [2.00| 50.80 |2.00| 50.80 |1.00|25.40 (1.00|25.40|20,000| 1,380
X5Y-9C [13/16"-16 UN | 1.00 [ 2.50| 63.50 [2.50| 63.50 |1.25(31.75(1.25(31.75|20,000( 1,380
X5Y-12C | 3/4"-14 NPS 1.37 |3.00| 76.20 [3.00| 76.20 {1.50]38.10|1.50(38.10 |20,000( 1,380
X5Y-16C [ 1-3/8"-12 UNF | 1.75 | 4.12| 104.65 | 4.12 | 104.65 | 2.06 | 52.32 | 2.06 | 52.32 | 20,000] 1,380
Y2N — Medium Pressure Gland Nut
Part Thread Hex Maximum Working
Number Size Size Pressure
inch mm psi bar
Y2N-4C 7/16"-20 UNF 0.50 12.70 | 20,000 | 1,380
Y2N-6C 9/16"-18 UNF 0.625 15.88 | 20,000 | 1,380
Y2N-9C 13/16”-16 UN 0.813 20.64 | 20,000 | 1,380
Y2N-12C 3/4"-14 NPS 0.75 19.05 | 20,000 | 1,380
Y2N-16C 1-3/8"-12 UNF 1.375 34.93 | 20,000 | 1,380
WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Adapters

Y2C

Medium Pressure Collar

HBPLM
Medium Pressure Plug

13 o=
Part Thread Maximum Part Tube Size Maximum
Number Size Working Pressure Number (0.D.) Working Pressure
e AR & # @
psi bar psi bar
Y2C-4C 1/4"-28 UNF LH | 20,000 | 1,380 HBPLM4-B 1/4" | 20,000 [ 1,380
Y2C-6C 3/8"-24 UNF LH | 20,000 | 1,380 HBPLMé6-B 3/8" | 20,000 [ 1,380
Y2C-9C 9/16"-18 UNF LH | 20,000 | 1,380 HBPLM9-B 9/16" | 20,000 | 1,380
Y2C-12C | 3/4"-16 UNF LH | 20,000 | 1,380 HBPLM12-B| 3/4" | 20,000 [ 1,380
Y2C-16C | 1"-14 UNF LH 20,000 | 1,380 HBPLM16-B 1" 20,000 | 1,380
Medium Pressure Caps
oy | 0 Jowsiign | fm[Wedumiog
inch mm inch mm psi bar
5Y4C-CAP | 7/16"-20 UNF | 0.95 [ 24.13]0.625 | 15.88 | 20,000 | 1,380
5Y6C-CAP | 9/16"-18 UNF [ 1.38 | 35.05 | 0.875 | 22.23 | 20,000 | 1,380
5Y9C-CAP | 13/16"-16 UN 1.50 [ 38.10 | 1.25 [ 31.75] 20,000 | 1,380
5Y12C-CAP| 3/4"-14 NPSM | 1.85 [ 46.99 | 1.375 | 34.93 | 20,000 | 1,380
5Y16C-CAP| 1-3/8"-12 UNF | 2.20 [ 55.88 | 1.75 | 44.45 | 20,000 | 1,380
Y204, Y206, Y209, Y212 and Y216 —
Medium Pressure Nipple
Length 1/4" 0.D. 3/8" 0.D. 9/16" 0.D. 3/4" 0.D. 1" 0.D. o 1y
2.75" | Y204-0275C
3" Y204-0300C | Y206-0300C
4" Y204-0400C | Y206-0400C | Y209-0400C | Y212-0400C
6" Y204-0600C | Y206-0600C | Y209-0600C | Y212-0600C | Y216-0600C
8" Y204-0800C | Y206-0800C | Y209-0800C | Y212-0800C | Y216-0800C*
10" | Y204-1000C*| Y206-1000C | Y209-1000C* | Y212-1000C*| Y216-1000C*
12" | Y204-1200C | Y206-1200C | Y209-1200C* | Y212-1200C | Y216-1200C*

*Non-standard part - may require longer lead time

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Adapters

B ;fﬂ,,.-.'-,,;

.
]

High Pressure is a 58/60 degree coned and threaded tubing design. With small
bore sizes, they have a maximum working pressure rating of 60,000 psi.

Advantages:

e An industry standard for use at elevated pressures
e Suitable for repetitive assembly and disassembly

Thread Sizes - determined by tubing OD:

-04  1/4" 0.D.x0.08" I.D. — 9/16"-18 male thread on gland nut
-06  3/8"0.D.x0.12" 1.D. — 3/4"-16 male thread on gland nut
-09  9/16" 0.D.x0.18" I.D. — 1-1/8"-12 male thread on gland nut

6YY6 — Female High Pressure x

Male High Presssure W7 ™2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
6YY6-4-6C 9/16"-18 UNF 3/4"-16 UNF 1.75 | 44.45 | 0.75 | 19.05 | 60,000 | 4,140
6YY6-4-9C 9/16"-18 UNF 1-1/8"-12 UNF| 2.12 [ 53.85 | 1.12 | 28.45 | 60,000 | 4,140
6YY6-6-4C 3/4"-16 UNF 9/16"-18 UNF 1.50 | 38.10 | 1.00 | 25.40 | 60,000 | 4,140
6YY6-6-9C 3/4"-16 UNF 1-1/8"-12 UNF| 2.12 | 53.85 | 1.12 | 28.45 | 60,000 | 4,140
6YY6-9-4C 1-1/8"-12 UNF | 9/16"-18 UNF 1.75 | 44.45 | 1.37 | 34.80 | 60,000 | 4,140
6YY6-9-6C 1-1/8"-12 UNF | 3/4"-16 UNF 1.87 | 47.50 | 1.37 | 34.80 | 60,000 | 4,140
6YY6-9-9C 1-1/8"-12 UNF 1-1/8"-12 UNF| 2.26 | 57.40 | 1.375 | 34.93 | 60,000 | 4,140
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Adapters

A
o
T
A .
Y6Y6 — Male High Pressure x
Male High Pressure R A
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# el B O @)
§ inch mm inch mm psi bar
?E Y6Y6-4-4C 9/16"-18 UNF | 9/16"-18 UNF 1.68 | 42.67 | 0.62 | 15.75 | 60,000 | 4,140
B Y6Y6-4-6C 9/16"-18 UNF | 3/4"-16 UNF 2.06 | 52.32 | 0.75 | 19.05 [ 60,000 | 4,140
Y6Y6-4-9C 9/16"-18 UNF | 1-1/8"-12 UNF | 2.25 | 57.15 | 1.12 | 28.45 | 60,000 | 4,140
Y6Y6-6-6C 3/4"-16 UNF 3/4"-16 UNF 2.25 | 57.15 | 0.75 | 19.05 | 60,000 | 4,140
Y6Y6-6-9C 3/4"-16 UNF 1-1/8"-12 UNF | 2.50 | 63.50 | 1.12 | 28.45 | 60,000 | 4,140
§ Y6Y6-9-9C 1-1/8"-12 UNF | 1-1/8"-12 UNF | 2.62 | 66.55 | 1.12 | 28.45 | 60,000 | 4,140
= A
]
(%)
8 | X6Y6 — Low Angle Face Seal x
g | MaleHighP
= dale rig ressure
< T H T2
C Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
22} X6Y6-6-9C* | 9/16"-18 UNF | 1-1/8"-12 UNF [ 2.00 | 50.80 | 1.125 | 28.58 | 60,000 | 4,140
§ *Non-standard part - may require longer lead time
(@)
< Reducer
i) A
=
@]
5 6Y6Y — Female / Female
High Pressure, Straight Coupling
— T H T2
Part ™ T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# i O @
2 o
é inch mm inch mm psi bar
(95}
C'cé 6Y6Y-4-4C 9/16"-18 UNF | 9/16"-18 UNF 1.75 | 44.45 | 1.00 | 25.40 | 60,000 | 4,140
<E( 6Y6Y-6-6C 3/4"-16 UNF 3/4"-16 UNF 2.00 | 50.80 | 1.00 | 25.40 | 60,000 | 4,140
6Y6Y-9-9C 1-1/8"-12 UNF | 1-1/8"-12 UNF | 2.37 | 60.20 | 1.37 | 34.80 | 60,000 | 4,140
Reducer Coupling
inch mm inch mm psi bar
6Y6Y-4-6C 9/16"-18 UNF | 3/4"-16 UNF 1.62 | 41.15 | 1.00 [ 25.40 | 60,000 | 4,140
.g 6Y6Y-4-9C 9/16"-18 UNF | 1-1/8"-12 UNF | 1.75 | 44.45 | 1.37 | 34.80 | 60,000 | 4,140
E 6Y6Y-6-9C 3/4"-16 UNF 1-1/8"-12 UNF | 2.00 | 50.80 | 1.37 | 34.80 | 60,000 | 4,140
<
e
3 WARNING
F This product can expose you to chemicals including Lead, which is known to the

State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Adapters

&
P
. A
Y6D9 — Male High Pressure x
Male BSP
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# i e e ATy {-__:J f'E.
inch mm inch mm psi bar §
Y6D9-4-6C 9/16"-18 UNF G3/8-19 1.57 | 39.88 | 0.875 | 22.23 | 30,000* | 2,070* u@_
Y6D9-6-6C 3/4"-16 UNF G3/8-19 1.85 | 46.99 | 0.875 | 22.23 | 30,000* | 2,070* B
*BSP connection end lowers working pressure to 30,000psi
”n
@
=
=
H o
i |2
2
L6Y — High Pressure Elbow g
Part Thread Thick- E F G H Max. Working »
Number Size ness A Pressure C
Fd
H#H | e AN & )
inch | mm | inch | mm ,(ch mm) | inch | mm psi bar
L6Y-4C [9/16"-18 UNF [ 1.00 [1.37(34.80 | 1.50 | 38¢ 22.10(1.00| 25.40 | 60,000 | 4,140
L6Y-6C |3/4"-16 UNF 1.00 | 1.75| 44.45 | 1.588 10‘}25 31.7511.00( 25.40 | 60,000 | 4,140 é
L6Y-9C [1-1/8"-12 UNF| 1.50 [2.62| 66.5 . 47. 1.12 | 28.4511.12| 28.45] 60,000 | 4,140 %L
.g
C) —D
<+——E——p
x% ——
Q T |,
[ {r |8
A
T6Y — High Pressure Tee %
<
Part Thread Thick- Max. Working
Number Size ness E i £ i Pressure E
# A 'f?}
inch | mm |[inch| mm |inch| mm | inch [ mm psi bar —
T6Y-4C |9/16"-18 UNF | 1.00 |2.00|50.80|1.37|34.80|1.00| 25.40 | 0.87 [ 22.10| 60,000 | 4,140
T6Y-6C |3/4"-16 UNF 1.00 | 2.00(50.80(1.56]39.62 |1.00]25.40 | 1.06 | 26.92 | 60,000 | 4,140 E
T6Y-9C | 1-1/8"-12 UNF| 1.50 | 2.62|66.55|2.12| 53.85 | 1.62| 41.15 | 1.37 [ 34.80| 60,000 | 4,140 %
e
©
5
WARNING <5
This product can expose you to chemicals including Lead, which is known to the F

State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Adapters

X6Y — High Pressure Cross

v

=

Part Thread Thick- E H Max. Working
Number Size ness Pressure
# | e , i)
inc mm \ | incl inch | mm psi bar
X6Y-4C [9/16"-18 UNF | 1.00/7 2. . .50(38.10 (1.00( 25.4010.75119.05 | 60,000 | 4,140
X6Y-6C |3/4"-16 UNF 1 100 2.120 5285 | 2.00 | 50.80 | 1.06| 26.92 [ 1.00| 25.40 | 60,000 | 4,140
X6Y-9C [1-1/8¢ 1.@ 2.75169.85(2.62|66.55|1.37134.80|1.31(33.27 | 60,000 | 4,140
Y4N — High Pressure Gland Nut
Part Thread Hex Maximum Working
Number Size Size Pressure W’
# | o O @
inch mm inch mm o
Y4N-4C | 9/16"-18 UNF 0.625 15.89 60,000 | 4,140
Y4N-6C | 3/4"-16 UNF 0.813 20.64 60,000 | 4,140
Y4N-9C | 1-1/8"-12 UNF 1.188 30.16 60,000 | 4,140
Y4C HBPHM o
High Pressure Collar High Pressure Plug
Part Thread Max. Working Part Tube Size Max. Working
Number Size Pressure Number (0.D.) Pressure
# AR @| # I'IEI
psi bar psi bar
Y4C-4C | 1/4"-28 UNF LH 60,000 | 4,140 HBPHM4-B 1/4" 60,000 | 4,140
Y4C-6C | 3/8"-24 UNF LH | 60,000 | 4,140 HBPHMé6-B| 3/8" | 60,000 | 4,140
Y4C-9C | 9/16"-18 UNF LH | 60,000 | 4,140 HBPHM9-B| 9/16" | 60,000 | 4,140
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Adapters

p———
o
] B ..
High Pressure Caps
Part Thread Hex Maximum Workin
Number Size Overall Length Size Pressure g
inch mm inch mm inch mm
6Y4LC-CAP 1/4" HP 1.07 27.18 | 0.875 | 22.23 | 60,000 | 4,140
6Y6C-CAP 3/8" HP 1.26 32.00 | 1.000 | 25.40 | 60,000 | 4,140
6Y9C-CAP 9/16" HP 1.50 38.10 | 1.375 | 34.93 | 60,000 | 4,140
: Qogerecs
Locking Nut/Collar e
-\ - G
Anti-Vibration R
H
Part Tube Size Thread A H
Number (0.D.) Size Length Hex
# et O
inch mm inch mm
KCGL40-316-ACL40* | 1/4" HP 9/16"-18 UNF 0.68 17.27 0.63 16.00
KCGLb0-316-ACL60 | 3/8" HP 3/4"-16 UNF 1.06 26.92 0.68 17.27
KCGL90-316-ACL90 | 9/16" HP | 1-1/8"-12 UNF 1.56 39.62 1.68 42.67
*Non-standard part - may require longer lead time
Y404, Y406 and Y409
High Pressure Nipple S >
Length 1/4" 0.D. 3/8" 0.D. 9/16" 0.D.
2.75" Y404-0275C
3" Y404-0300C Y406-0300C
4" Y404-0400C Y406-0400C Y409-0400C
6" Y404-0600C Y406-0600C Y409-0600C
8" Y404-0800C Y406-0800C Y409-0800C
10" Y404-1000C* Y406-1000C Y409-1000C*
12" Y404-1200C Y406-1200C Y409-1200C*

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

polyflex offers a broad range of high quality stainless steel high pressure

NPT adapters. Sizes ranging from 1/16" to 1/2" are rated up to 15,000 psi; 3/4"

and above are rated to 10,000 psi.

Advantages:
¢ Used world-wide in OEM and MRO applications

e Compact size make NPT a suitable selection for plumbing in limited or tight space in

a compact system

Thread Sizes:

-01 1/16"-27

-02  1/8"-27

-04  1/4"-18

-06  3/8"-18

-08  1/2"-14

-12° 3/4"-16 UNF

-16 1"-11-1/2
WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.

For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

KO0101— Male NPT x Male NPT

Part T T2 A Maximum
Number Thread Size Thread Size Overall Length Hex Working Pressure
inch mm inch mm psi bar

10K0101-12-12C | 3/4"-14 NPT 3/4"-14 NPT 2.44 | 61.98 | 1.13 | 28.70 10,000 | 690
10K0101-16-16C | 1"-11-1/2 NPT | 1"-11-1/2 NPT | 2.75 | 69.85 | 1.38 [ 35.05| 10,000 | 690
15K0101-1-1C 1/16"-27 NPT | 1/16"-27 NPT | 1.00 | 25.40 | 0.38 | 9.65 | 15,000 | 1,030
15K0101-2-2C 1/8"-27 NPT 1/8"-27 NPT 1.20 | 30.48 | 0.50 [ 12.70 [ 15,000 | 1,030
15K0101-4-4C 1/4"-18 NPT 1/4"-18 NPT 1.44 | 36.58 | 0.63 [ 16.00| 15,000 | 1,030
15K0101-6-6C 3/8"-18 NPT 3/8"-18 NPT 1.70 | 43.18 | 0.75 [ 19.05 | 15,000 | 1,030
15K0101-8-8C 1/2"-14 NPT 1/2"-14 NPT 2.25 | 57.15 | 1.00 | 25.40| 15,000 | 1,030
15K0101-2-1C 1/8"-27 NPT 1/16"-27 NPT | 1.13 | 28.70 | 0.50 | 12.70 | 15,000 | 1,030
15K0101-2-4C 1/8"-27 NPT 1/4"-18 NPT 1.35 | 34.29 | 0.625 | 15.88 ] 15,000 | 1,030
15K0101-6-8C 3/8"-18 NPT 1/2"-14 NPT 1.85 [ 46.99 | 1.00 [ 25.40 [ 15,000 | 1,030
15K0101-12-6C | 3/4"-14 NPT 3/8"-18 NPT 1.95 [ 49.53 [ 1.125 [ 28.58 [ 10,000 | 690
15K0101-16-6C [ 1"-11-1/2 NPT | 3/8"-18 NPT 2.16 | 54.86 | 1.375]34.93 110,000 690
10K0101-12-4C | 3/4"-14 NPT 1/4"-18 NPT 2.03 | 51.56 |1.125]28.58 110,000 | 690
10K0101-16-4C [ 1"-11-1/2 NPT | 1/4"-18 NPT 2.16 | 54.86 | 1.375|34.93 10,000 690
10K0101-16-12C [ 1"-11-1/2 NPT | 3/4"-14 NPT 2.56 | 65.02 |1.375]34.93 110,000 690

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

K0201— Female NPT x Male NPT

Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# AANBASN, ) ) 5
inch mm inch mm psi bar
15K0201-1-8C 1/16"-27 NPT | 1/2"-14 NPT 1.25 [ 31.75] 0.87 | 22.10 { 15,000 | 1,030
15K0201-2-8C 1/8"-27 NPT 1/2"-14 NPT 1.25 | 31.75| 0.87 | 22.10 | 15,000 | 1,030
15K0201-4-8C 1/4"-18 NPT 1/2"-14 NPT 1.25 | 31.75| 0.87 | 22.10 [ 15,000 | 1,030
15K0201-6-8C 3/8"-18 NPT 1/2"-14 NPT 1.63 [ 41.40 [ 1.00 | 25.40 | 15,000 | 1,030
15K0201-1-4C 1/16"-27 NPT | 1/4"-18 NPT 1.30 | 33.02 [0.625] 15.88 | 15,000 1,030
15K0201-2-1C 1/8"-27 NPT 1/16"-27 NPT | 1.38 [ 35.05 | 0.75 | 19.05| 15,000 1,030
15K0201-4-1C 1/4"-18 NPT 1/16"-27 NPT | 1.56 |39.62|0.875]|22.23 | 15,000 1,030
15K0201-4-6C 1/4"-18 NPT 3/8"-18 NPT 1.50 | 38.10 [ 0.87 | 22.10 | 15,000| 1,030
15K0201-6-2C 3/8"-18 NPT 1/8"-27 NPT 1.58 | 40.13 [ 1.00 | 25.40 | 15,000| 1,030
15K0201-6-6C 3/8"-18 NPT 3/8"-18 NPT 1.78 | 45.21 [ 1.00 | 25.40 | 15,000| 1,030
15K0201-8-8C 1/2"-14 NP 1/2"-14 NPT 2.13 | 54.10 | 1.25 [ 31.75] 15,000( 1,030
10K0201-4-12C | 1/4"-18 NPT 3/4"-14 NPT 1.63 | 41.40 [ 1.125] 28.58 | 10,000| 690
10K0201-6-12C | 3/8"-18 NPT 3/4"-14 NPT 1.60 | 40.64 1.125] 28.58 | 10,000| 690
10K0201-6-16C | 3/8"-18 NPT 1"-11-1/2 NPT | 1.90 | 48.26 | 1.375( 34.93 | 10,000| 690
10K0201-12-6C | 3/4"-14 NPT 3/8"-18 NPT 2.25 | 57.15] 1.50 [ 38.10| 10,000 690
10K0201-12-12C| 3/4"-14 NPT 3/4"-14 NPT 2.25 | 57.15] 1.50 [ 38.10 | 10,000 690
10K0201-12-16C| 3/4"-14 NPT 1"-11-1/2 NPT | 2.25 | 57.15| 1.50 | 38.10 | 10,000 690
10K0201-16-6C | 1"-11-1/2 NPT | 3/8"-18 NPT 2.35 | 59.69 | 2.00 [ 50.80| 10,000 690
10K0201-16-8C | 1"-11-1/2 NPT | 1/2"-14 NPT 2.50 | 63.50 | 2.00 [ 50.80| 10,000 690

O Quick Couplings

M Accessories

T General Technical

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

A
o
| A | -
- WG
K0202— Female NPT x Female NPT [rrrvizy)
Part T T2 A H Maximum
Number Thread Size Thread Size Overall Length Hex Working Pressure
# i B ARy {:;'] E.
inch | mm | inch | mm psi bar §
15K0202-2-2C 1/8"-27 NPT 1/8"-27 NPT 1.50 |1 38.10 | 0.75 | 19.05 | 15,000 1,030 E
15K0202-4-1C 1/4"-18 NPT 1/16"-27 NPT | 1.63 | 41.40 | 0.875| 22.23 | 15,000 1,030 B
15K0202-4-4C 1/4"-18 NPT 1/4"-18 NPT 1.75 | 44.45] 0.87 | 22.10 | 15,0001 1,030
15K0202-6-2C 3/8"-18 NPT 1/8"-27 NPT 1.75 | 44.45 ] 1.00 | 25.40 | 15,000 1,030
15K0202-6-6C 3/8"-18 NPT 3/8"-18 NPT 1.75 | 44.45 ] 1.00 | 25.40 | 15,0001 1,030
15K0202-8-1C 1/2"-14 NPT 1/16"-27 NPT | 1.75 | 44.45] 1.25 [ 31.75| 15,000 1,030 §
15K0202-8-2C 1/2"-14 NPT 1/8"-27 NPT 1.75 | 44.45 | 1.25 [ 31.75 | 15,0001 1,030 E
15K0202-8-6C 1/2"-14 NPT 3/8"-18 NPT 1.75 | 44.45 ] 1.25 | 31.75 | 15,000 1,030 °g
15K0202-8-8C 1/2"-14 NPT 1/2"-14 NPT 2.13 | 54.10 | 1.25 [ 31.75] 15,000 1,030 -g
10K0202-12-4C 3/4"-14 NPT 1/4"-18 NPT 2.00 | 50.80 | 1.50 | 38.10 | 10,000| 690 g
10K0202-12-6C 3/4"-14 NPT 3/8"-18 NPT 2.00 [ 50.80 | 1.50 | 38.10 | 10,000 690 C
10K0202-12-12C | 3/4"-14 NPT 3/4"-14 NPT 2.13 | 54.10 | 1.50 [ 38.10 | 10,000 690
10K0202-12-16C | 3/4"-14 NPT 1"-11-1/2 NPT | 2.38 | 60.45 | 2.00 | 50.80 | 10,000| 690 j—
10K0202-16-16C | 1"-11-1/2 NPT | 1"-11-1/2 NPT | 2.50 | 63.50 | 2.00 | 50.80 [ 10,000 690
2
=
=
1 O
&}
ad é
YAO02 — Male Type M” x Female NPT S
Part T T2 A H Maximum Working D
Number Thread Size Thread Size Overall Length Hex Pressure
H AN, AABRRAA Y ("
inch mm inch mm psi bar
YAQ2-6-4C 9/16"-18 UNF 1/4"-18 NPT 1.50 | 38.10 | 0.75 | 19.05 | 15,000 | 1,030 B
YAQ2-6-8C 9/16"-18 UNF 1/2"-14 NPT 2.00 | 50.80 | 1.25 [ 31.75 | 15,000 | 1,030 %
D
YA02-6-16C 9/16"-18 UNF 1"-11-1/2 NPT 2.38 | 60.45 | 2.00 | 50.80 | 10,000 | 690 §
YA02-8-4C 3/4"-16 UNF 1/4"-18 NPT 1.63 | 41.40 |10.875| 22.23 | 15,000 | 1,030 E
YAQ2-8-6C 3/4"-16 UNF 3/8" -18 NPT 1.75 | 44.45 | 1.00 | 25.40 | 15,000 | 1,030
YA02-8-8C 3/4"-16 UNF 1/2"-14 NPT 2.00 | 50.80 | 1.25 | 31.75 | 15,000 | 1,030
YA02-8-12C 3/4"-16 UNF 3/4"-14 NPT 2.13 | 54.10 | 1.50 | 38.10 | 10,000 | 690
YA02-11-8C 1"-12 UNF 1/2"-14 NPT 2.50 | 63.50 [ 1.00 | 25.40 | 15,000 | 1,030
YA02-11-12C | 1"-12 UNF 3/4"-14 NPT 2.13 | 54.10 | 1.50 | 38.10 | 10,000 | 690 .g
YA02-16-16C | 1-5/16"-12 UN 1"-11-1/2 NPT 2.38 | 60.45 [ 2.00 | 50.80 | 10,000 | 690 E
=
=
WARNING &
This product can expose you to chemicals including Lead, which is known to the F

State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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I A
YAO01 — Male Type “M” x Male NPT . 1o
H
Part T T2 A H Maximum
Number Thread Size Thread Size Overall Length Hex Working Pressure
inch mm inch mm psi bar
YAQ1-6-2C 9/16"-18 UNF 1/8"-27 NPT 1.28 | 32.51] 0.63 | 16.00 | 15,000 | 1,030
YA01-6-4C 9/16"-18 UNF 1/4"-18 NPT 1.38 | 35.05| 0.63 | 16.00 | 15,000 | 1,030
YAQ1-6-6C 9/16"-18 UNF 3/8"-18 NPT 1.57 | 39.88| 0.75 [ 19.05] 15,000 | 1,030
YAQ1-6-8C 9/16"-18 UNF 1/2"-14 NPT 1.75 | 44.45] 0.88 | 22.35| 15,000 | 1,030
YA01-6-12C | 9/16"-18 UNF 3/4"-14 NPT 1.95 | 49.53 | 1.13 | 28.58 | 10,000 | 690
YA01-6-16C | 9/16"-18 UNF 1"-11-1/2 NPT 2.26 | 57.40 | 1.38 | 34.93 [ 10,000 [ 690
YAQ1-8-4C 3/4"-16 UNF 1/4"-18 NPT 1.8 | 45.72 1 0.75 | 19.05| 15,000 | 1,030
YAQ1-8-6C 3/4"-16 UNF 3/8"-18 NPT 1.73 | 43.94 ] 0.75 | 19.05 | 15,000 | 1,030
YAQ1-8-8C 3/4"-16 UNF 1/2"-14 NPT 1.95 | 49.53 | 0.88 | 22.35] 15,000 | 1,030
YA01-8-12C [ 3/4"-16 UNF 3/4"-14 NPT 2.13 | 54.10 | 1.13 | 28.70 | 10,000 [ 690
YA01-8-16C | 3/4"-16 UNF 1"-11-1/2 NPT 2.38 | 60.45] 1.38 | 35.05( 10,000 [ 690
YAQ1-11-6C 1"-12 UNF 3/8"-18 NPT 1.85 | 46.99| 1.00 | 25.40 | 15,000 | 1,030
YAQ1-11-8C 1"-12 UNF 1/2"-14 NPT 2.00 | 50.80 | 1.00 | 25.40 | 15,000 | 1,030
YAO1-11-12C | 1"-12 UNF 3/4"-14 NPT 2.13 [ 54.10 [ 1.13 | 28.70 | 10,000 | 690
YAO1-11-16C | 1"-12 UNF 1"-11-1/2 NPT 2.38 | 60.45 [ 1.38 | 35.05 | 10,000 | 690
YAQ1-16-8C 1-5/16"-12 UN 1/2"-14 NPT 2.13 | 54.10 [ 1.38 | 35.05 | 15,000 | 1,030
YA01-16-12C | 1-5/16"-12 UN 3/4"-14 NPT 2.38 | 60.45( 1.38 | 35.05 | 10,000 | 690
YA01-16-16C | 1-5/16"-12 UN 1"-11-1/2 NPT 2.5 [63.50] 1.38 [ 35.05( 10,000 | 690
YA01-16-20C | 1-5/16"-12 UN 1-1/4"-11-1/2 NPT| 2.75 | 69.85| 1.75 | 44.45] 10,000 | 690
YA01-16-24C | 1-5/16"-12 UN 1-1/2"-11-1/2 NPT| 2.75 | 69.85| 2.00 | 50.80 | 7,500 | 520
YA01-16-32C | 1-5/16"-12 UN 2"-11-1/2 NPT 2.75 1 69.85( 2.38 | 60.45 | 7,500 | 520
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.

For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

A
o
T
. A
5Y01 — Female Medium Pressure x
Male NPT t
T H
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar é
5Y01-4-2C 7/16"-20 UNF 1/8"-27 NPT 1.43 | 36.32 | 0.75 | 19.05 | 15,000 | 1,030 =
5Y01-4-4C 7/16"-20 UNF 1/4"-18 NPT 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030 B
5Y01-4-6C 7/16"-20 UNF 3/8"-18 NPT 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030
5Y01-4-8C 7/16"-20 UNF 1/2"-14 NPT 1.75 | 44.45 | 1.00 | 25.40 | 15,000 | 1,030
5Y01-4-12C | 7/16"-20 UNF 3/4"-14 NPT 1.87 | 47.50 | 1.37 | 34.80 [ 10,000 | 690
0
5Y01-4-16C* | 7/16"-20 UNF 1"-11-1/2 NPT | 1.87 | 47.50 | 1.37 | 34.80 | 10,000 [ 690 g
5Y01-6-2C* | 9/16"-18 UNF 1/8"-27 NPT 1.43 | 36.32 | 0.75 | 19.05 | 15,000 | 1,030 S
5Y01-6-4C 9/16"-18 UNF 1/4"-18 NPT 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030 g
5Y01-6-6C 9/16"-18 UNF 3/8"-18 NPT 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030 ﬁ
©
5Y01-6-8C 9/16"-18 UNF 1/2"-14 NPT 1.74 | 44.20 | 1.00 | 25.40 | 15,000 | 1,030 2
5Y01-6-12C | 9/16"-18 UNF 3/4"-14 NPT 1.87 | 47.50 | 1.37 | 34.80 | 10,000 [ 690 C
5Y01-6-16C | 9/16"-18 UNF 1"-11-1/2 NPT | 1.87 | 47.50 | 1.37 | 34.80 | 10,000 | 690
5Y01-9-2C* 13/16"-16 UN 1/8"-27 NPT 1.87 | 47.50 | 1.00 | 25.40 | 15,000 | 1,030 Y
5Y01-9-4C 13/16"-16 UN 1/4"-18 NPT 1.87 | 47.50 | 1.00 | 25.40 | 15,000 | 1,030
5Y01-9-6C 13/16"-16 UN 3/8"-18 NPT 1.87 | 47.50 | 1.00 | 25.40 | 15,000 | 1,030 -
(e
5Y01-9-8C 13/16"-16 UN 1/2"-14 NPT 1.87 | 47.50 | 1.00 | 25.40 | 15,000 | 1,030 %
5Y01-9-12C | 13/16"-16 UN 3/4"-14 NPT 1.87 | 47.50 | 1.37 | 34.80 | 10,000 | 690 §
5Y01-9-16C [ 13/16"-16 UN 1"-11-1/2 NPT | 1.87 | 47.50 | 1.37 | 34.80 [ 10,000 | 690 é
5Y01-12-2C* | 3/4"-14 NPS 1/8"-27 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 | 1,030 <
5Y01-12-4C | 3/4"-14 NPS 1/4"-18 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 | 1,030 D
5Y01-12-6C* | 3/4"-14 NPS 3/8"-18 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 | 1,030
5Y01-12-8C | 3/4"-14 NPS 1/2"-14 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 | 1,030
5Y01-12-12C | 3/4"-14 NPS 3/4"-14 NPT 2.50 | 63.50 | 1.37 | 34.80 | 10,000 | 690
5Y01-12-16C | 3/4"-14 NPS 1"-11-1/2 NPT | 2.50 | 63.50 [ 1.37 | 34.80 [ 10,000 | 690 B
5Y01-16-2C* | 1-3/8"-12 UNF [ 1/8"-27 NPT 2.50 | 63.50 | 1.75 | 34.80 | 15,000 | 1,030 %
[¢5}
5Y01-16-4C | 1-3/8"-12 UNF [ 1/4"-18 NPT 2.50 | 63.50 | 1.75 | 34.80 | 15,000 | 1,030 §
5Y01-16-6C* | 1-3/8"-12 UNF [ 3/8"-18 NPT 2.50 | 63.50 | 1.75 | 34.80 | 15,000 | 1,030 E
5Y01-16-8C | 1-3/8"-12 UNF [ 1/2"-14 NPT 2.50 | 63.50 | 1.75 | 34.80 | 15,000 | 1,030
5Y01-16-12C | 1-3/8"-12 UNF [ 3/4"-14 NPT 2.50 | 63.50 | 1.75 | 34.80 | 10,000 | 690
5Y01-16-16C | 1-3/8"-12 UNF | 1"-11-1/2 NPT | 2.50 | 63.50 | 1.75 | 34.80 [ 10,000 | 690
*Non-standard part - may require longer lead time
3
[
S
D
=
=
WARNING &
This product can expose you to chemicals including Lead, which is known to the F

State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

02Y5 — Female NPT x
Male Medium Pressure

T H\_T2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# AN AN, ) i)
inch mm inch mm psi bar
02Y5-1-9C 1/16"-27 NPT | 13/16"-16 UN 2.00 [ 50.80 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-2-4C 1/8"-27 NPT 7/16"-20 UNF 1.75 | 44.45 | 0.75 | 19.05 | 15,000 | 1,030
02Y5-2-6C 1/8"-27 NPT 9/16"-18 UNF 1.87 | 47.50 | 0.75 | 19.05 | 15,000 | 1,030
02Y5-2-9C 1/8"-27 NPT 13/16"-16 UN 1.87 | 47.50 | 0.87 | 22.10 | 15,000 | 1,030
02Y5-2-12C 1/8"-27 NPT 3/4"-14 NPSM | 2.00 | 50.80 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-2-16C* | 1/8"-27 NPT 1"-14 UNF LH 3.00 | 76.20 | 1.00 | 25.40 | 15,000 | 1,030
02Y5-4-4C 1/4"-18 NPT 7/16"-20 UNF 1.75 | 44.45 | 0.75 | 19.05 | 15,000 | 1,030
02Y5-4-6C 1/4"-18 NPT 9/16"-18 UNF 1.87 | 47.50 | 0.75 | 19.05 | 15,000 | 1,030
02Y5-4-9C 1/4"-18 NPT 13/16"-16 UN 1.87 | 47.50 | 0.87 | 22.10 | 15,000 | 1,030
02Y5-4-12C 1/4"-18 NPT 3/4"-14 NPSM | 2.00 | 50.80 | 1.12 [ 28.45 | 15,000 | 1,030
02Y5-4-16C 1/4"-18 NPT 1"-14 UNF LH 3.00 | 76.20 | 1.00 | 25.40 | 15,000 | 1,030
02Y5-6-4C 3/8"-18 NPT 7/16"-20 UNF 2.00 | 50.80 | 1.00 | 25.40 | 15,000 | 1,030
02Y5-6-6C 3/8"-18 NPT 9/16"-18 UNF 2.12 | 53.85 | 1.00 | 25.40 | 15,000 | 1,030
02Y5-6-9C 3/8"-18 NPT 13/16"-16 UN 2.25 | 57.15 | 1.00 | 25.40 | 15,000 | 1,030
02Y5-6-12C 3/8"-18 NPT 3/4"-14NPSM | 2.00 | 50.80 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-6-16C 3/8"-18 NPT 1"-14 UNF LH 3.00 [ 76.20 | 1.00 | 25.40 [ 15,000 | 1,030
02Y5-8-4C 1/2"-14 NPT 7/16"-20 UNF 2.12 | 53.85 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-8-6C 1/2"-14 NPT 9/16"-18 UNF 1.25 | 31.75 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-8-9C 1/2"-14 NPT 13/16"-16 UN 2.37 | 60.20 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-8-12C 1/2"-14 NPT 3/4"-14NPSM | 250 | 63.50 | 1.12 [ 28.45 | 15,000 | 1,030
02Y5-8-16C 1/2"-14 NPT 1"-14 UNF LH 3.75 | 95.25 | 1.12 | 28.45 | 15,000 | 1,030
02Y5-12-4C* | 3/4"-14 NPT 7/16"-20 UNF 2.37 | 60.20 | 1.37 | 34.80 | 10,000 | 690
02Y5-12-6C 3/4"-14 NPT 9/16"-18 UNF 250 [ 63.50 | 1.37 | 34.80 | 10,000 | 690
02Y5-12-9C 3/4"-14 NPT 13/16"-16 UN 2.62 | 66.55 | 1.37 | 34.80 | 10,000 | 690
02Y5-12-12C | 3/4"-14 NPT 3/4"-14NPSM | 2.75 | 69.85 | 1.50 | 38.10 | 10,000 | 690
02Y5-12-16C 3/4"-14 NPT 1"-14 UNF LH [ 4.12 | 104.65 [ 1.50 | 38.10 | 10,000 [ 690
02Y5-16-6C 1-3/8"-12 UNF | 9/16"-18 UNF | 2.87 | 72.90 | 1.87 | 47.50 | 10,000 | 690
02Y5-16-9C 1-3/8"-12 UNF | 13/16"-16 UN [ 3.00 | 76.20 | 1.87 | 47.50 | 10,000 | 690
02Y5-16-12C | 1-3/8"-12 UNF | 3/4"-14NPSM | 3.00 | 76.20 | 1.87 | 47.50 | 10,000 | 690
02Y5-16-16C | 1-3/8"-12 UNF | 1"-14 UNF LH | 4.37 | 111.00 | 1.87 | 47.50 | 10,000 | 690

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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A |
Y501 — Male Medium Pressure x | il
Male NPT Tr )
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
2 2 PSR, AR, ) &)
inch mm inch mm psi bar
Y501-4-4C 7/16"-20 UNF | 1/4"-18 NPT 1.60 | 40.64 | 0.63 | 16.00 | 15,000 | 1,030
Y501-4-8C 7/16"-20 UNF | 1/2"-14 NPT 2.12 | 53.85 | 0.87 | 22.10 | 15,000 | 1,030
Y501-6-4C 9/16"-18 UNF | 1/4"-18 NPT 2.06 | 52.32 | 0.75 | 19.05 | 15,000 | 1,030
Y501-6-6C 9/16"-18 UNF | 3/8"-18 NPT 2.06 | 52.32 | 0.75 | 19.05 | 15,000 | 1,030
Y¥501-6-8C 9/16"-18 UNF | 1/2"-14 NPT 2.18 | 55.37 | 0.87 | 22.10 | 15,000 | 1,030
Y501-9-2C* | 13/16”-16 UN | 1/8"-27 NPT 2.12 | 53.85 | 0.87 | 22.10 | 15,000 | 1,030
Y501-9-4C 13/16"-16 UN | 1/4"-18 NPT 2.25 | 57.15 | 0.87 | 22.10 | 15,000 | 1,030
Y501-9-6C 13/16"-16 UN | 3/8"-18 NPT 2.25 | 57.15 | 0.87 | 22.10 | 15,000 | 1,030
Y501-9-8C 13/16"-16 UN | 1/2"-14 NPT 2.37 | 60.20 | 0.87 | 22.10 | 15,000 | 1,030
Y501-9-12C | 13/16"-16 UN | 3/4"-14 NPT 2.62 | 66.55 [ 1.12 | 28.45 | 10,000 [ 690
Y501-9-16C | 13/16"-16 UN [ 1"-11-1/2 NPT | 2.62 | 66.55 | 1.37 | 34.80 | 10,000 [ 690
Y501-12-2C* | 3/4"-14 NPS 1/8"-27 NPT 2.37 | 60.20 [ 1.12 | 28.45 | 15,000 | 1,030
Y501-12-4C* | 3/4"-14 NPS 1/4"-18 NPT 250 | 63.50 | 1.12 | 28.45 | 15,000 | 1,030
Y501-12-6C* | 3/4"-14 NPS 3/8"-18 NPT 250 | 63.50 | 1.12 | 28.45 | 15,000 | 1,030
Y501-12-8C | 3/4"-14 NPS 1/2"-14 NPT 2.62 | 66.55 | 1.12 | 28.45 | 15,000 | 1,030
Y501-12-12C | 3/4"-14 NPS 3/4"-14 NPT 2.75 | 69.85 | 1.12 | 28.45 | 10,000 | 690
Y501-12-16C | 3/4"-14 NPS 1"-11-1/2 NPT | 3.00 | 76.20 | 1.37 | 34.80 | 10,000 | 690
Y501-16-2C* | 1-3/8"-12 UNF | 1/8"-27 NPT 3.62 | 91.95 | 1.00 [ 25.40 | 15,000 | 1,030
Y501-16-4C | 1-3/8"-12 UNF | 1/4"-18 NPT 3.75 | 95.25v | 1.00 | 25.40 | 15,000 | 1,030
Y501-16-6C | 1-3/8"-12 UNF | 3/8"-18 NPT 3.75 | 95.25 | 1.00 [ 25.40 | 15,000 | 1,030
Y501-16-8C | 1-3/8"-12 UNF | 1/2"-14 NPT 3.87 | 98.30 | 1.00 [ 25.40 | 15,000 | 1,030
Y501-16-12C | 1-3/8"-12 UNF | 3/4"-14 NPT 3.87 | 98.30 | 1.12 [ 28.45| 10,000 | 690
Y501-16-16C | 1-3/8"-12 UNF [ 1"-11-1/2 NPT | 4.00 | 101.60 | 1.37 | 34.80 | 10,000 [ 690
*Non-standard part - may require longer lead time
WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

5Y02 — Female Medium Pressure x
Female NPT Coupling

T H T2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
2 2 AR AR, % ("

inch mm inch mm psi bar
5Y02-4-2C 7/16"-20 UNF 1/8"-27 NPT 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030
5Y02-4-4C 7/16"-20 UNF 1/4"-18 NPT 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030
5Y02-4-6C 7/16"-20 UNF 3/8"-18 NPT 2.00 | 50.80 | 1.00 | 25.40 | 15,000 [ 1,030
5Y02-4-8C 7/16"-20 UNF 1/2"-14 NPT 2.00 | 50.80 | 1.12 | 28.45 | 15,000 [ 1,030
5Y02-4-12C* | 7/16"-20 UNF 3/4"-14 NPT 2.37 | 60.20 | 1.37 | 34.80 | 10,000 690
5Y02-4-16C* | 7/16"-20 UNF 1"-11-1/2 NPT | 2.62 | 66.55 | 2.00 | 50.80 | 10,000 690
5Y02-6-2C 9/16"-18 UNF 1/8"-27 NPT 1.75 | 44.45 [ 0.75 | 19.05 | 15,000 | 1,030
5Y02-6-4C 9/16"-18 UNF 1/4"-18 NPT 1.75 | 44.45 | 0.75 | 19.05 | 15,000 | 1,030
5Y02-6-6C 9/16"-18 UNF 3/8"-18 NPT 2.12 | 53.85 | 1.00 | 25.40 | 15,000 | 1,030
5Y02-6-8C 9/16"-18 UNF 1/2"-14 NPT 2.12 | 53.85 | 1.12 | 28.45 | 15,000 | 1,030
5Y02-6-12C 9/16"-18 UNF 3/4"-14 NPT 2.37 | 60.20 | 1.37 | 34.80 | 10,000 690
5Y02-6-16C* | 9/16"-18 UNF 1"-11-1/2 NPT | 2.75 | 69.85 | 2.00 | 50.80 | 10,000 690
5Y02-9-2C* 13/16"-16 UN 1/8"-27 NPT 2.12 | 53.85 | 1.00 | 25.40 | 15,000 [ 1,030
5Y02-9-4C 13/16"-16 UN 1/4"-18 NPT 2.12 | 53.85 | 1.00 | 25.40 | 15,000 | 1,030
5Y02-9-6C 13/16"-16 UN 3/8"-18 NPT 2.12 | 53.85 | 1.00 | 25.40 | 15,000 | 1,030
5Y02-9-8C 13/16"-16 UN 1/2"-14 NPT 2.25 | 57.15 | 1.12 | 28.45 | 15,000 | 1,030
5Y02-9-12C 13/16"-16 UN 3/4"-14 NPT 2.50 | 63.50 | 1.37 | 34.80 | 10,000 690
5Y02-9-16C* | 13/16"-16 UN 1"-11-1/2 NPT | 2.87 | 72.90 | 2.00 | 50.80 | 10,000 690
5Y02-12-2C* | 3/4"-14 NPS 1/8"-27 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 [ 1,030
5Y02-12-4C* | 3/4"-14 NPS 1/4"-18 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 [ 1,030
5Y02-12-6C* | 3/4"-14 NPS 3/8"-18 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 [ 1,030
5Y02-12-8C 3/4"-14 NPS 1/2"-14 NPT 2.50 | 63.50 | 1.37 | 34.80 | 15,000 | 1,030
5Y02-12-12C | 3/4"-14 NPS 3/4"-14 NPT 2.75 | 69.85 | 1.50 | 38.10 | 10,000 690
5Y02-12-16C | 3/4"-14 NPS 1"-11-1/2 NPT | 3.00 | 76.20 | 1.87 | 47.50 | 15,000 | 1,030
5Y02-16-2C* | 1-3/8"-12 UNF | 1/8"-27 NPT 3.00 | 76.20 | 1.75 | 44.45 | 15,000 | 1,030
5Y02-16-4C* | 1-3/8"-12 UNF | 1/4"-18 NPT 3.00 | 76.20 | 1.75 | 44.45 | 15,000 | 1,030
5Y02-16-6C* | 1-3/8"-12 UNF | 3/8"-18 NPT 3.00 | 76.20 | 1.75 | 44.45 | 15,000 [ 1,030
5Y02-16-8C* [ 1-3/8"-12 UNF | 1/2"-14 NPT 3.00 | 76.20 | 1.75 | 44.45 | 15,000 | 1,030
5Y02-16-12C | 1-3/8"-12 UNF | 3/4"-14 NPT 3.50 | 88.90 | 1.50 | 38.10 | 10,000 690
5Y02-16-16C | 1-3/8"-12 UNF | 1"-11-1/2 NPT | 3.75 | 95.25 | 1.87 | 47.50 | 10,000 690

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

6Y02 — Female High Pressure x
Female NPT Coupling

> Hose

W Fittings

O Adapters & Valves

H T2
Part ™ T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
6Y02-4-2C* | 9/16"-18 UNF 1/8"-27 NPT 1.50 | 38.10 | 1.00 | 25.40 | 15,000 | 1,030
6Y02-4-4C 9/16"-18 UNF 1/4"-18 NPT 1.50 | 38.10 | 1.00 [ 25.40 | 15,000 | 1,030
6Y02-4-6C 9/16"-18 UNF 3/8"-18 NPT 1.87 | 47.50 [ 1.00 | 25.40 | 15,000 | 1,030
6Y02-4-8C 9/16"-18 UNF 1/2"-14 NPT 1.87 | 47.50 | 1.12 [ 28.45 | 15,000 | 1,030
6Y02-4-12C | 9/16"-18 UNF 3/4"-14 NPT 2.00 [ 50.80 | 1.62 | 41.15 | 10,000 | 690
6Y02-4-16C* | 9/16"-18 UNF 1"-11-1/2 NPT | 2.50 | 63.50 | 1.75 | 44.45 | 10,000 | 690
6Y02-6-2C 3/4"-16 UNF 1/8"-27 NPT 1.87 | 47.50 [ 1.00 | 25.40 | 15,000 | 1,030
6Y02-6-4C 3/4"-16 UNF 1/4"-18 NPT 1.87 | 47.50 [ 1.00 [ 25.40 | 15,000 | 1,030
6Y02-6-6C 3/4"-16 UNF 3/8"-18 NPT 1.87 | 47.50 [ 1.00 | 25.40 | 15,000 | 1,030
6Y02-6-8C 3/4"-16 UNF 1/2"-14 NPT 1.87 | 47.50 [ 1.12 | 28.45 | 15,000 | 1,030
6Y02-6-12C | 3/4"-16 UNF 3/4"-14 NPT 2.12 | 53.85 | 1.37 | 34.80 | 10,000 | 690
6Y02-6-16C* | 3/4"-16 UNF 1"-11-1/2 NPT | 2.50 | 63.50 | 1.75 | 44.45 | 10,000 | 690
6Y02-9-2C 1-1/8"-12 UNF | 1/8"-27 NPT 2.37 | 60.20 | 1.37 | 34.80 | 15,000 | 1,030
6Y02-9-4C 1-1/8"-12 UNF | 1/4"-18 NPT 2.37 | 60.20 | 1.37 | 34.80 | 15,000 | 1,030
6Y02-9-6C 1-1/8"-12 UNF | 3/8"-18 NPT 2.37 | 60.20 | 1.37 | 34.80 | 15,000 | 1,030
6Y02-9-8C 1-1/8"-12 UNF 1/2"-14 NPT 2.37 | 60.20 | 1.37 | 34.80 | 15,000 | 1,030
6Y02-9-12C 1-1/8"-12 UNF 3/4"-14 NPT 2.37 | 60.20 | 1.37 | 34.80 | 10,000 | 690
6Y02-9-16C* | 1-1/8"-12 UNF | 1"-11-1/2 NPT | 2.62 | 66.55 | 2.00 | 50.80 | 10,000 | 690
*Non-standard part - may require longer lead time
WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

6Y01 — Female High Pressure x

Male NPT
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
+H AnrRANA AnrRANA % 7
inch mm inch mm psi bar

6Y01-4-2C 9/16"-18 UNF 1/8"-27 NPT 1.25 | 31.75 | 0.75 | 19.05 [ 15,000 | 1,030
6Y01-4-4C 9/16"-18 UNF 1/4"-18 NPT 1.37 | 34.80 | 0.75 | 19.05 | 15,000 | 1,030
6Y01-4-6C 9/16"-18 UNF 3/8"-18 NPT 1.37 | 34.80 | 0.75 | 19.05 | 15,000 | 1,030
6Y01-4-8C 9/16"-18 UNF 1/2"-14 NPT 1.75 | 44.45  1.00 | 25.40 | 15,000 | 1,030
6Y01-4-12C 9/16"-18 UNF 3/4"-14 NPT 1.75 | 44.45 | 1.37 | 34.80 | 10,000 | 690
6Y01-4-16C 9/16"-18 UNF 1"-11-1/2 NPT | 1.62 | 41.15 | 1.37 | 34.80 | 10,000 690
6Y01-6-1C 3/4"-16 UNF 1/16"-27 NPT | 1.63 | 41.40 | 1.00 | 25.40 | 15,000 | 1,030
6Y01-6-2C* 3/4"-16 UNF 1/8"-27 NPT 1.50 | 38.10 | 1.00 | 25.40 [ 15,000 | 1,030
6Y01-6-4C 3/4"-16 UNF 1/4"-18 NPT 1.62 | 41.15 | 1.00 | 25.40 | 15,000 | 1,030
6Y01-6-6C 3/4"-16 UNF 3/8"-18 NPT 1.62 | 41.15 | 1.00 | 25.40 | 15,000 [ 1,030
6Y01-6-8C 3/4"-16 UNF 1/2"-14 NPT 1.75 | 44.45 | 1.00 | 25.40 | 15,000 [ 1,030
6Y01-6-12C* | 3/4"-16 UNF 3/4"-14 NPT 1.87 | 47.50 | 1.37 | 34.80 | 10,000 690
6Y01-6-16C 3/4"-16 UNF 1"-11-1/2 NPT | 1.87 | 47.50 | 1.37 | 34.80 | 10,000 | 690
6Y01-9-2C* 1-1/8"-12 UNF | 1/8"-27 NPT 1.50 | 38.10 | 1.37 | 34.80 | 15,000 [ 1,030
6Y01-9-4C 1-1/8"-12 UNF | 1/4"-18 NPT 1.62 | 41.15| 1.27 | 32.26 | 15,000 | 1,030
6Y01-9-6C 1-1/8"-12 UNF | 3/8"-18 NPT 1.75 | 44.45 | 1.37 | 34.80 | 15,000 [ 1,030
6Y01-9-8C 1-1/8"-12 UNF | 1/2"-14 NPT 1.87 | 47.50 | 1.37 | 34.80 | 15,000 [ 1,030
6Y01-9-12C 1-1/8"-12 UNF | 3/4"-14 NPT 1.87 | 47.50 | 1.37 | 34.80 | 10,000 [ 690
6Y01-9-16C 1-1/8"-12 UNF | 1"-11-1/2 NPT | 2.00 | 50.80 | 1.37 | 34.80 | 10,000 | 690

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.

For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

Y601 — Male High Pressure x

> Hose

W Fittings

Male NPT T/
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
H# | e | e O &
inch mm inch mm psi bar
Y601-4-2C 9/16"-18 UNF | 1/8"-27 NPT 1.87 | 47.50 | 0.62 | 15.75 | 15,000 | 1,030
Y601-4-4C 9/16"-18 UNF | 1/4"-18 NPT 2.06 | 52.32 | 0.75 [ 19.05 [ 15,000 | 1,030
Y601-4-6C 9/16"-18 UNF | 3/8"-18 NPT 2.00 | 50.80 | 0.75 [ 19.05 [ 15,000 | 1,030
Y601-4-8C 9/16"-18 UNF | 1/2"-14 NPT 2.12 | 53.85 | 0.87 [ 22.10 | 15,000 | 1,030
Y601-4-12C | 9/16"-18 UNF | 3/4"-14 NPT 2.25 | 57.15 | 1.12 | 28.45 | 10,000 690
Y601-6-4C 3/4"-16 UNF 1/4"-18 NPT 2.12 | 53.85 | 0.87 [ 22.10 | 15,000 | 1,030
Y601-6-6C 3/4"-16 UNF 3/8"-18 NPT 2.12 | 53.85 | 0.87 | 22.10 | 15,000 | 1,030
Y601-6-8C 3/4"-16 UNF 1/2"-14 NPT 2.28 | 57.91 | 0.875 | 22.23 | 15,000 | 1,030
Y601-9-4C 1-1/8"-12 UNF | 1/4"-18 NPT 2.37 | 60.20 | 1.12 | 28.45 [ 15,000 | 1,030
Y601-9-6C 1-1/8"-12 UNF | 3/8"-18 NPT 2.37 | 60.20 | 1.12 | 28.45 [ 15,000 | 1,030
Y601-9-8C 1-1/8"-12 UNF | 1/2"-14 NPT 250 | 63.50 | 1.12 | 28.45 [ 15,000 | 1,030
Y601-9-12C | 1-1/8"-12 UNF | 3/4"-14 NPT 2.62 | 66.55 | 1.12 | 28.45 | 10,000 690
Y601-9-16C | 1-1/8"-12 UNF [ 1"-11-1/2 NPT | 2.75 | 69.85 | 1.37 | 34.80 | 10,000 690
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

02Y6 — Female NPT x
Male High Pressure

T

T2

H
Part T T2 A Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
e 2 AP, AP, ) "
inch mm inch mm psi bar

02Y6-1-6C 1/16"-27 NPT 3/4"-16 UNF 1.75 | 44.45 | 0.75 | 19.05 | 15,000 | 1,030
02Y6-2-4C 1/8"-27 NPT 9/16"-18 UNF | 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030
02Y6-2-6C 1/8"-27 NPT 3/4"-16 UNF 1.62 | 41.15 | 0.75 | 19.05 | 15,000 | 1,030
02Y6-2-9C 1/8"-27 NPT 1-1/8"-12 UNF| 2.12 | 53.85 | 1.12 | 28.45 | 15,000 | 1,030
02Y6-4-4C 1/4"-18 NPT 9/16"-18 UNF | 1.75 | 44.45| 0.75 | 19.05 | 15,000 | 1,030
02Y6-4-6C 1/4"-18 NPT 3/4"-16 UNF 1.75 | 44.45 | 0.75 | 19.05 | 15,000 [ 1,030
02Y6-4-9C 1/4"-18 NPT 1-1/8"-12 UNF| 2.12 | 53.85 | 1.12 | 28.45 | 15,000 [ 1,030
02Y6-6-4C | 3/8"-18 NPT 9/16"-18 UNF | 1.75 | 44.45| 1.00 | 25.40 | 15,000 | 1,030
02Y6-6-6C | 3/8"-18 NPT 3/4"-16 UNF 1.75 | 44.45 | 1.00 [ 25.40 | 15,000 | 1,030
02Y6-6-9C | 3/8"-18 NPT 1-1/8"-12 UNF | 2.12 | 53.85 | 1.12 | 28.45 | 15,000 | 1,030
02Y6-8-4C 1/2"-14 NPT 9/16"-18 UNF | 2.12 | 53.85| 1.12 | 28.45 | 15,000 | 1,030
02Y6-8-6C 1/2"-14 NPT 3/4"-16 UNF 212 | 53.85 | 1.12 | 28.45 | 15,000 [ 1,030
02Y6-8-9C 1/2"-14 NPT 1-1/8"-12 UNF| 2.12 | 53.85 | 1.12 | 28.45 | 15,000 | 1,030
02Y6-12-6C | 3/4"-14 NPT 3/4"-16 UNF 1.50 [ 38.10 | 1.62 | 41.15 | 10,000 | 690
02Y6-12-9C | 3/4"-14 NPT 1-1/8"-12 UNF| 2.25 | 57.15 | 1.37 | 34.80 | 10,000 | 690
02Y6-16-9C | 1"-11-1/2 NPT | 1-1/8"-12 UNF| 2.00 | 50.80 | 2.75 | 69.85 | 10,000 | 690

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

K0203— Female NPT x Male JIC

T T2

H

Part
Number

T
Thread Size

T2
Thread Size

A
Overall Length

Hex

Maximum
Working Pressure

#

L AL L o

LAl

)

L

inch

inch

psi bar

10K0203-4-6C

1/4"-18 NPT

9/16"-18 UNF

1.68

42.67

0.875

22.23

10,000| 690

10K0203-4-8C

1/4"-18 NPT

3/4"-16 UNF

1.79

45.47

0.875

22.23

10,000 690

10K0203-6-4C

3/8"-18 NPT

7/16"-20 UNF

1.76

44.70

1.00

25.40

10,000 690

10K0203-6-6C

3/8"-18 NPT

9/16"-18 UNF

1.68

42.67

1.00

25.40

10,000| 690

10K0203-6-8C

3/8"-18 NPT

3/4"-16 UNF

1.88

47.75

1.00

25.40

10,000| 690

10K0203-8-4C

1/2"-14 NPT

7/16"-20 UNF

2.05

52.07

1.25

31.75

10,000| 690

10K0203-8-6C

1/2"-14 NPT

9/16"-18 UNF

1.93

49.02

1.25

31.75

10,000| 690

10K0203-8-8C

1/2"-14 NPT

3/4"-16 UNF

2.04

51.82

1.25

31.75

10,000| 690

10K0203-16-16C

1"-11-1/2 NPT

1-5/16"-12 UN

2.68

68.07

2.00

50.80

10,000| 690

01D9 — Male NPT x Male BSP

h T2

Part
Number

Thread Size

T

T2
Thread Size

A
Overall Length

Hex

Maximum Working

Pressure

> Hose

W Fittings

O Adapters & Valves

O Quick Couplings

#

Ul i i i

Ul i i i

(N

L

inch

inch

psi bar

01D9-4-6C

1/4"-18 NPT

G3/8-19

1.52

38.60

0.875

22.23

15,000

1,030

01D9-6-6C

3/8"-18 NPT

G3/8-19

1.57

39.88

0.875

22.23

15,000

1,030

01D9-8-6C

1/2"-14 NPT

G3/8-19

1.86

47.24

0.875

22.23

15,000

1,030

01D9-8-8C

1/2"-14 NPT

G1/2-14

1.98

50.29

1.000

25.40

15,000

1,030

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

A |
02D9 — Female NPT x Male BSP B .
H
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
02D9-8-8C 1/2"-14 NPT G1/2-14 2.10 | 53.34 | 1.25 | 31.75 | 15,000 | 1,030
90° Elbow 45° Elbow
«—— E —» E
G —> ;
il '
KL02 — NPT Elbow F ‘: .
90° Elbow a4
Part Thread Thick- E F G H Max. Working
Number Size ness Pressure
# | e D
inch | mm |inch [ mm |inch | mm [inch| mm psi bar
10KL02-12C |3/4"-14 NPT | 2.05 | 1.85| 46.99| 1.85( 46.99| 1.35| 34.29(1.35| 34.29] 10,000| 690
10KL02-16C |1"-11-1/2 NPT| 2.50 | 3.83| 97.28| 3.83| 97.28| 1.82| 46.23( 1.82[ 46.23| 10,000( 690
15KL02-4C [1/4"-18 NPT | 1.15 [ 1.70] 43.18| 1.70 43.18| 0.80( 20.32( 0.80| 20.32| 15,000( 1,030
15KL02-6C [3/8"-18 NPT | 1.38 [ 1.90| 48.26| 1.90( 48.26| 0.90( 22.86( 0.90| 22.86( 15,000( 1,030
15KL02-8C [1/2"-14 NPT | 1.63 | 2.15|54.61| 2.15| 54.61| 1.03| 26.16( 1.03| 26.16| 15,000( 1,030
45° Elbow
inch | mm |inch | mm | inch | mm [inch| mm psi bar
15KL02-4C-45| 1/4"-18 NPT | 1.15 | 1.68 | 42.67|1.68 | 42.67| 0.7 | 17.78] — — (15,000 | 1,030
15KL02-6C-45] 3/8"-18 NPT | 1.38 | 1.89 [ 48.01| 1.89|48.01(0.91]23.11| — — (15,000 | 1,030
15KL02-8C-45] 1/2"-14 NPT | 1.63 | 2.15|54.61| 2.15|54.61[0.94| 23.88| — — (15,000 | 1,030
15KL02-12C-45| 3/4"-14 NPT | 2.00 |2.88 | 73.15]|2.88|73.15| 1.2 | 30.48| — — (10,000 | 690

WARNING
This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters

KT02 — NPT Tee

Part Thread Thick- E F G H Max. Working
Number Size ness Pressure
H PARANANA i)

inch| mm |inch [ mm |inch | mm | inch | mm psi bar
10KT02-12C [3/4"-14 NPT 2.05 | 2.70] 68.58] 1.85[ 46.99| 1.35]| 34.29] 2.05]| 52.07]10,000[ 690
10KT02-16C [ 1"-11-1/2 NPT| 2.50 | 3.63| 92.20| 3.83| 97.28| 1.82]| 46.23| 2.5 | 63.50/10,000[ 690
15KT02-4C | 1/4"-18 NPT 1.15 | 1.60( 40.64[ 1.70] 43.18] 0.80] 20.32| 1.15( 29.21{15,000] 1,030
15KT02-6C |3/8"-18 NPT 1.38 | 1.80( 45.72[ 1.90] 48.26| 0.90| 22.86| 1.38 35.05(15,000] 1,030
15KT02-8C |1/2"-14 NPT 1.63 | 2.05(52.07| 2.15| 54.61] 1.03] 26.16| 1.63| 41.40]15,000{ 1,030
KX02 — NPT Cross
Part Thread Thick- E F G H Max. Working
Number Size ness Pressure
inch | mm |inch | mm |inch | mm | inch | mm psi bar
10KX02-12C| 3/4"-14 NPT 2.05 | 2.70] 68.58( 2.70| 68.58( 1.35] 34.29| 1.35| 34.29|10,000] 690
10KX02-16C[ 1"-11-1/2 NPT | 2.50 | 3.63| 92.20| 3.63( 92.20| 1.82| 46.23| 1.82| 46.23]|10,000] 690
15KX02-4C | 1/4"-18 NPT 1.15 | 1.60] 40.64] 1.60] 40.64| 0.8 |1 20.32| 0.8 | 20.32|15,000( 1,030
15KX02-6C | 3/8"-18 NPT 1.38 | 1.80| 45.72] 1.80| 45.72| 0.9 |1 22.86| 0.9 | 22.86|15,000( 1,030
15KX02-8C | 1/2"-14 NPT 1.63 | 2.05|52.07| 2.05{52.07] 1.03[ 26.16] 1.03| 26.16|15,000( 1,030
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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NPT Adapters
NPT Caps
Part Thread Hex Max. Workin
Number Size Overall Length Size Pressure g
# s O D
inch mm inch mm psi bar
15K02-2C-CAP 1/8"-27 NPT | 0.90 | 22.86| 0.75 | 19.05| 15,000/ 1,030
15K02-4C-CAP 1/4"-18 NPT | 1.16 | 29.46 | 0.875 | 22.23 | 15,000 1,030
15K02-6C-CAP 3/8"-18 NPT | 1.25 [31.75| 1.00 | 25.40 | 15,000 1,030
15K02-8C-CAP 1/2"-14 NPT | 1.43 | 36.32| 1.25 | 31.75| 15,000 1,030
15K02-12C-CAP | 3/4"-14 NPT 1.5 [38.10] 1.50 | 38.10 | 15,0001 1,030
NPT Plugs
Part Thread Hex Max. Workin
Number Size Overall Length Size Pressure o
# s O @,
inch mm inch mm psi bar
10KP01-12C | 3/4"-14 NPT 1.45 | 36.8311.125128.58 10,000 | 690
10KP01-16C | 1"-11-1/2 NPT | 1.81 | 45.97 | 1.375| 34.93 | 10,000 | 690
15KP01-1C 1/16"-27 NPT | 0.68 [17.27 [ 0.375| 9.53 | 15,000 | 1,030
15KP01-2C 1/8"-27 NPT 0.75 |1 19.05| 0.50 [ 12.70( 15,000 | 1,030
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.

For more information go to www.P65Warnings.ca.gov.
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JIC Adapters

."; |
v TR,

Parker Parflex offers a wide range of high quality stainless steel high pressure
JIC adapters from 10,000 psi to 15,000 psi operating pressure. Sizes range
from 1/4" to 1".

Advantages:

e All adapters are rated to a minimum operating pressure of 10,000 psi
e Meets SAE J514 configuration on flare end
e (Compact envelope size for ease of installation

Sizes:

-04  7/16"-20 UNF
-06  9/16"-18 UNF
-08  3/4"-16 UNF
-10  7/8"-14 UNF
-12 1-1/16"-12 UN
-16 1-5/16"-12 UN

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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JIC Adapters

K0303— Male JIC x Male JIC

Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
10K0303-4-4C 7/16"-20 UNF 7/16"-20 UNF | 1.50 | 38.10 | 0.625| 15.88 | 10,000 690
10K0303-4-6C 7/16"-20 UNF 9/16"-18 UNF | 1.50 | 38.10 | 0.625 | 15.88 | 10,000 690
10K0303-4-8C 7/16"-20 UNF | 3/4"-16 UNF 1.72 | 43.69 |1 0.875 | 22.23 | 10,000| 690
10K0303-6-8C 9/16"-18 UNF | 3/4"-16 UNF 1.73 | 43.94 1 0.875 | 22.23 | 10,000| 690
K0306— Male JIC x Female JIC N
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
10K0306-4-4C | 7/16"-20 UNF 7/16"-20 UNF | 1.43 | 36.32| 0.75 | 19.05] 10,000 690
10K0306-4-6C | 7/16"-20 UNF 9/16"-18 UNF | 1.55 | 39.37 | 0.875 | 22.23 | 10,000 690
10K0306-4-8C | 7/16"-20 UNF 3/4"-16 UNF 1.60 | 40.64 | 1.00 | 25.40] 10,000| 690
10K0306-6-6C | 9/16"-18 UNF 9/16"-18 UNF | 1.55 | 39.37 | 0.875 | 22.23 | 10,000 690
10K0306-8-6C | 3/4"-16 UNF 9/16"-18 UNF | 1.55 | 39.37 | 0.875|22.23 | 10,000 690
—
K0606— Female JIC x Female JIC Tmz
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
inch mm inch mm psi bar
10K0606-4-4C 7/16"-20 UNF 7/16"-20 UNF | 1.35 [34.29 | 0.75 [ 19.05 | 10,000 690
10K0606-4-6C 7/16"-20 UNF 9/16"-18 UNF [ 1.50 [38.10 [ 0.875 | 22.23 [ 10,000 690
10K0606-6-6C 9/16"-18 UNF 9/16"-18 UNF | 1.40 [ 35.56 [ 0.875 | 22.23 [ 10,000 690

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.

For more information go to www.P65Warnings.ca.gov.
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JIC Adapters

A
dd
YA03 — Male Type "M” x Male JIC na ™2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# AEARHASS AP, C.j |"_:?:_|
inch mm inch mm psi bar
YA03-11-6C [1"-12 UNF 9/16"-18 UNF 1.69 | 42.93 | 1.00 | 34.93 | 10,000 | 1,030
YA03-16-8C [1-5/16"-12 UN 3/4"-16 UNF 1.79 | 45.47 | 1.375 | 34.93 | 10,000 | 1,030
YA03-16-12C [1-5/16"-12 UN 1-1/16"-12 UN 2.00 [ 50.80 | 1.375 | 34.93 | 10,000 | 690
A
Y503 — Male Medium Pressure
x Male JIC ™ 5
H
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# el B O @
inch mm inch mm psi bar
Y503-4-8C 7/16"-20 UNF | 3/4"-16 UNF 1.74 44.20 |1 0.875| 22.23| 10,000| 1,030
Y¥503-9-10C |13/16"-16 UN 7/8"-14 UNF 2.38 60.45 |1 1.000| 25.40| 10,000| 690
Y¥503-9-12C |13/16"-16 UN 1-1/16"-12 UN 2.47 62.74 1 1.125] 28.58 | 10,000| 690
Y503-9-16C [13/16"-16 UN 1-5/16"-12 UN 2.55 64.77 | 1.375| 34.93| 10,000 690
Y503-12-6C |[3/4"-14 NPSM | 9/16"-18 UNF 2.25 57.15 | 1.125] 28.58 | 10,000| 1,030
Y503-12-8C |3/4"-14 NPSM | 3/4"-16 UNF 2.35 59.69 [ 1.125] 28.58 | 10,000 1,030
Y503-12-12C | 3/4"-14 NPSM | 1-1/16"-12 UN 2.66 67.56 | 1.125] 28.58 | 10,000 690
Y503-16-12C [1"-14 UNF LH 1-1/16"-12 UN 4.02 | 102.1111.125| 28.58 10,000 690
Y503-16-16C [1"-14 UNF LH 1-5/16"-12 UN 4.07 | 103.38 | 1.375| 34.93 | 10,000 690
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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JIC Adapters

A
Y603 — Male High Pressure x Male JIC
Ty T2
Part T T2 A H Maximum Working
Number Thread Size Thread Size Overall Length Hex Pressure
# el M O D
inch mm inch mm psi bar
Y603-4-4C 9/16"-18 UNF | 7/16"-20 UNF 1.61 | 40.89 [ 0.625 | 15.88 | 10,000 1,030
Y603-4-6C 9/16"-18 UNF | 9/16"-18 UNF 1.61 | 40.89 [ 0.625 | 15.88 | 10,000 1,030
Y603-4-8C 9/16"-18 UNF | 3/4"-16 UNF 1.81 | 45.97 | 0.875 | 22.23 | 10,000| 1,030
Y603-6-4C 3/4"-16 UNF 7/16"-20 UNF 1.84 | 46.74 1 0.750 | 19.05 | 10,000| 1,030
Y603-6-6C 3/4"-16 UNF 9/16"-18 UNF 1.94 | 49.28 |1 0.750 | 19.05 | 10,000| 1,030
Y603-6-8C 3/4"-16 UNF 3/4"-16 UNF 2.04 | 51.82 ( 0.875 | 22.23 | 10,000 1,030
Y603-9-6C 1-1/8"-12 UNF | 9/16"-18 UNF 2.09 | 53.09 | 1.125 | 28.58 | 10,000 1,030
Y603-9-8C 1-1/8"-12 UNF | 3/4"-16 UNF 2.19 | 55.63 | 1.125 | 28.58 | 10,000| 1,030
JIC Caps
Part Thread Overall Hex Maximum Working
Number Size Length Size Pressure
H AARAAASAA %3 &)
inch mm inch mm psi bar
10K06-4C-CAP | 7/16"-20 UNF 0.83 [ 21.08| 0.75 [ 19.05]10,000| 690
10K06-6C-CAP | 9/16"-18 UNF 0.93 | 23.62 [ 0.875| 22.23 110,000 | 690
10K06-8C-CAP | 3/4"-16 UNF 1.04 | 26.42] 1.00 | 25.40 (10,000 | 690
10K06-10C-CAP | 7/8"-14 UNF 1.16 | 29.46 ] 1.25 | 31.75 (10,000 | 690
10K06-12C-CAP | 1-1/16"-12 UN 1.31 [33.27] 1.50 | 38.10 | 10,000 | 690
JIC Plugs
Part Thread Overall Hex Maximum Working A
Number Size Length Size Pressure
# ARNPRASNA . r:_?:.
H
inch mm inch mm psi bar
10KP03-4C 7/16"-20 UNF 0.81 | 20.57( 0.5 |]12.70 (10,000 | 690
10KP03-6C 9/16"-18 UNF 0.85 | 21.59 [ 0.625 | 15.88 [ 10,000 | 690
10KP03-8C 3/4"-16 UNF 0.95 | 24.13(0.812 ] 20.62 [ 10,000 | 690
10KP03-10C 7/8"-14 UNF 1.11 | 28.19 [ 0.937 | 23.80 | 10,000 | 690
10KP03-16C 1-5/16"-12 UN 1.34 | 34.04 [ 1.375 | 34.93 1 10,000 | 690
WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Valves
Medium Pressure — up to 20K psi
High Pressure — up to 60K psi

Developed to assure safe and easy plumbing th@, 00 psi, these needle
valves are engineered to the highest standards&f able quality. The medium
pressure valves are designed with a compa -and-threaded connection
which permits the larger bore sizes and i flow rates common in this
pressure class. The high pressure valv e a cone-and-threaded connection
which accomodates the high pressu mon in these applications.

Non-rotating tip stems are standard foNpn-off service and ensure long life of valve

seats.
Materials include high tensile @: 6 stainless steel bodies and hardened

17-4PH stanless steel Io(er somwgn stems.
Standard packing is wdptional Viton®, BUNA-N and Grafoil available as

non-standard. %

Two-way straigh™mvMyrare standard with five additional patterns available to
satisfy a wide »% of requirements.

Features:

¢ Non-rotating stem tips
e Packing below stem threads
e Type 316 as high tensile bodies
e Positive gland lock device
¢ No stem adjustment needed
e Black T-handles are standard; choice of 4 colors available for special order
e Tube sizes:
* Medium pressure — 1/4" through 1"
e High pressure — 1/4" through 9/16"

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Medium Pressure Valves-(20K psi)

State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.

&
o
T
A
| SV5Y — Two-way Straight Valves
Part Connection o Thick- Max. Working
Number Size Orifice | “hecs z E E = g ! L L Pressure
i
o # AASRNANA &)
=
-ﬁf inch | inch | inch | inch | inch | inch | inch | inch psi bar
B SV5Y-4C-20* | 1/4" MP | 0.51 | 1.37 | 7.00( 3.00( 0.75( 1.50( 3.75| 0.62| 1.75| 0.43| 20,000] 1,380
SVbY-6C-20 | 3/8"MP | 0.68| 1.75 | 8.42| 4.12| 0.87| 1.81| 4.62| 1.12| 2.50| 0.56| 20,000| 1,380
SVhY-9C-20 | 9/16" MP| 0.10 | 0.75 | 4.37| 2.00| 0.37| 0.81| 2.00| 0.37| 1.25| 0.21| 20,000] 1,380
SV5Y-12C-20*| 3/4" MP | 0.20| 0.75 | 4.37| 2.00| 0.37| 0.81| 2.00¢0.37[ 4 25| 0.21| 20,000] 1,380
§ SVoY-16C-20*| 1" MP 0.31| 1.00 | 6.12| 2.50( 0.50| 1.12 ) .37/ 0.34| 20,000/ 1,380
E *Non-standard part - may require longer lead time
@
]
o
<
°
< ‘%
C | AVSY — Two-way Angle V
———— Part Connection Max. Workin
Number Size iz S i > L . Pressure :
# D
S
= inch | inch | inch | inch | inch | inch psi bar
(@R
§ AVSY-4C-20 2.00( 1.00| 1.25| 2.43| 0.37| 1.25| 0.21] 20,000( 1,380
S AV5Y-6C-20 2.00{ 1.00| 1.25( 2.43] 0.37| 1.25] 0.21 20,000| 1,380
)}
< AV5Y-9C-20 2.50( 1.25] 1.62( 3.37| 0.50( 1.37| 0.34 20,000| 1,380
D AV5Y-12C-20 3.00| 1.50( 2.00]| 4.25( 0.62| 1.75( 0.43] 20,000( 1,380
AV5Y-16C-20* 4.12| 2.06 2.56] 5.43| 1.12] 2.50( 0.56| 20,000( 1,380
*Non-standard par ay require longer lead time
8
2
6}
S
<
E
8
[
S
D
©
5
D WARNING
F This product can expose you to chemicals including Lead, which is known to the
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Medium Pressure Valves-(20K psi)

TV25Y — Three-way Valves, ’
Two Pressure Connections

lw]

—| F

-

Part Connection

orifice [Tk~ p | E | F | e | H| 4] K]|L

Max. Working
Number Size ness Pressure

inch [ inch | inch | inch | inch | inch | inch | inch psi

bar

TV25Y-4C-20* | 1/4" MP | 0.10 | 0.75 | 5.00( 2.00| 1.00( 1.43|2.62|0.37| 1.25| 0.21| 20,000

1,380

TV25Y-6C-20* | 3/8"MP | 0.20 | 0.75 | 5.00( 2.00| 1.00( 1.43|2.62|0.37| 1.25| 0.21| 20,000

1,380

TV25Y-9C-20 | 9/16" MP | 0.31| 1.00 | 6.87| 2.50| 1.25 1.87|3.62| 0.50| 1.37| 0.34| 20,000

1,380

TV25Y-12C-20*| 3/4" MP | 051 | 1.37 | 7.87|3.00

TV25Y-16C-20*| 1" MP 0.68| 1.75 [ 9.75( 4.12

*Non-standard part - may require longer lead time

TV15Y — Three-way Valves, %
One Pressure Connection x S
Number | 'Siza | 0ce | Yogs. »{&L Fle o] x|t | M
& inch | inch | inch | inch | inch | inch psi bar
TV15Y-4C-20* | 1/4" MP O/ﬁ ,4.81 2.00] 1.25] 1.25| 2.43|0.37| 1.25| 0.21| 20,000| 1,380
TV15Y-6C-20* 975 4.81|2.00( 1.25( 1.25| 2.43|0.37| 1.25( 0.21] 20,000] 1,380
TV15Y-9C-20* |9/16" 1.00 | 6.62| 2.50]| 1.62] 1.62| 3.37|0.50( 1.37| 0.34| 20,000( 1,380
TV15Y-12C-20* 1.37 | 7.50| 3.00| 2.00| 2.00| 4.25]0.62( 1.75] 0.43| 20,000( 1,380
TV15Y-16C-20* 0.68 | 1.75 | 9.37| 4.12] 2.62| 2.62| 5.43| 1.12[ 2.50| 0.56| 20,000 1,380

*Non-standard pa ay require longer lead time

CV5Y— Medium Pressure
Ball Check Valves

Part Connection A Hex Max. Working

inch mm inch mm psi bar

CV5Y-4C-20* | 1/4"MP | 3.75 | 95.25 | 1.00 | 25.40 | 20,000 | 1,380
CV5Y-6C-20 3/8"MP | 3.75 | 95.25 | 1.00 | 25.40 | 20,000 | 1,380
CV5Y-9C-20 | 9/16" MP | 0.35 8.89 | 1.37 | 34.80 (20,000 1,380

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.

Number Size Overall Length Size Pressure g
| O | 0 | Do

Parker Hannifin Corporation | Parflex Division | Stafford, TX | parker.com/pfd

C-49

> Hose

W Fittings

M Accessories O Quick Couplings O Adapters & Valves

T General Technical



> Hose

W Fittings

O Adapters & Valves

O Quick Couplings

M Accessories

T General Technical

High Pressure Valves-(30K/60K psi)

SV6Y — Two-way Straight Valves

Part Connection e Thick- Max. Working
Number Size Orifice ness D E F G H J K L Pressure
2 2 AR &

inch [ inch [ inch | inch | inch [ inch | inch | inch psi bar
SV6Y-4C-30 | 1/4" HP 0.09 [ 1.00 | 5.18| 2.00( 0.62] 1.00| 2.43{ 0.50{ 1.37] 0.21| 30,000( 2,070
SV6Y-6C-30 | 3/8" HP 0.12 | 1.00 | 5.18| 2.00( 0.62] 1.00( 2.43{ 0.50{ 1.37] 0.21] 30,000( 2,070
SV6Y-9C-30 | 9/16" HP | 0.12 | 1.50 | 5.62| 2.62( 1.00] 1.43 0.21] 30,000( 2,070
SV6Y-4C-60 | 1/4" HP 0.06 | 1.00 [ 5.18| 2.00| 0.62| 1.00] 2. 137(0.21( 60,000| 4,140
SV6Y-6C60 | 3/8" HP 0.06 | 1.00 [ 5.18( 2.00| 0.62| 1.00 g .37]0.21( 60,000| 4,140
SV6Y-9C-60 [ 9/16" HP | 0.06 | 1.50 | 5.62| 2.62| 1.00 % 0.21( 60,000 4,140

e

AV6Y — Two- way/A@ Valves
N R [ o | e [k [ [w [ o] x| | Maxonan

inch | inch | inch | inch | inch | inch | inch | inch psi bar

AV6Y-4C-30 0.09 | 1.00 | 5.18( 2.00( 1.00( 1.00| 2.43( 0.50| 1.37]0.21{ 30,000| 2,070
AV6Y-6C-30 3/8"HP 0.12 | 1.00 | 5.56( 2.00( 1.00{ 1.37| 2.81( 0.50| 1.37| 0.21{ 30,000| 2,070
AV6Y-9C-30 9/16" HP | 0.12 | 1.50 | 5.62| 2.62| 1.31| 1.43| 2.87| 0.50{ 1.37| 0.21] 30,000| 2,070
AV6Y-4C-60 1/4" HP 0.06 | 1.00 | 5.18| 2.00| 1.00| 1.00| 2.43| 0.50( 1.37] 0.21] 60,000( 4,140
AV6Y-6C-60 3/8" HP 0.06 | 1.00 | 5.56( 2.00| 1.00( 1.37| 2.81]| 0.50( 1.37( 0.21| 60,000| 4,140
AV6Y-9C-60* | 9/16" HP | 0.06 | 1.50 | 5.62| 2.62| 1.31] 1.43| 2.87| 0.50| 1.37| 0.21| 60,000( 4,140

Part Connection
Number Size

i

o

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Valves-(30K/60K psi)

TV26Y — Three-way Valves,
Two Pressure Connections

Part Connection | Ori- | Thick- Max. Working
Number Size fice | ness D E F G H J K L Pressure
# Ao (7
inch | inch | inch | inch | inch | inch | inch | inch psi bar

TV26Y-4C-30* | 1/4" HP | 0.09| 1.00 |5.18|2.00{ 0.62| 1.00 2.43| 0.50{ 1.37| 0.21| 30,000( 2,070
TV26Y-6C-30*| 3/8" HP | 0.12| 1.00 | 5.56|2.00( 1.00| 1.37| 2.81| 0.50{ 1.37| 0.21| 30,000( 2,070
TV26Y-9C-30* | 9/16" HP| 0.12| 1.50 [ 6.06|2.62| 1.43 0.21| 30,000( 2,070
TV26Y-4C-60* | 1/4" HP | 0.06| 1.00 | 5.18| 2.00| 0.62 0.21] 60,000( 4,140
TV26Y-6C-60*| 3/8" HP | 0.06| 1.00 [ 5.56| 2.00( 1.00 0.21| 60,000( 4,140
TV26Y-9C-60*| 9/16" HP| 0.06| 1.50 | 6.06| 2.62| 1.43 0.21| 60,000( 4,140

*Non-standard part - may require longer lead time

&

One Pressure COPD

TV16Y — Three- wass,
Thigk-

Part Connection
Size

D E F G H J K L Max. Working

Number SS Pressure

& @

inch | inch | inch | inch | inch | inch | inch | inch psi bar

TV16Y-4C-30* 0.09 | 1.00 | 5.18( 2.00( 1.00( 1.00{ 2.43[ 0.50( 1.37| 0.21 30,000( 2,070

TV16Y-6C-30* | 3/8"HP | 0.12| 1.00 | 5.56| 2.00 2.00| 1.43| 2.81( 0.50 1.37 0.21| 30,000| 2,070

TV16Y-9C-30* | 9/16" HP| 0.12| 1.50 | 5.62| 2.62| 2.18| 1.43| 2.87| 0.50| 1.37| 0.21| 30,000| 2,070

TV16Y-4C-60*| 1/4" HP | 0.06 | 1.00 | 5.18( 2.00| 1.00( 1.00| 2.43| 0.50| 1.37| 0.21| 60,000] 4,140

TV16Y-6C-60 | 3/8" HP | 0.06| 1.00 | 5.56( 2.00| 2.00( 1.43| 2.81| 0.50| 1.37| 0.21| 60,000] 4,140

TV16Y-9C-60*| 9/16" HP| 0.06 | 1.50 | 5.62| 2.62| 2.18 1.43| 2.87| 0.50| 1.37| 0.21| 60,000] 4,140

*Non-standard part - may require longer lead time

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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High Pressure Valves

CV6Y— High Pressure Ball Check Valves A
Part Connection A H Maximum Working %_%
Number Size Overall Length Hex Pressure
= 5 H
# RO £ i
inch mm inch mm psi bar

CV6Y-4C-60 1/4" HP | 4.18 [ 106.17 | 1.50 | 38.10 | 60,000 | 4,140
CV6Y-6C-60* | 3/8" HP | 4.25 | 107.95| 1.50 | 38.10 | 60,000 | 4,140
CV6Y-9C-60 9/16" HP | 4.62 [117.35| 1.56 | 39.62| 60,000 | 4,140

*Non-standard part - may require longer lead time :

QO
&

QO%
NS
Q

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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