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Bend Restrictors

oot LD (inch) | 0.D. (inch) L(f:g};‘ Material
MBRO003 0.250" | 0.515" 2.33 |Molded Vinyl
MBRO004 0.250" | 0.490" 2.16 |Molded Vinyl
MBRO008 0.500" | 0.800" 6.00 [Molded Vinyl
MBRO010 0.625" | 0.925" 6.00 |Molded Vinyl
MBRO012 0.770" | 1.070" 6.00 [Molded Vinyl
MBRO013-BLK| 0.845" | 1.100" 9.84 |Molded Rigid Vinyl

WARNING

-
Heavy Duty Abrasion Cover and 'LI -
Cover Sleeves o
Size | Size . Bend | Weight
Part . Reinforce- ; Cover Sleeve
1.D. 0.D. Material Radius | (lbs/ Cover Sleeves g
Number (inch) | (inch) ment (inch) (ﬂ) Material
MHDCO10 5/8 |0.820|Clear Vinyl| ;2% 3.0 | 0.15 [508-J-500-10 |Carbon Steel
MHDC012 3/4 |0.938|Clear Viny e . | 3.0 | 0.20 [510-A-500-12 |Aluminum
MHDCO016 1 [1.250|Clear Vinylhit® . | 3.0 | 0.27 |216-200-18  |Carbon Steel
White 216-200-18 Carbon Steel
MHDCO018 1-1/8]1.350(Clear Vinyl .| 3.5 | 0.29 [420-100-18
PVC Hel :
elix (w/ 2640N-08) Aluminum
MHDCO024 1-1/2|1.825(Clear Vinyl /'8, | 4.0 | 0.40 [220-200-22  |Carbon Steel
MHDC026 1-5/8[1.905|Clear Viny \MI'® . | 4.0 | 0.52 |520-A-500-26 |Aluminum
PVC-BLUE-012 | 3/4 |0.938|Clear Vinyl[fo1® PYC | 3.0 | 0.20 |510-A-500-12 |Aluminum
PVC-BLUE-018  [1-1/8|1.375Clear Vinyl{54® PYC | 3.0 | 0.29 216-200-18 |Carbon Steel
PVC-BLUE-024 | 1-1/2|1.780|Clear Vinyl| Bi® PVC | 5.0 | 0.40 |220-200-22  |Carbon Steel
. |0range ]
PVC-ORANGE-012| 3/4 |0.938|Clear Vinyl|5'2"%€,. | 3.0 | 0.20 |510-A-500-12 |Aluminum
. |0range
PVC-ORANGE-016| 1 [1.250|Clear Vinyl PVC Helix 3.0 | 0.27 (412-400 Carbon Steel
Spring Guards
Part ; Size Length ; Designated
Number |SiZe (D) o p) (in) Material Hose Series
MSG060 | 0.61 | 0.77 |300.00|Stainless Steel | 2440N-04
MSG2006| 0.61 | 0.77 | 6.30 |Carbon Steel | 2245N-04
MSG2106| 0.63 | 0.89 | 7.87 |Carbon Steel |2380N-04
MSG4125| 1.21 | 1.65 | 18.00 |Stainless Steel | 2440N-16

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Containment Grips )
Loop | Overall Breaking q q
Part : : Hose Size Weight
Size | Length Material Strength
Number (inch) | (inch) (Ibs) (0.D.) (Ibs)
MCG001SS 1 25.5 | Stainless Steel | 2,900 0.38" - 0.69" 0.55
é’a MCG002SS 2 37.5 | Stainless Steel | 9,400 1.00" - 1.56" 2.20
= MCGO003SS 1.26 65 Stainless Steel | 14,400 1.25" - 1.94" 6.50
B MCGHS10-15 0.71 | 26.18 | Galvanized Steel| 2,293 0.40" - 0.59" 0.15
MCGHS15-20 0.71 | 27.17 | Galvanized Steel| 2,900 0.59" -0.79" 0.33
MCGHS20-30 0.71 | 26.97 | Galvanized Steel| 5,463 0.79" -1.18" 0.40
- MCGHS30-40 0.71 | 27.56 | Galvanized Steel| 7,891 1.18" - 1.57" 0.68
MCGHS40-50 0.71 | 28.54 | Galvanized Steel| 10,791 1.57" - 1.96" 1.04
(98]
% MCGHS50-60 0.71 | 33.46 | Galvanized Steel| 10,791 1.96" - 2.36" 1.81
; MCGHS3295-SS | 4.50 | 81.50 [ Stainless Steel | 49,000 | 1-1/2" and 2" (Black Eagle) [ 9.5
2
o
=]
<
C
Support Grips
Loop Overall Breaking q .
Part : : Hose Size Weight
Size Length Material Strength
Number (inch) (inch) (Ibs) (0.D.) (Ibs)
éjv MK022-03-038 4 9 Tin - Coated Bronze 750 0.63" - 0.74" 0.50
% MK022-03-039 4 10 Tin - Coated Bronze 950 0.75" - 0.99" 0.25
% MKO022-03-041 5 12 Tin - Coated Bronze 1,500 1.00" - 1.24" 0.35
= MKO022-03-042 5 14 Tin - Coated Bronze 1,500 1.25" - 1.49" 0.40
D MKO022-03-043 5 15 Tin - Coated Bronze 1,500 1.50" - 1.74" 0.45
MKO022-03-045 9 19 Tin - Coated Bronze 3,100 2.25" - 2.49" 1.25
=
S F;
@ : - %
@ Pressure Containment Shield s
3
= Part ID. | 0.0.| Retaining . Material | oeng | Weight| Designated Hose
E Number | (inch) | (inch) Sleeve ffiener ateria azinl)us (Ibs/ft) Series
M55STIF-4, M55STIF-5, 2740D-03 and
MHBS012| 0.75|1.09| 412-400 M55STIF-6 Rubber| 9.5 | 0.42 2840D-03
2740D-05 and
B MHBS016( 1.00| 1.41|416-400-16 N/A Rubber| 12.0 | 0.63 2840D-05
[S8]
= NOTE: Any assembly sold at a design factor lower than 2.5:1 requires the addition of a pressure
§ containment shield, excluding 2849D.
'_
©
5
<) WARNING
F This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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Warning Tags
Dies ! )
Number Descripton Serios
# €3 L - =
Shmmmmmeme SR
80C-HP3 | Dies for HP3 Fittings| ~ HP e e i
80C-HP4 | Dies for HP4 Fittings|  HP Smmemmeems w—
80C-HP6 | Dies for HP6 Fittings HP
80C-G03 | Dies for HP3 Guards N/A N::lger Description
80C-G04 Dies for HP4 Guards N/A G214-240 White - General Warning tag
. ) should be applied to all hoses
80C-G06 | Dies for HP6 Guards N/A :
G214-245 lYaerElchZ - Warning tag for flex

83C-8X16 2380N-16 8X
83C-9X16 E4
83C-9X04 2390N-04 9X/E3
80-9X06 2390N-06 9X
83C-9X08 2390N-08 9X/E3
83C-9X16 2390N-16 9X/ E4
83C-F0O8W 57CR-08 CR
83C-F16W 57CR-16 CR

< it
ThreadMate® Anti-Gall Lubricant

Part L
Number Description

4 0z Tube

#
MTMOAT

ThreadMate® is an extreme duty lubricant developed to reduce galling during the assem-
bly of threaded parts:
ThreadMate® promotes reliable sealing of pipe threads, even at high pressure, by reduc-

ing friction and galling during tightening, resulting in higher contact pressures of the
sealing surfaces and better metal-to-metal contact.

ThreadMate® reduces the torque needed to make pressure-tight connections and tighten
fasteners

Shelf life: 2 years from manufacture date

WARNING

This product can expose you to chemicals including Lead, which is known to the
State of California to cause cancer and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov.
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