Multipurpose & Air

ENGINEERING YOUR SUCCESS.



@ Multipurpose & Air

| - Multipurpose & Air

Ra:r[\)ge Application
(mm)

GST Il BLACK 15 5-38 -40/+100 compressed air, non aggressive liquids
GSTIIRED 15 6.5-38 @ -40/+100 compressed air, non aggressive liquids
GST Il BLACK 20 6.5-25 -40/+100 compressed air, non aggressive liquids
PYTHON N/L 20 10 - 50 -40/ +120 multipurpose
PYTHON NV/L 20 10 - 50 -40/+120 multipurpose
PYTHON NY/L 30 6-100 -40/ +120 multipurpose
JUMBO N/L 13-25  -40/+120 multipurpose
MINIERA 20 MSHA 19-100 -30/ +80  compressed air, non aggressive liquids
E-Z FORM™ MP 12.7-75 -34/+120 high flexible hose for multipurpose
OILPRESS N/L 20 6-25 -35/+100 multipurpose
OILPRESS N/L 30 6-25 -35/+100 multipurpose
APERFRUT 20 8-19 -15/+60  agricultural spray
APERFRUT 40 8-13 -15/+60  agricultural spray
APERFRUT 80 8-13 -15/+60  agricultural spray
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Multipurpose & Air

Reinforce- WP |Design Industry
Tube ment Cover (bar) | Factor standard
EPDM textile EPDM 15 4 14 A
<
EPDM textile EPDM 15 4 15 o
]
EPDM textile EPDM 20 4 16 A
o
-
EPDM textile EPDM 20 3 17 =
Q.
E
EPDM textile EPDM 20 3 18 =
=
EPDM textile EPDM 30 3 19 I
EPDM textile EPDM 20 3 10
SBR/NBR textile CR 20 3 MSHA 11
CR textile CR 5 4 yes 12
NBR textile NBR/PVC 20 3 13
NBR textile NBR/PVC 30 3 13
PVC textile PVC 20 4 14
PVC textile PVC 40 S 14
PVC textile PVC 80 2.5 14
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@ Multipurpose & Air

GST Il BLACK 15

Parker Global Product

In agriculture, construction, air tool lubricant
systems and general industrial for air (including
oil mist), mild chemicals and water. Suitable for
MRQO and OEM channel. Not to be used with oil
or refined fuel.

¢ Nitrosamine free
Permanent fittings capability \
EPDM compound suitable
also for oil mist

Suitable in Atex surroundings
Design Factor 4:1

Hose Construction

Tube: Black EPDM,
antistatic rubber compound

Reinforcement: Synthetic textile yarns.

Cover: Black, smooth EPDM antistatic
rubber compound resistant to
abrasion, heat and ozone

Tolerances

According to UNI EN ISO 1307
Temperature Range Refer to Technical Handbook on page TH35
-40 °C (-40 °F) to +100 °C (+212 °F)

Fitting Series
64 + 47 (up to I.D. 25 mm)

Bold printed part numbers are stock products. |

Max. Worki P
Part Number .@ ,@( @ ax. Working Pressure
O.D. (mm) | MPa si

. (mm P bar
IH709319200/40 5 11 1.5 200.0 15 0.10 40 Y
IH709325200/100 6.5 13 1.5 200.0 15 0.13 50 Y
IH709325200/40 6.5 13 1.5 200.0 15 0.13 50 Y
IH709331200/100 8 15 1.5 200.0 15 0.16 65 Y
IH709331200/40 8 15 1.5 200.0 15 0.16 65 Y
IH709338200/100 9.5 17 1.5 200.0 15 0.20 75 Y
IH709338200/40 9.5 17 1.5 200.0 15 0.20 75 Y
IH709350200/100 13 21 1.5 200.0 15 0.29 105 Y
IH709350200/40 13 21 1.5 200.0 15 0.29 105 Y
IH709363200/100 16 25 1.5 200.0 15 0.36 130 Y
IH709363200/40 16 25 1.5 200.0 15 0.36 130 Y
IH709375200/40 19 28 1.5 200.0 15 0.49 150 Y
IH7093100200/40 25 36 1.5 200.0 15 0.69 200 Y
IH7093125204/40 32 45 1.5 200.0 15 1.15 230 Y
IH7093150204/40 38 52 1.5 200.0 15 2.76 250 Y

Hose layline example

e SERIES 7093 GST® Il .... ID (..mm) 200 PSI (15 bar) MAX WP
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Multipurpose & Air

GST Il RED 15

Parker Global Product

In agriculture, construction, air tool lubricant
systems and general industrial for air (including
oil mist), mild chemicals and water. Suitable for

-

MRO .and OEM channel. Not to be used with oil e Nitrosamine free <_I
or refined fuel.. e Permanent fittings capability o
: e EPDM compound suitable @

THC;SG ConStruEIO: EPDM also for oil mist 0
Hbe: ack ’ ¢ Design Factor 4:1 8_
antistatic rubber compound. -

Reinforcement: Synthetic textile yarns o |
Cover: Red, smooth EPDM insulating E—
rubber compound resistant to x

abrasion, heat and ozone =

’ Tolerances b

Refer to Technical Handbook on page TH35
-40 °C (-40 °F) to +100 °C (+212 °F)

Fitting Series
64 + 47 (up to I1.D. 25 mm)

Bold printed part numbers are stock products. |

Max. Working P
Part Number ’@ ,@( @ ax. Working Pressure
i

I.D. (mm) | O.D. (mm) ps bar
IH709225200/40 6.5 13 1.5 200.0 15 0.13 50 N
IH709231200/40 8 15 1.5 200.0 15 0.16 65 Y
IH709238200/40 9.5 17 1.5 200.0 15 0.20 75 N
IH709250200/40 13 21 1.5 200.0 15 0.29 105 Y
IH709263200/40 16 25 1.5 200.0 15 0.36 130 Y
IH709275200/40 19 28 1.5 200.0 15 0.49 150 Y
IH7092100200/40 25 36 1.5 200.0 15 0.69 200 Y
IH7092125204/40 32 45 1.5 200.0 15 1.15 230 N
IH7092150204/40 38 52 1.5 200.0 15 2.76 250 N

Hose layline example
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@ Multipurpose & Air

GST Il BLACK 20

Parker Global Product

Designed for compressed air with traces of oil in
industrial application. Also suitable in agriculture,
construction, and general industry for water, mild
chemicals and non aggressive fluids. Not to be
used with oil or refined fuel.

Nitrosamine free /
Permanent fittings capability \*
EPDM compound suitable .
also for oil mist

Suitable in Atex surroundings

All sizes on stock

Design Factor 4:1

Hose Construction

Tube: Black EPDM,
antistatic rubber compound.

Reinforcement: Synthetic textile yarns.

Cover: Black, smooth EPDM antistatic
rubber compound resistant to
abrasion, heat and ozone

Tolerances

According to UNI EN ISO 1307
Temperature Range Refer to Technical Handbook on page TH35
-40 °C (-40 °F) to +100 °C (+212 °F)

Fitting Series
64 + 47

Bold printed part numbers are stock products. |

< ? Max. Working P i B
Part Number —@ ’@( 6 M el Rggidus
D. (mm)

I.D. (mm) O.D. (mm psi bar
IH709325300/100 6.5 14 2.0 300.0 20 0.16 50 Y
IH709331300/100 8 16 2.0 300.0 20 0.20 65 Y
IH709338300/100 9.5 17.5 2.0 300.0 20 0.23 75 Y
IH709350304/100 13 22 2.0 300.0 20 0.36 105 Y
IH709363304/100 16 27 2.0 300.0 20 0.52 130 Y
IH709375304/40 19 29.5 2.0 300.0 20 0.56 150 Y
IH7093100304/40 25 36.5 2.0 300.0 20 0.75 200 Y

Hose layline example

ey SERIES 7093 GST® I ... ID (..mm) 300 PSI (20 bar) MAX WP
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Multipurpose & Air

PYTHON N/L 20

Designed for air, cold and hot water and
light-chemical media. Major properties of
PYTHON hoses are:

® high ozone resistance

* antistatic resistance

® high temperature resistance

¢ Jow temperature resistance

® non-staining cover

e high flexibility

Hose Construction

Tube: Black, antistatic (R<10° QO/m),
smooth EPDM nitrosamine free
rubber compound, resistant to light-
chemical media

Reinforcement: Synthetic textile yarns

Cover: Black, antistatic (R<10° 0/m),
smooth EPDM nitrosamine free
rubber compound

Bold printed part numbers are stock products. |

@ Max. Working Pre
Si

2|8

Part Number
I.D. (mm) | O.D. (mm) p
IH30351270/40 10
IH30351271/40 13
IH30351272/40 15
IH30351273/40 19
IH30351274/40 25
IH36351270/40 32
IH36351271/40 38
IH36351272/40 50

Hose layline example

¢ Antistatic tube and cover suitable
for Atex applications

¢ Unmatchable handiness

¢ \Wide range temperature

Its versatility of use helps to keep a

controlled stock
Nitrosamine free

Design Factor 3:1

Temperature Range

-40 °C (-40 °F) to +120 °C (+248 °F)
with peaks to +140 °C (+284 °F)

Tolerances

1.D. < 25 mm according to UNI EN ISO 1307

.D. > 25 mm according to RMA steel mandrel
Refer to Technical Handbook on page TH35

Fitting Series
64 + 47 (up to I1.D. 25 mm)
48 (from I.D. 32 up to 50 mm)

ssure

bar

Zz2Z2Z<X<<X<zZ<Z

PYTHON 20 bar 4

—Darker '
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@ Multipurpose & Air

PYTHON NV/L 20

Designed for air, cold and hot water and
light-chemical media. Major properties of
PYTHON hoses are:

® high ozone resistance

e antistatic resistance

® high temperature resistance

¢ Jow temperature resistance

® non-staining cover

Unmatchable handiness
Its versatility of use helps to keep a
controlled stock

Wide range temperature

Nitrosamine free
Design Factor 3:1

* high flexibility o
Hose Construction
Tube: Black, antistatic, smooth EPDM
nitrosamine free rubber compound, Tolerances
resistant to light-chemical media 1.D. < 25 mm according to UNI EN 1SO 1307

Reinforcement: Synthetic textile yarns .D. > 25 mm according to RMA steel mandrel
Cover: Green, smooth EPDM Refer to Technical Handbook on page TH35

nitrosamine free rubber compound
Fitting Series
Temperature Range 64 + 47 (up to .D. 25 mm)
-40 °C (-40 °F) to +120 °C (+248 °F) 48 (from 1.D. 32 up to 50 mm)
with peaks to +140 °C (+284 °F)

| Bold printed part numbers are stock products. |

Part Number ﬁ ’@( @ Max. Working Pressure
I.D. (mm) | O.D. (mm)

. (mm .D. (mm MPa | psi bar
IH30351200/40 10 17 2.0 300.0 20 0.22 60 Y
IH30351201/40 13 20 2.0 300.0 20 0.26 80 Y
IH30351202/40 15 22 2.0 300.0 20 0.29 90 Y
IH30351203/40 19 27 2.0 300.0 20 0.41 110 Y
IH30351204/40 25 34 2.0 300.0 20 0.60 150 Y
IH36351201/40 32 44 2.0 300.0 20 0.98 320 Y
IH36351202/40 38 51 2.0 300.0 20 1.20 380 Y
IH36351203/40 42 56 2.0 300.0 20 1.42 420 Y
IH36351204/40 50 66 2.0 300.0 20 1.76 500 Y

Hose layline example
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Multipurpose & Air

PYTHON NY/L 30

Designed for air, cold and hot water and
light-chemical media. Major properties of
PYTHON hoses are:

) . -

* high ozone resistance e Unmatchable handiness o
* antistatic resistance e Its versatility of use helps to keep a o
® high temperature resistance controlled stock et
* jow tempgrature resistance * Wide range temperature v
* non-staining cover e Nitrosamine free 8_
* high flexibility e Design Factor 3:1 ;
Hose Construction =
Tube: Black, antistatic, smooth EPDM 3’
nitrosamine free rubber compound, Tolerances >3

resistant to light-chemical media |.D. < 25 mm according to UNI EN ISO 1307 I

Reinforcement: Synthetic textile yarns .D. > 25 mm according to RMA steel mandrel
Cover: Yellow, smooth EPDM Refer to Technical Handbook on page TH35

nitrosamine free rubber compound
Fitting Series
Temperature Range 64 + 47 (up to I.D. 25 mm)
-40 °C (-40 °F) to +120 °C (+248 °F) 48 (from |.D. 32 up to 50 mm)
with peaks to +140 °C (+284 °F)

| Bold printed part numbers are stock products. |

Max. Worki P
Part Number ﬁ ,@( @ ax. Working Pressure
si

I.D. (mm) | O.D. (mm) MPa | p bar
IH30351250/40 6 14 3.0 450.0 30 0.18 40 Y
IH30351251/40 8 17 3.0 450.0 30 0.25 50 Y
IH30351252/40 10 20 3.0 450.0 30 0.34 60 Y
IH30351253/40 13 23 3.0 450.0 30 0.40 80 Y
IH30351254/40 16 27 3.0 450.0 30 0.52 100 Y
IH30351255/40 19 30 3.0 450.0 30 0.60 110 Y
IH30351256/40 25 37 3.0 450.0 30 0.88 150 Y
IH36351250/40 32 44 3.0 450.0 30 0.95 320 Y
IH36351251/40 38 51 3.0 450.0 30 1.20 380 Y
IH36351252/40 42 56 3.0 450.0 30 1.45 420 N
IH36351253/40 50 66 3.0 450.0 30 1.93 500 Y
IH36351254/20 65 82 3.0 450.0 30 2.50 650 N
IH36351255/20 76 92 3.0 450.0 30 3.08 750 N
IH36351256/20 100 122 3.0 450.0 30 5.05 1000 N

Hose layline example

= PYTHON 30 bar @
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@ Multipurpose & Air

JUMBO

Suitable for the discharge of hot and cold water,
air and light-chemical media in many industrial
and agricultural applications.

e Agriculture, construction and general
industrial

Long lasting embossed type branding
Three red strips for easy hose

Hose Construction

Tube: Black, smooth EPDM nitrosamine
free rubber compound

Reinforcement: Synthetic textile yarns

Cover: Black, smooth EPDM nitrosamine identification -
free rubber compound with three * Nitrosamine free @
red, longitudinal and different * Design Factor 3:1 N\
stripes, resistant to abrasion, heat
and weathering
Tolerances
Temperature Range According to UNI EN ISO 1307

~40 °C (-40 °F) to +120 °C (+248 °F) Refer to Technical Handbook on page TH35

Fitting Series
64 + 47

Bold printed part numbers are stock products. |

Max. Working P i B
Part Number —@ ’@( @ 6 M el Rggidus
I.D. (mm) | O.D. (mm)

. (Mm .D. (mm psi bar
IH30116500/40 13 19 2.0 300.0 20 0.21 75 Y
IH30116501/40 15 22 2.0 300.0 20 0.28 90 Y
IH30116502/40 19 27 2.0 300.0 20 0.40 110 Y
IH30116504/40 25 34 2.0 300.0 20 0.57 150 Y

Hose layline example

VASSERSCHLAUCH (loge) JUMEQ 20 Bar ¥ mim. MK 120°C
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Multipurpose & Air

MINIERA 20 MSHA

Suitable for compressed air tools in factories
and designed for quarries, building and mining
industries. Tube resistant to traces of oil mist for

. -
medium duty. e Also suitable for water and o
Hose Construction alr in gengral service appllcatlorjs o

I : ¢ Nitrosamine free compounds £ @
Tube: Black, oil mist resistant, smooth .
e Design Factor 3:1 ]
SBR/NBR rubber compound o« MSHA g (o)
Reinforcement: Synthetic textile fabrics approved cover E—
Cover: Black, abrasion, ageing and =
weather-resistant CR nitrosamine =
free rubber compound ==
Tolerances g
Temperature Range According to RMA steel mandrel
-30 °C (-22 °F) to +80 °C (+176 °F) Refer to Technical Handbook on page TH35 I

Bold printed part numbers are stock products. |

Part Number —@ ’@( @ Max. Working Pressure - Eggﬂjs
O.D. (mm) MPa si

I.D. (mm) .D. (mm p bar mm
IH36342161/40 19 30 2.0 300.0 20 0.62 190 Y
IH36342162/40 25 37 2.0 300.0 20 0.81 250 Y
IH36342163/40 30 42 2.0 300.0 20 0.98 300 N
IH36342164/40 32 46 2.0 300.0 20 1.24 320 Y
IH36342165/40 38 52 2.0 300.0 20 1.43 380 N
IH36342166/40 40 56 2.0 300.0 20 1.73 400 N
IH36342167/40 45 61 2.0 300.0 20 1.91 450 N
IH36342168/40 50 66 2.0 300.0 20 2.08 500 Y
IH36342169/40 60 76 2.0 300.0 20 2.38 600 N
IH36342170/20 75 91 2.0 300.0 20 2.89 750 N
IH36342171/20 100 118 2.0 300.0 20 4.23 1000 N

Hose layline example

RUBBER AIR HOSE MINIERA 20 bar MSHA Darker|
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@ Multipurpose & Air

E-Z FORM™ MP

Parker Global Product

Suitable for biodiesel, diesel, ethanol and gasoline
in oil suction/return lines, vehicle fuel fill connector
lines, drain lines on buses, cranes, mobile off-road
equipment. Extremely flexible and lightweight

it reduces installation times, eliminates special
design, tooling and fabrication cost. Capable of

e Saves time and costs thanks to
easy and quick assembly
e Superior kink resistance, minimal

being routed though confined spaces where pre- force to bend, outstanding flexibility
shaped and formed hose are normally required. e Permanent fittings capability

Do not use for fuel dispensing or drag across e Design Factor 4:1

sharp edges or very abrasive surfaces. e \Vacuum: 0.9 bar

Hose Construction

Tube: Black CR, antistatic rubber com- Tolerances

pound (up to I.D. 25 mm NBR) According to UNI EN ISO 1307
Reinforcement: Multiple textile plies with wire helix Refer to Technical Handbook on page TH35
Cover: Black, Greek corrugated CR rub-

ber compound resistant to oil and Fitting Series

weathering (up to I.D. 25 mm NBR) 48 (up to I.D. 51 mm)

Temperature Range
ID up to 25 mm: -34 °C (-30 °F) to +121 °C (+250 °F)
all other sizes: -29 °C (-20 °F) to +93 °C (+200 °F)

| Bold printed part numbers are stock products. |

ﬁ )@‘ @ Max. Working Pressure
Part Number

O.D. (mm) psi bar
IH72190500/10 12.7 23.8 0.5 75 5 0.45 23 Y
IH72190625/10 15.9 27.0 0.5 75 5 0.55 33 Y
IH72190750/10 19.1 30.0 0.5 75 5 0.58 36 Y
IH72191000/10 25.4 36.0 0.5 75 5 0.68 36 Y
IH72191250/10 32.0 43.0 0.5 75 5 0.75 56 Y
IH72191500/10 38.0 49.0 0.5 75 5 0.85 74 Y
IH72192000/10 51.0 63.0 0.5 75 5 1.44 117 Y
IH72192500/10 63.5 76.5 0.5 75 5 1.74 183 Y
IH72193000/10 76.0 90.0 0.5 75 5 2.23 223 Y

Hose layline example
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Multipurpose & Air

OILPRESS N/L 20 - 30

Suitable for multi-purpose applications requiring
transfer of many types of fluids and for petroleum
products with aromatic content not exceeding

antistatic (R < 1 MQ/m) heat, ail,

abrasion and weather resistant Tolerances

According to UNI EN ISO 1307
NBR/PVC rubber compound Refer to Technical Handbook on page TH35

—

50 %. e Agriculture, construction and <_I
Hose Construction general industrial o3
Tube: Smooth, black, oil and fuel resistant ’ Suﬁable for m.a ny different fuels Q
NBR rubber compound, suitable for InClLJd?d Biodiesel _B1 00 ) 8

petroleum products with aromatic o Two different Working Pressure lines o

content not exceeding 50 % * Wide range temperature ;

Reinforcement: Synthetic textile yarns e Design Factor 3:1 o
Cover: Smooth, black, self-extinguishing, g
=

|

Temperature Range
-35 °C (-31 °F) to +100 °C (+212 °F),
with peaks up to +120 °C (+248 °F) for ol

Fitting Series
64 + 47

| Bold printed part numbers are stock products. |

Part Number a@ )@( @ Max. Working Pressure
si ar

I.D. (mm) | O.D. (mm) o] o]

OILPRESS N/L 20

1H30832000/40 6 12 2.0 300.0 20 0.12 25 Y
1H30832001/40 8 14 2.0 300.0 20 0.15 35 Y
1H30832002/40 10 17 2.0 300.0 20 0.21 40 Y
1H30832003/40 13 20 2.0 300.0 20 0.26 55 Y
1H30832004/40 16 23 2.0 300.0 20 0.31 65 Y
IH30832005/40 19 28 2.0 300.0 20 0.47 80 Y
1H30832006/40 25 36 2.0 300.0 20 0.74 100 Y
OILPRESS N/L 30

IH30832031/40 6 14 3.0 450.0 30 0.18 25 N
IH30832032/40 8 16 3.0 450.0 30 0.21 30 N
IH30832038/40 9 17 3.0 450.0 30 0.24 35 N
1H30832033/40 10 18 3.0 450.0 30 0.25 40 Y
IH30832034/40 13 23 3.0 450.0 30 0.40 55 Y
IH30832035/40 16 27 3.0 450.0 30 0.47 65 N
IH30832036/40 19 30 3.0 450.0 30 0.60 80 N
IH30832039/40 25 37 3.0 450.0 30 0.83 100 N

Hose layline example

RUBBER HOSE OILPRESS W.P. bar R<1MQ o Mcxx
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@ Multipurpose & Air

APERFRUT 20 - 40 - 80

For delivery of air, water and all fungicide
products. Particularly suitable for spraying in
agriculture. Resistant to compressor oil-mist.

e Colored cover to distinguish WP level
¢ Multiple fluids for various industrial

Hose Construction

Tube: Black, smooth, PVC compound applications

Reinforcement: Synthetic textile yarns ,

Cover: Orange (20), red (40) and blue (80), * Design Factor
smooth, abrasion, and weather- 31 for 20 and 40 bar
resistant PVC compound * Design Factor

2.5:1 for 80 bar

Temperature Range
-15 °C (+5 °F) to +60 °C (+140 °F)

Tolerances
Refer to Technical Handbook on page TH35

Bold printed part numbers are stock products. |

Part Number ’@- ’@( @ Max. Working Pressure - Eg?j?us
I.D. (mm) 0O.D. (mm) MPa si

. (mm .D. (mm p bar

APERFRUT 20

1H35040010/100 8 13 2.0 300.0 20 0.11 30 Y
IH35040012/100 10 15 2.0 300.0 20 0.14 55 Y
IH35040014/100 13 19 2.0 300.0 20 0.20 85 Y
IH35040015/100 16 23 2.0 300.0 20 0.29 90 N
IH35040016/100 19 26.5 2.0 300.0 20 0.33 100 Y
APERFRUT 40

1H35040260/100 8 14 4.0 600.0 40 0.14 30 Y
IH35040261/100 10 16 4.0 600.0 40 0.17 50 Y
IH35040114/100 13 21 4.0 600.0 40 0.29 80 Y
APERFRUT 80

IH35040268/100 8 15 8.0 1200.0 80 0.17 25 Y
IH35040270/100 10 18 8.0 1200.0 80 0.23 45 Y
1H35040214/100 13 23 7.0 1015.0 70 0.38 60 Y

Hose layline example

APERFRUT 20 bar PARKER

APERFRUT 80 bar PARKER
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