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Parker Pneumatic Fittings, Tubing and Couplers
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PDE2600PNUK

Parker Pneumatic Legris
. -20°C to +80°C
LF 3000: Polymer Push-In Fittings - Threaded 20 bar max. (vacuum 755 mmHg)
3101 Male Stud Fitting BSPP & M5 3199 Male Stud Elbow, BSPP & M5
@D C Order code 2D C Order code
i} 4 M5x0.8 310104 19 4 M5x0.8 3199 04 19
s 4 G1/8 3101 04 10 4 G1/8 3199 04 10
) 4 Gi/4 3101 0413 w 4 G1/4 3199 04 13
6 M5x0.8 310106 19 6 M5x0.8 3199 06 19
6 G1/8 3101 06 10 6 G1/8 3199 06 10
6 G1/4 3101 06 13 6 G1/4 3199 06 13
6 Ga/8 310106 17 6 G3/8 3199 06 17
8 G1/8 3101 08 10 8 G1/8 3199 08 10
8 G1/4 3101 08 13 8 G1/4 3199 08 13
8 Ga/8 310108 17 8 G3/8 3199 08 17
10  Gi/4 310110 13 8 G1/2 3199 08 21
10  G3/8 31011017 10 Gi/4 3199 10 13
10 G1/2 310110 21 10 G3/8 319910 17
12 G3/8 3101 12 17 10 G1/2 3199 10 21
12 G1/2 3101 12 21 12 G1/4 3199 12 13
14 G3/8 3101 14 17 12 G3/8 3199 1217
14 Gi2 310114 21 12 GI/2 3199 12 21
6 G/ 310116 17 14 G38 319914 17
6 Giz 3101 16 21 14 Gl2 3199 14 21
_ 16 G3/8 3199 16 17
3175 Male Stud Flttlng BSPT 16 G1/2 3199 16 21
@b C Order code
. R1/8 317504 10 3169 Extended Male Stud Elbow, BSPP & M5
4 R1/4 317504 13
A 6 R1/8 317506 10 (%]D] C Order code
S 6 R1/4 317506 13 4 M5x0.8 3169 04 19
6 Ra/8 317506 17
4 G1/8 3169 04 10
6 R1/2 3175 06 21
4 G1/4 3169 04 13
8 R1/8 317508 10
6 M5x0.8 3169 06 19
8 R1/4 317508 13
6 G1/8 3169 06 10
8 Ra/8 317508 17
6 G1/4 3169 06 13
10  RI1/4 317510 13
8 G1/8 3169 08 10
10  R3/8 317510 17
8 G1/4 3169 08 13
10 RI2 317510 21
8 G3/8 3169 08 17
2 R3/8 31751217
10 Gi/4 3169 10 13
2 RI2 3175 12 21
10 G3/8 316910 17
14 R3/8 317514 17
10 Gl 3169 10 21
14 RI2 317514 21
12 Gi/4 3169 1213
16  Ra/8 317516 17
6 RI/2 3175 16 21 12 Gos 31691217
12 Gl 3169 12 21
. 14 Ga8 3169 14 17
3114 Female Stud Fitting BSPP & M5 ) G1/2 3169 14 21
16 Ga/8 3169 16 17
oD c Order code 16 Gi/2 3169 16 21
;\ 4 M5x0.8 311404 19
4 G1/8 311404 10
D 4 Gi/4 311404 13
6 G1/8 311406 10
6 Gi1/4 311406 13
8 G1/8 311408 10
8 Gi/4 311408 13
10  Gi/4 31141013
10  G3/8 311410 17
10 G2 311410 21
12 Go8 31141217
2 G2 31141221
14 G3/8 31141417
6 Gi/2 311416 21
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PDE2600PNUK
Parker Pneumatic Legris

-20°C to +80°C
20 bar max. (vacuum 755 mmHg)

LF 3000: Polymer Push-In Fittings - Threaded

3129 Extended Male Stud Elbow, BSPT 3108 Male Stud Branch Tee, BSPT
@D C Order code @D C Order code
4 R1/8 312904 10 4 R1/8 3108 04 10
4 R1/4 3129 04 13 4 R1/4 3108 04 13
6 R1/8 3129 06 10 6 R1/8 3108 06 10
6 R1/4 3129 06 13 6 R1/4 3108 06 13
8 R1/8 312908 10 8 R1/8 3108 08 10
8 R1/4 312908 13 8 R1/4 3108 08 13
8 R3/8 3129 08 17 8 R3/8 3108 08 17
10 R1/4 312910 13 10 R1/4 3108 10 13
10 R3/8 312910 17 10 R3/8 3108 10 17
10 R1/2 3129 10 21 10 R1/2 3108 10 21
12 R1/4 31291213 12 R1/4 3108 1213
12 R3/8 3129 12 17 12 R3/8 3108 12 17
12 R1/2 312912 21 12 R1/2 3108 12 21
14 R3/8 3129 14 17 14 R3/8 3108 14 17
14 R1/2 3129 14 21 14 R1/2 3108 14 21
16 R3/8 3108 16 17
3109 Male Stud Elbow, BSPT 16 R12 3108 16 21
oD c Order code 3198 Male Stud Branch Tee BSPP & M5
d 4 R1/8 3109 04 10 oD c Ordor code
o 4 R1/4 3109 04 13
= 4 R3/8 3109 04 17 4 M5x0.8 3198 04 19
. 6 R1/8 3109 06 10 4 G1/8 3198 04 10
6 R1/4 3109 06 13 4 G1/4 3198 04 13
6 R3/8 3109 06 17 6 M5x0.8 3198 06 19
8 R1/8 3109 08 10 6 G1/8 3198 06 10
8 R1/4 3109 08 13 6 G1/4 3198 06 13
8 R3/8 3109 08 17 8 G1/8 3198 08 10
8 R1/2 3109 08 21 8 G1/4 3198 08 13
10 R1/8 3109 10 10 8 Ga/8 3198 08 17
10 R1/4 3109 10 13 10 G1/4 3198 10 13
10 R3/8 3109 10 17 10 G3/8 319810 17
10 R1/2 3109 10 21 10 Gi/2 3198 10 21
12 R1/4 310912 13 12 G1/4 3198 12 13
12 R3/8 3109 12 17 12 Ga/8 31981217
12 R1/2 3109 12 21 12 G1/2 3198 12 21
14 R3/8 3109 14 17 14 G3/8 3198 1417
14 R1/2 3109 14 21 14 Gi/2 3198 14 21
16 R3/8 3109 16 17 16 G3/8 3198 16 17
16 R1/2 3109 16 21 16 G1/2 3198 16 21

3192 Female Stud Elbow BSPP

@D C Order code
4 G1/8 319204 10
4 G1/4 3192 04 13
6 G1/8 3192 06 10
6 G1/4 3192 06 13
8 G1/8 319208 10
8 G1/4 3192 08 13
8 G3/8 319208 17
10 G1/4 319210 13
10 G3/8 3192 10 17
10 G1/2 319210 21
12 G1/2 319212 21
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PDE2600PNUK

Parker Pneumatic Legris
. -20°C to +80°C
LF 3000: Polymer Push-In Fittings - Threaded e = T e
3133 45° Male Elbow, BSPP & M5 3103 Male Stud Run Tee, BSPT
@D C Order code @b C Order code
4 M5x0.8 313304 19 4 R1/8 310304 10
4 G1/8 313304 10 4 Ri/4 310304 13
6 M5x08 313306 19 6 R1/8 3103 06 10
6 Gi/8 313306 10 6 R1/4 3103 06 13
6 G1/4 313306 13 8 R1/8 3103 08 10
8 G1/8 313308 10 8 R1/4 3103 08 13
8 Gl 313308 13 8  RIE 3103 08 17
5 GaB 31330817 10 Ri/A 310310 13
0 Gi/4 31331013 10 Ro/B 310310 17
10 Gas 31331017 10 Ri2 3103 10 21
2 RI/4 310312 13
10 GIe 313310 21
2 Gi/4 31331213 12 Rye 31031217
2 Ri2 3103 12 21
2 Ga/8 31331217 Y R—CT 31031417
2 Gi2 313312 21 YR 31081421
16 Ra/8 310316 17
16 Ri2 3103 16 21

3113 45° Male Elbow, BSPT
3121 Male Standpipe BSPT

@D C Order code
, 4 RI8 311304 10 @ ¢ Order code
F 6 R1/8 311306 10 4 R1/8 312104 10
N 6 R1/4 311306 13 4 Ri/4 312104 13
% 8 R1/8 311308 10 3 6 R1/8 312106 10
8 R1/4 311308 13 . 6 Ri/4 312106 13
8 R3/8 3113 08 17 L 8 R1/8 312108 10
10 R1/4 31131013 8 R1/4 312108 13
10  Ra3/8 311310 17 8 Ra/8 312108 17
10 Ri2 31131021 10 RiA 312110 13
12 Ri/4 31131213 10 Re/B 31211017
12 R/ 31131217 0 Ri2 812110 21
2RI 3113 12 21 12 Ro/e 8121 1217
2 Ri2 312112 21
14 Ri2 3121 14 21
3193 Male Stud Run Tee, BSPP & M5 3131 Male Standpipe BSPP
@D C Order code @D C Order code
4 M5x0.8 319304 19 4 M5x0.8 313104 19
] G1/8 319304 10 4 G1/8 313104 10
4 G1/4 319304 13 4 G1/4 313104 13
6 M5 x 0,8 3193 06 19 % 6 G1/8 3131 06 10
6 G1/8 319306 10 6 G1/4 313106 13
6 G1/4 3193 06 13 8 G1/8 313108 10
8 G 3193 08 10 8 Gl 31310813
8 _¢aia 819308 13 8 G3/B 31310817
8 Gos 3193 08 17 10 Gi/4 31311013
10 Gia 319310 13 10  G3/8 31311017
10 G3/8 31931017
10  Gl1/2 313110 21
10 Gi/2 319310 21
=T 319312 13 12 G3/8 31311217
o3 31931217 12 Gl 31311221
- —Gin 3193 1221 14 G3/8 31311417
VY 319314 17 14 Gl1/2 313114 21
14 Gi2 3193 14 21
16 G3/8 319316 17
6 Gi/2 319316 21
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PDE2600PNUK

Parker Pneumatic Legris
. -20°C to +80°C
LF 3000: Polymer Push-In Fittings - Threaded [y R e S
3158 “Y” piece, BSPP & M5 3119 Double banjo, BSPP & M5
@D C Order code @D C Order code
4 M5x0.8 3158 04 19 4 M5x0.8 311904 19
4 G1/8 3158 04 10 4 G1/8 311904 10
4 G1/4 3158 04 13 6 G1/8 3119 06 10
a 6 M5x0.8 3158 06 19 6 G1/4 3119 06 13
6 G1/8 3158 06 10 8 G1/4 311908 13
6 G1/4 3158 06 13 8 G3/8 311908 17
8 G1/8 3158 08 10 10  G3/8 311910 17
8 G1/4 3158 08 13
8 G3/8 3158 08 17
10  Gi/4 3158 10 13
10 G3/8 3158 10 17 ) o
10 G1/2 3158 10 21 3124 Single Banjo with Female, BSPP & M5
12 G38 3158 1217
2 GIR 3158 12 21 P oD c Order code
F 4 M5x0.8 3124 04 19
3132 Male Double “Y” BSPP 4 Gi/8 3124 04 10
6 G1/4 3124 06 13
8 Ga/8 3124 08 17
@D C Order code
4 G1/8 313204 10
4 G1/4 313204 13
6 G1/8 313206 10
6 G4 313206 13 3189 Oscillating Compact Elbow, BSPP
3118 Single Banjo, BSPP & M5 b ¢ Order code
4 G1/8 3189 04 10
oD c Order code 6 G1/8 3189 06 10
6 G1/4 3189 06 13
4 M5 x 0.8 3118 04 19 8 G1/8 3189 08 10
4 a8 311804 10 8 Gl 318908 13
6 M5 x 0.8 3118 06 19 8 G3/8 318908 17
6 Gis 3118 06 10 10 Gl/4 318910 13
6 G4 3118 06 13 10 G3/B 31891017
8 Ge 3118 08 10 12 Gl/4 31891213
8 G 3118 08 13 12 G38 31891217
8 G3/8 3118 08 17
10  Gi/4 311810 13
10 G3/8 31181017
10 G2 311810 21
12 G3/8 31181217
12 Gl 31181221 3391 Self-Sealing Male Stud Fitting, BSPP
3149 Double Banjo, BSPP & M5 /""'\ o0 © Order code
— 4 G1/8 339104 10
@D C Order code @ 6 G1/8 3391 06 10
4 M5x08 3149 04 19 o Z gxi ggg: gg:g
4 G178 8149 04 10 10  G3/8 339110 17
4 G1/4 314904 13
6 G1/8 314906 10
6 G1/4 3149 06 13
6 G3/8 3149 06 17
8 G1/4 314908 13
8 G3/8 314908 17
10  G3/8 314910 17

. Parker Hannifin Corporation
E I e rIS Fluid Connectors Group
g 735



PDE2600PNUK
Parker Pneumatic Legris

-20°C to +80°C

LF 3000: Polymer Push-In Fittings - Union 510 [ e, (e ¢l )
3102 Equal Elbow 3140 Single “Y” piece - Equal & Unequal
@D Order code D1 D2 Order code
4 3102 04 00 4 4 3140 04 00
6 3102 06 00 D2 4 6 3140 04 06
8 3102 08 00 6 6 3140 06 00
10 3102 10 00 oD1 6 8 3140 06 08
12 3102 12 00 8 8 3140 08 00
14 3102 14 00 10 10 3140 10 00
16 3102 16 00 12 12 3140 12 00
3104 Tee - Equal & Unequal 3144 Multiple “Y” piece -Equal & Unequal
@D1 D2 Order code 2D2 D1 @D2 Order code
4 4 3104 04 00 4 4 3144 04 04
4 6 3104 04 06 4 6 3144 04 06
6 4 3104 06 04 6 6 3144 06 06
6 6 3104 06 00 501 6 8 3144 06 08
6 8 3104 06 08
8 6 3104 08 06
8 8 3104 08 00
8 10 31040810
10 8 3104 10 08 ]
0 0 310410 00 3304 Unequal Multiple Tee
10 12 3104 10 12
12 10 3104 1210 oR1 oD1  @D2 Order code
12 12 3104 12 00
14 8 3104 14 08 6 4 3304 06 04
14 14 3104 14 00 8 4 3304 08 04
16 16 3104 16 00 202 8 6 3304 08 06
16 12 3104 16 12 10 6 3304 10 06
10 8 3304 10 08
3106 Tube/Tube Connector - Equal & Unequal 3306 Unequal Multiple Elbow
@D1 D2 Order code @D1 @D1 @D2 Order code
4 4 3106 04 00 6 4 3306 06 04
4 6 3106 04 06 8 4 3306 08 04
4 8 3106 04 08 8 6 3306 08 06
@D1 6 6 3106 06 00 D2 10 6 3306 10 06
D2 6 8 3106 06 08 10 8 3306 10 08
6 10 3106 06 10
8 8 3106 08 00
8 10 3106 08 10
8 12 3106 08 12
10 10 3106 10 00
10 1o 3106 10 12 3107 Cross - Equal & Unequal
12 12 3106 12 00
12 14 3106 12 14 D1 D2 Order code
14 14 3106 14 00
16 16 3106 16 00 4 4 3107 04 00
16 12 3106 16 12 op2 2 6 3107 04 06
6 6 3107 06 00
@D1 6 8 3107 06 08
8 8 3107 08 00

. Parker Hannifin Corporation
E I e rl S Fluid Connectors Group
g 736



PDE2600PNUK
Parker Pneumatic Legris

-20°C to +80°C

LF 3000: Polymer Push-In Fittings - Union 20 bar max. (vacuum 755 mmHg)
3310 Manifold with LF3000 3182 Plug-In Equal Compact Elbow
- @D1 @D2 Order code @D1 @D2 Order code
-
et T "'"--.- 4 G1/4 331004 13 @D1 4 4 3182 04 00
- 6 G1/4 331006 13 6 6 3182 06 00
! 8 G3/8 331008 17 8 8 3182 08 00
10 G1/2 3310 10 21 oD2 10 10 318210 00
12 G1/2 3310 12 21 12 12 3182 12 00
3151 End Cap with Push-In Connection 3188 Plug-In Equal Compact Tee
@D Order code D1 D2 Order code
4 3151 04 00 4 4 3188 04 00
6 3151 06 00 D1 6 6 3188 06 00
8 3151 08 00 8 8 3188 08 00
10 3151 10 00 10 10 3188 10 00
12 3151 1200 oD2 12 12 3188 12 00
14 3151 1400
3116 Equal Bulkhead Connector 3183 Plug-In Equal Run Tee
@D Order code @D1 @D2 Order code
4 3116 04 00 4 4 3183 04 00
6 3116 06 00 6 6 3183 06 00
8 3116 08 00 o1 8 8 3183 08 00
10 3116 10 00 10 10 3183 10 00
12 3116 12 00 12 12 3183 12 00
14 3116 14 00 @b2
3136 Female Bulkhead Connector 3166 Reducer
@D C Order code oD2 @D1 @D2 Order code
4 G1/8 3136 04 10 4 6 3166 04 06
4 G1/4 3136 04 13 on1 4 8 3166 04 08
6 G1/8 3136 06 10 4 10 3166 04 10
6 G1/4 3136 06 13 6 8 3166 06 08
6 G3/8 3136 06 17 6 10 3166 06 10
8 G1/8 3136 08 10 6 12 3166 06 12
8 G1/4 3136 08 13 6 14 3166 06 14
10 G3/8 3136 10 17 8 10 3166 08 10
12 G3/8 3136 1217 8 12 3166 08 12
12 G1/2 3136 12 21 8 14 3166 08 14
16 G3/8 3136 16 17 10 12 3166 10 12
16 G1/2 3136 16 21 10 14 3166 10 14
12 14 3166 12 14
3139 Equal Bulkhead Elbow
3168 Increaser
@D Order code
4 3139 04 00 @b2
@D1 @D2 Order code
6 3139 06 00
5 3139 08 00 6 4 3168 06 04
10 313910 00 - 8 6 3168 08 06
> 313912 00 10 8 3168 10 08
12 3139 14 00 12 10 3168 12 10
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PDE2600PNUK
Parker Pneumatic Legris

-20°C to +80°C
20 bar max. (vacuum 755 mmHg)

LF 3000: Polymer Push-In Fittings - Union

3126 Blanking Plugs 3320 Multi-Connector Male Screw Body
@D Order code o.d. tube Number of outlets Order code
4 3126 04 00 4 2 3320 04 00 02
6 3126 06 00 4 4 3320 04 00 04
{ 8 3126 08 00 4 7 3320 04 00 07
10 3126 10 00 4 12 3320 04 00 12
12 3126 1200 6 2 3320 06 00 02
14 3126 14 00 6 4 3320 06 00 04
16 3126 16 00 6 7 3320 06 00 07
8 2 3320 08 00 02
Clip Strips for Tubes 3321 Multi-Connector Female Screw Body
@D Order code o.d. tube  Number of outlets Order code
4 Clip 04 00 4 2 3321 04 00 02
6 Clip 06 00 4 4 3321 04 00 04
8 Clip 08 00 4 7 3321 04 00 07
10 Clip 10 00 4 12 332104 00 12
12 Clip 12 00 6 4 3321 06 00 04
14 Clip 14 00 6 7 3321 06 00 07
8 2 3321 08 00 02
3100 Carstick 3329 Multi-Connector Screw Cap
@D Order code Number of outlets Order code
ﬁ 4 3100 04 00 2 3329 00 01
- 6 3100 06 00 4-7 3329 00 02
8 3100 08 00 12 3329 00 03
10 3100 10 00
12 3100 12 00
14 3100 14 00 Multi-Connector Assembly Photo

3379 DIN Rail Connector for 2 tubes in line

@D Order code
4 3379 04 00
6 3379 06 00
8 3379 08 00

3381 DIN Rail Connector for 3 Tubes

@D Order code
4 3381 04 00
6 3381 06 00
8 3381 08 00
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PDE2600PNUK
Parker Pneumatic

Function Fittings: 3 mm Push-In Fittings

3281 Male Stud Fitting, M3 and M5 Thread 3202 Equal Elbow

Legris

-15°C to +70°C
from 18 bar max.

@D C Order code @D Order code
3 M3x05 3281 03 09 fﬁg By 3 3202 03 00
3 M5x08 328103 19 LA
N

3299 Compact Male Stud Elbow, M3 and M5 Thread 3204 Equal Tee
@D C Order code » @D Order code
3 M35 3299 03 09 P‘"’. 3 3204 03 00
3 M5x0.8 3299 03 19 ¥ @N.‘??

L\

3229 Extended Male Stud Elbow, M3 and M5 Thread 3266 4 mm to 3 mm Reducer
@D C Order code %]0] Order code
3 MB3x05 3229 03 09 3 3266 03 04
3  M5x0.8 322903 19

3298 Male Stud Branch Tee, M3 and M5 Thread 3226 Blanking Plug

f:-." @D C Order code oD Order code
3 M3x05 3298 03 09 3 3226 03 00
3 M5x0.8 3298 03 19

)

LY

3293 Male Stud Run Tee, M3 and M5 Thread

}\ @D ¢} Order code
el 3 M3x0.5 3293 03 09
3 M5x0.8 3293 03 19

3218 Single Banjo, M3 and M5 Thread

= ,. + @D C Order code
i 3 M3x05 3218 03 09
3 M5x0.8 321803 19

3206 Equal Tube/Tube Connector
;\ @D Order code
\\? 3 3206 03 00

m Hlegris

739
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PDE2600PNUK

Parker Pneumatic Legris
. erys 0°C to +70°C
Function Fittings: Flow Control Regulators from 1 to 10 bar max.
7060 Compact BSPP - exhaust (A) 7669 Miniature BSPP & M5 - supply (B)
@b ] Order code @b C Order code
\ 4 G1/8 7060 04 10 . 4 M5x0.8 7669 04 19
6 G1/8 7060 06 10 4 G1/8 7669 04 10
6 G1/4 7060 06 13 6 M5x0.8 7669 06 19
8 G1/8 7060 08 10 6 G1/8 7669 06 10
8 G1/4 7060 08 13 ' 6 G1/4 7669 06 13
8 G3/8 7060 08 17 8 G1/8 7669 08 10
10  Gl/4 7060 10 13 8 G1/4 7669 08 13
10  G3/8 7060 10 17 8 G3/8 7669 08 17
12 G388 7060 12 17
2 G2 7060 12 21 7010 Recessed Adjust.Screw,
7061 Compact BSPP - supply (B) BSPP & M5 - exhaust (A)
@D C Order code @D C Order code
j 4 G1/8 7061 04 10 4 M5x0.8 7010 04 19
6 G1/8 7061 06 10 4 G1/8 7010 04 10
6 G1/4 7061 06 13 6 M5x0.8 7010 06 19
8 G1/8 7061 08 10 6 G1/8 7010 06 10
8 G1/4 7061 08 13 6 G1/4 7010 06 13
8 G3/8 7061 08 17 8 G1/8 7010 08 10
10 Gl/4 7061 10 13 8 G1/4 7010 08 13
10 G3/8 7061 10 17 8 G3/8 7010 08 17
12 Gl2 7061 12 21 10 Gl/4 7010 10 13
10  G38 7010 10 17
7062 Compact BSPP - bi-directional (C) 10 Gi1/2 7010 10 21
12 G3/8 7010 12 17
ob c Order code 12 Gl 7010 12 21
. 4 G1/8 7062 04 10 7011 Recessed Adjust.Screw,
6 G1/8 7062 06 10
6 G1/4 7062 06 13 BSPP & M5 - supply (B)
8 G1/8 7062 08 10
8 Gl 7062 08 13 : @b c Order code
8 G3/8 7062 08 17 4  M5x08 7011 0419
— 4 G1/8 7011 04 10
7660 Miniature BSPP & M5 - exhaust (A) 6 M5x0.8 7011 06 19
6 G1/8 7011 06 10
oD c Order code 6 G1/4 7011 06 13
A 8 G1/8 7011 08 10
4 G18 7660 04 10 8 Gas 7011 08 17
6 Mox08 7660 06 19 10 Gl 70111013
6 Gi8 7660 06 10 10 G 70111017
= 6 G1/4 7660 06 13
8 G 7660 08 10 7012 Recessed Adjust.Screw,
R L 706008 13 BSPP & M5 - bi-directional (C)
8 G3/8 7660 08 17
.. . . @D C Order code
7662 Miniature BSPP & M5 - bi-directional (C) 2
4  M5x08 7012 04 19
4 G1/8 7012 04 10
i oD c Order code 6 M5x0.8 7012 06 19
4  M5x08 7662 04 19 6 G1/8 7012 06 10
4 G1/8 7662 04 10 6 G1/4 7012 06 13
6 M5x0,8 7662 06 19 8 G1/8 7012 08 10
F 6 G1/8 7662 06 10 8 G1/4 7012 08 13
6 G1/4 7662 06 13 8 G3/8 701208 17
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PDE2600PNUK
Parker Pneumatic Legris

0°C to +70°C

Function Fittings: Flow Control Regulators from 1 16 10 bar max.

7040 Compact Swivel Elbow, 7771 In-line with Threaded Connections,
BSPP - exhaust (A) BSPP, One-Way Adjust (A)
,‘ @D C Order code C Order code
6 Gl 7040 06 10 G1/8 777110 10
6 G4 7040 06 13 G1/4 777113 13
8 Gi/8 7040 08 10 G3/8 LARIAYS
8 Gl 7040 08 13 G1/2 nmmai2n
8 Ga/8 7040 08 17
10 G1/4 7040 10 13 7776 - In-line with push-in connection,
10  G3/8 7040 10 17 One-Way Adjust (A), Panel Mountable
12 G3/8 7040 12 17
12 G1/2 7040 12 21 @D Order code
4 7776 04 00
7041 Compact Swivel Elbow, BSPP - supply (B) 6 7776 06 00
8 7776 08 00
| oo c Order code 10 777610 00
12 7776 12 00
6 G1/4 7041 06 13
8 Gi/8 7041 08 10
8 Gi1/2 7041 08 13 7100 Compact with push-in connection,
BSPP - exhaust (A)
7640 Miniature BSPP & Metric - exhaust (A)
@D C Order code
oD C Order code 4 G1/8 7100 04 10
6 G1/8 7100 06 10
4 M5x08 7640 04 19 6 Gi/a 7100 06 13
4 G1/8 7640 04 10 8 Gi/8 7100 08 10
6 M5x08 7640 06 19 5 Gi/a 710008 13
6 Gi/8 7640 06 10 A Ga/8 7100 08 17
10 G/ 7100 10 13
7649 Miniature BSPP & Metric - supply (B) 10 G3/8 7100 10 17
12 Ga/8 7100 12 17
2D c Order code 12 G1/2 7100 12 21
14 G1/2 7100 14 21
4 M5x08 7649 04 19
4 Gi1/8 7649 04 10 . . .
6  M5x08 7649 06 19 7101 Compact with push-in connection,
6 c1/8 7649 06 10 BSPP - supply (B)
7770 - In-line with push-in connection, oo © Order code
One_Way Adjust (A) 4 G1/8 7101 04 10
6 Gi/8 7101 06 10
6 G1/4 7101 06 13
@b Order code 8 Gl/8 710108 10
4 7770 04 00 8 G1/4 7101 08 13
6 7770 06 00 8 G3/8 7101 08 17
8 7770 08 00
10 7770 10 00 7110 Compact with Threaded Fitting,
12 7770 1200 BSPP - exhaust (A)
7772 - In-line with push-in connection, C Order code
Bi-directional (C) | Gis 7110 10 10
G1/4 711013 13
@D Order code ; . G3/8 7110 17 17
4 7772 04 00 G1/2 7110 21 21
6 7772 06 00
8 7772 08 00
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PDE2600PNUK

Parker Pneumatic Legris
. - . 0°C to +70°C
Function Fittings: Flow Control Regulators from 1 16 10 bar max.
7111 Compact with Threaded Fitting, 7160 with Universal Brass Compression Fitting,
BSPP - supply (B) Recessed Adjust. Screw, BSP - exhaust (A)
] Order code @b C Order code
G1/8 711110 10 4 G1/8 7160 04 10
G1/4 71111313 6 G1/8 7160 06 10
6 G1/4 7160 06 13
8 G1/8 7160 08 10
8 G1/4 7160 08 13
10  Gl/4 7160 10 13
7170 In-line Flow Regulator, BSPP & M5 10 G3/8 71601017
10 Gi/2 7160 10 21
C Order code 12 G3/8 7160 12 17
amn 12 Gl 7160 12 21
& M5 7170 19 19
M G1/8 717010 10
s’ G1/4 71701313 7762 with Universal Brass Compression
a3/ 7701717 Fitting, external adjust, BSPP - exhaust (A)
Body in aluminium G1/2 7170 21 21
- . @D C Order code
7130 Recessed Adjust.Screw, [ 8 G1/8 776208 10
BSPP & M5 - exhaust (A) o 10 Gl/4 776210 13
f 14 G3/8 77621417
oD - Order code 18 G1/2 7762 18 21
4 G1/8 7130 04 10
4 M5x0.8 7130 04 19
6 G1/8 7130 06 10
6 G1/4 7130 06 13
6 M5x0.8 7130 06 19
8 G1/8 7130 08 10
8 G1/4 7130 08 13
8 G3/8 7130 08 17
10 Gl/4 7130 10 13
10 G3/8 7130 10 17
10 G1/2 7130 10 21
12 G3/8 7130 12 17
12 Gl/2 7130 12 21

7140 Threaded Recessed Adjust.Screw,
BSPP & M5 - exhaust (A)

C Order code
M5 x 0.8 7140 19 19
G1/8 7140 10 10
G1/4 7140 13 13
G3/8 714017 17
G1/2 7140 21 21
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Parker Pneumatic

Function Fittings: Non-Return Valves

7996 Non-Return Valve with push-in connection

@D Order code
4 7996 04 00
6 7996 06 00
8 7996 08 00
10 7996 10 00
12 7996 12 00

7994 Non-Return Valve with push-in

connection, BSPP & M5 -exhaust (A)

Legris

0°C to +70°C
from 1 to 10 bar max.

7930 Adjustable Check Valve,
Double Female and BSPP and Metric Thread

/

ac Order code
M5 X 0.8 7930 19 19
G1/8 7930 10 10
G1/4 7930 13 13
G3/8 7930 17 17
G1/2 7930 21 21

7931 Adjustable Check Valve Supply,
Male/Female BSPP Thread

ac Order code
G1/8 79311010
G1/4 7931 13 13
G3/8 793117 17
G1/2 7931 21 21

7932 Adjustable Check Valve Exhaust,

@D C Order code

4  M5x0.8 7994 04 19

4 G1/8 7994 04 10

-y 6 G1/8 7994 06 10

ﬁ' 6 G1/4 7994 06 13

8 G1/8 7994 08 10

8 G1/4 7994 08 13

10 G3/8 7994 10 17

12 G3/8 7994 12 17

12 G1/2 7994 12 21
7984 Non-Return Valve with push-in
connection, BSPP & M5 -supply (B)

@D C Order code

4 M5x08 7984 04 19

4 G1/8 7984 04 10

6 G1/8 7984 06 10

6 G1/4 7984 06 13

8 G1/8 7984 08 10

8 G1/4 7984 08 13

10 G3/8 7984 10 17

12 G3/8 7984 12 17

12 G1/2 7984 12 21

m Hlegris

Male/Female BSPP Thread

acC Order code
G1/8 79321010
G1/4 79321313
G3/8 793217 17
G1/2 7932 21 21

743
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Parker Pneumatic Legris

-5°C to +60°C
from 1 to 10 bar max.

7883 Blocking Fitting, Male Thread BSPP, with

Function Fittings

7892 Piloted Non-Return Valve, BSPP push-in connection & flow regulator
@D C Order code @D C Order code
f 6 G1/8 7892 06 10 4 G1/8 7883 04 10
6 G1/4 7892 06 13 6 G1/8 7883 06 10
$ 8 G1/8 7892 08 10 6 G1/4 7883 06 13
8 G1/4 7892 08 13 8 G1/4 7883 08 13
8 G3/8 7892 08 17 8 G3/8 788308 17
10 G3/8 789210 17
10 G1/2 7892 10 21
12 G1/2 7892 12 21

7818 Sensor Fitting with push-in connection,

pneumatic, BSPP & M5
7894 Piloted Non-Return Valve with Flow

Regulator and Exhaust, BSPP

C Order code
M5 x 0,8 7818 04 19
@D C Order code Gi/8 7818 04 10
6 G1/8 7894 06 10 Gi/4 7818 04 13
6 G1/4 7894 06 13 G3/8 7818 04 17
8 G1/8 7894 08 10 G1/2 7818 04 21
8 G1/4 7894 08 13
8 Ga/8 7894 08 17
10 G3/8 7894 10 17
10 G1/2 7894 10 21 7818 Sensor Fitting, Threaded Fittings,
12 G172 789412 21 pneumatic, BSPP & M5
7880 BI - . C Order code
ocking Fitting, Male Thread BSPP,
with push-in connection G1/8 7818 19 10
G1/4 7818 19 13
@D C Order code
6 G1/8 7880 06 10
6 G1/4 7880 06 13
8 G1/4 7880 08 13
8 G3/8 7880 08 17
10  G8/8 7880 10 17 7828 Sensor Fitting, Pneumatic/Electric
12 G1/2 7880 12 21 BSPP & M5
. T C Order code
7881 Blocking Fitting, Male, Threaded Port,
BSPP M5 x 0,8 7828 00 19
G1/8 7828 00 10
G1/4 7828 00 13
C1 Cc2 Order code Ga/8 7828 00 17
G1/8  Gl1/4 7881 13 10 Gi/2 7828 00 21
Gl1/4  G1/4 7881 13 13
G3/8  G3/8 788117 17
G2  G1/2 788121 21
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Parker Pneumatic Legris

-15°C to +60°C

Function Fittings from 1 to 10 bar max.

7300 Pressure Regulator Fitting with push-in 7861 Soft Start Valve with Threaded Fitting,

connection, BSPP BSPP - for system isolating valve

@D C Order code C Order code
4 G1/8 7300 04 10 G1/4 7861 1313
6 G1/8 7300 06 10 G3/8 7861 17 17
6 G1/4 7300 06 13 G1/2 7861 21 21
8 G1/8 7300 08 10

8 G1/4 7300 08 13

8 G3/8 7300 08 17

10 G4 7300 10 13 7800 3/2 Manual Switch Operated Valve, with
10 G3/8 7300 10 17

push-in connection BSPP & M5 (supply)

7318 Pressure Reducer, with push-in

connection, BSPP @b c Order code
ﬁ/ 4 M5x08 7800 04 19

4 Gis 7800 04 10

b ¢© Order code "~\‘ 6 M5x08 7800 06 19

6  Gi/8 7318 06 10 6 G 7800 06 10

6 Gl 7318 06 13 . 6 G4 7800 06 13

8 Gi/a 7318 08 13 8 G1/8 7800 08 10

0 G4 7318 1013 8 G4 7800 08 13

10 Ga/8 7318 1017 10 Gi/a 7800 10 13

7316 Pressure Reducer, In-Line with push-in 7801 3/2 Manual Switch Operated Valve, with

connection push-in connection BSPP & M5 (control)
@D Order code / @D C Order code
2
6 7316 06 00 \ 4 G1/8 7801 04 10
8 7316 08 00 ¢ 6 G1/8 7801 06 10
10 7316 10 00 6 G1/4 7801 06 13
8 G1/8 7801 08 10
8 G1/4 7801 08 13
10 Gl/4 7801 10 13

7860 Soft Start Valve with push-in connection,

BSPP - for System isolating valve 7970 Elbow Quick Exhaust Valve, BSPP

@D C Order code C Order code
8 G1/4 7860 08 13 i M5 7970 19 19
10 G1/4 7860 10 13 I 3% G1/8 7970 10 10
10 G3/8 7860 10 17 i G1/4 7970 13 13
12 G3/8 7860 12 17 G3/8 797017 17
12 G1/2 7860 12 21 G1/2 7970 21 21

G3/4 7970 27 27

G1” 7970 34 34

7870 Soft Start Valve with push-in connection,

BSPP - for Control valve 7971 In-Line Quick Exhaust Valve male BSPT,
female BSPP

@D C Order code
8  Gl/4 7870 08 13 / c Order cods
10 Gl/4 787010 13 G1/8 7971 10 10
10 G3/8 787010 17 4 e G1/4 7971 13 13
iy G3/8 79711717
G1/2 7971 21 21
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Parker Pneumatic Legris

-60°C to +250°C / 550 bar max.

Universal Compression Fittings (depending on the tubing material
0105 Male Stud Coupling, BSPT 0106 Equal Straight Coupling
@D C Order code @D Order code
6 R1/8 0105 06 10 4 0106 04 00
_ 6 R1/4 0105 06 13 5 0106 05 00
i 8 R1/8 0105 08 10 . 6 0106 06 00
e 20 4 8 R1/4 010508 13 . 8 0106 08 00
f’“;'}. 8RB 010508 17 B -4 10 0106 10 00
F& 10 Ri/4 01051013 ~ 12 0106 12 00
- 10 Ra/s 01051017 14 0106 14 00
2 R38 010512 17 12 g:gg:ggg
12 Ri2 010512 21
22 0106 22 00
16 Ri/4 010516 13 5e 0106 25 00
18 Ri2 0105 18 21 5 5106 58 00
0109 Male Stud Elbow, BSPT 0104 Equal Tee
@D C Order code 2D Order code
6 RIS 0109 06 10 4 0104 04 00
6 Rl 0109 06 13 - g g:g: gg gg
e
W . 8 R1/8 0109 08 10 oy o 01041000
¥, ;@F’ 8 Ri/4 0109 08 13 = S
*s'_" e 10  Ri/4 010910 13 gl 12 010412 00
n S/ y S ] 0104 14 00
10  Ra/8 0109 10 17 : T 01041500
12 R1/4 01091213 ‘ 16 0104 16 00
12 R1/2 0109 12 21 18 0104 18 00
16 R1/4 0109 16 21 20 0104 22 00
25 0104 25 00
. 28 0104 28 00
0101 Male Stud Coupling, BSPP and
Metric Thread 0102 Equal Elbow
@D C Order code @D Order code
6 G1/8 0101 06 10 5 0102 06 00
F 6 G1/4 0101 06 13 ) 3 0102 08 00
A 8 G1/8 0101 08 10 ; 10 0102 10 00
e 8 G1/4 0101 08 13 L Q’ 1 0102 12 00
oY 10 G4 010110 13 A /‘é ,__Rf 17 0102 14 00
F) 10  G3/8 010110 17 o 15 010215 00
™ 12 G3/8 01011217 16 0102 16 00
16 Gl1/2 0101 16 21 18 0102 18 00
20 010220 00
22 010222 00

0122 Tailpiece Adaptor for Rubber Hose
0118 Single Banjo, BSPP

@D1 @D2 Order code

@D C Order code 4 4 0122 04 04

6 G1/8 0118 06 10 5 4 0122 05 04

’ ; 6 G1/4 0118 06 13 6 4 0122 06 04
< 5 8 G 011808 10 8 6 0122 08 06
— 8 G4 01180813 . 10 ’ 012210 07
iy / 10 Gi/4 0118 10 13 ' - 12 10 01221210
! o L — T
12 Ga/s 01181217 i 3 019516 13

6 GI/2 0118 16 21 = T 012218 16
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Parker Pneumatic
0,02 NL/h minimum flow

-25°C to +150°C

LF 3600: Chemical Nickel-Plated Brass Push-In Fittings 30 bar max.
3601 Male Stud, BSPP & M5 3699 Male Stud Elbow, BSPP & M5
‘ @D C Order code @D C Order code

4  M5x08 3601 04 19 4 M5x0.8 3699 04 19
4 G1/8 3601 04 10 4 G1/8 3699 04 10
4 G1/4 3601 04 13 4 G1/4 3699 04 13
6 M5x0.8 3601 06 19 6 G1/8 3699 06 10
6 G1/8 3601 06 10 20 bar max. 6 G1/4 3699 06 13
6 G1/4 3601 06 13 8 G1/8 3699 08 10
8 G1/8 3601 08 10 8 G1/4 3699 08 13
8 G1/4 3601 08 13 8 G3/8 3699 08 17
8 G3/8 3601 08 17 10 G1/4 3699 10 13
10 G1/4 360110 13 10 G3/8 3699 10 17
10 G3/8 3601 10 17 12 G1/4 3699 1213
10 G1/2 3601 10 21 12 G3/8 3699 1217
12 G1/4 3601 1213 12 G1/2 3699 12 21
12 G3/8 3601 1217 14 G3/8 3699 14 17
12 G1/2 3601 12 21 14 G1/2 3699 14 21
14 G3/8 3601 14 17
14 G1/2 3601 14 21
3675 Male Stud, BSPT 3609 Male Stud Elbow, BSPT
= @D C Order code @D C Order code
s ‘.ﬁ' 4 R1/8 367504 10 ' 4 R1/8 3609 04 10
- B 4 R1/4 367504 13 4 R1/4 3609 04 13
6 R1/8 3675 06 10 6 R1/8 3609 06 10
o 6 R1/4 3675 06 13 6 R1/4 3609 06 13
8 R1/8 3675 08 10 8 R1/8 3609 08 10
8 R1/4 3675 08 13 20 bar max. 8 R1/4 3609 08 13
8 R3/8 367508 17 8 R3/8 3609 08 17
10 R1/4 36751013 10 R1/4 3609 10 13
10 R3/8 36751017 10 R3/8 3609 10 17
10 R1/2 3675 10 21 12 R1/4 3609 12 13
12 R1/4 36751213 12 R3/8 3609 12 17
12 R3/8 36751217 12 R1/2 3609 12 21
12 R1/2 367512 21 14 R3/8 3609 14 17
14 R3/8 36751417 14 R1/2 3609 14 21
14 R1/2 3675 14 21
3614 Female Stud, BSPP & Metric 3669 Extended Male Stud Elbow, BSPP & M5
@D C Order code @D C Order code
4 M5x08 361404 19 4 M5x0.8 3669 04 19
4 G1/8 3614 04 10 4 G1/8 3669 04 10
4 Gi1/4 3614 04 13 6 G1/8 3669 06 10
6 GiB 3614 06 10 6 Gl 3669 06 13
6 G4 3614 06 13 8 Gi8 3669 08 10
8 G1/8 3614 08 10 8 G1/4 3669 08 13
8 G1/4 3614 08 13
0 38 36121017 10 G1/4 3669 10 13
2 Gas 361241217 10 G3/8 366910 17
1 S 3614 12 21 12 G1/4 3669 12 13
12 G3/8 3669 12 17
14 G1/2 3669 14 21
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Parker Pneumatic Legris

-25°C to +150°C

LF 3600: Chemical Nickel-Plated Brass Push-In Fittings 30 bar max.
3698 Male Stud Branch Tee, BSPP & M5 3606 Equal Tube to Tube Connector
@D C Order code @D Order code
4 M5x0.8 3698 04 19 4 3606 04 00
4 G1/8 3698 04 10 6 3606 06 00
6 G1/8 3698 06 10 8 3606 08 00
6 G1/4 3698 06 13 10 3606 10 00
8 G1/8 3698 08 10 12 3606 12 00
8 G1/4 3698 08 13 14 3606 14 00
10 G1/4 3698 10 13
12 Ga/8 3698 12 17
” a1/ 3698 14 21 3616 Equal Bulkhead Connector
3693 Male Stud Run Tee, BSPP & M5 ] @b Order code
£ 4 3616 04 00
f @D C Order code J 6 3616 06 00
4 4  M5x0,8 3693 04 19 4 8 3616 08 00
4 G1/8 3693 04 10 10 3616 10 00
. 12 3616 12 00
6 G1/8 3693 06 10 v 3616 12 00
6 G1/4 3693 06 13
8 G1/8 369308 10
8 G4 3693 08 13 3636 Female Bulkhead Connector, BSPP
10 G1/4 3693 10 13
12 G3/8 3693 12 17 oD c Order code
14 G1/2 3693 14 21 o
4 G1/8 3636 04 10
3618 Single Banjo, BSPP & M5 / 6 G1/8 3636 06 10
6 G1/4 3636 06 13
o0 c Order code 8 G1/8 3636 08 10
8 G1/4 3636 08 13
4 M5 x 0.8 3618 04 19 10 G3/8 3636 1017
4 G1/8 3618 04 10 12 G3/8 3636 1217
6 M5 x 0.8 3618 06 19 12 G1/2 3636 12 21
6 G1/8 3618 06 10
6 G1/4 3618 06 13
8 G1/8 3618 08 10 3639 Equal Bulkhead Elbow
8 G1/4 361808 13
10 G3/8 361810 17 F oD Order code
& -
# 4 3639 04 00
3602 Equal Elbow ‘hx 5 3639 06 00
8 3639 08 00
Order code 10 3639 10 00
3602 04 00 ' 12 3639 12 00
3602 06 00 14 3639 14 00
3602 08 00
3602 10 00
3602 12 00
3602 14 00
Order code
3604 04 00
3604 06 00
3604 08 00
3604 10 00
3604 12 00
3604 14 00

Parker Hannifin Corporation
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Parker Pneumatic Legris
: : i -25°C to +150°
LF 3600: Chemical Nickel-Plated Brass Push-In Fittings FAS
3666 Plug-In Reducer
GDE D1 b2 Order code
: 4 6 3666 04 06
: 4 8 3666 04 08
oDl 6 8 3666 06 08
6 10 3666 06 10
6 12 3666 06 12
8 10 3666 08 10
8 12 3666 08 12
8 14 3666 08 14
10 12 3666 10 12
10 14 3666 10 14
12 14 3666 12 14
3668 Plug-In Increaser
D1 D2 Order code

3626 Blanking Plug

@D Order code
4 3626 04 00
6 3626 06 00
8 3626 08 00
10 3626 10 00
12 3626 12 00
14 3626 14 00
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Parker Pneumatic Legris
. . - - _ o o
Pneumatic Accessories in Nickel-Plated Brass 10°C fo +80°C
60 bar max.
0900 Straight Male, Unequal Adaptor, BSPT 0905 Reducer Male to Female BSPP & M5
i c2 Order code ci c2 Order code
co M R1/8 0900 00 10
g, R1/8 R1/4 0900 10 13 G1/8 M5x0.8 0905 19 10
: Ra/a 0900 10 17 G1/4  G1/8 0905 10 13
c1 R1/4 0900 00 13 G3/8 G1/8 090510 17
R1/4 R3/8 0900 13 17 G3/8  Gl/4 0905 13 17
R1/2 0900 13 21 G1/2  Gl/4 0905 13 21
R3/8 Ra/8 0900 00 17 G1/2  G3/8 0905 17 21
21; g gggg (1); 2: G3/4  Ga/s 0905 17 27
R1/2 Ra/d 0900 21 27 G314 G1/2 0905 21 27
Ra/d R3/4 0900 00 27
R1 0900 27 34 0906 Increaser Male to Female BSPP & M5
R1 R1 0900 00 34
) C1 c2 Order code
C1 My
0901 Equal/Unequal Adaptor, BSPP & M5 . MBx0.8  Gi/8 0906 10 19
C1 Cc2 Order code " oo G1/8 0906 00 10
C1 vexos  MBXOB 09010019 G1/8 G1/4 0906 10 13
xU. G1/8 0901 1910 G3/8 0906 10 17
Gi/8 0901 00 10 G1/4 0906 00 13
G1/8 g;ﬁg ggg: 18 1’; Gi/4 Gass 0906 13 17
G1/4 0901 00 13 G172 0906 13 21
G1/4 G3/8 09011317 cas Ga/8 09060017
G1/2 0901 13 21 G1/2 0906 17 21
o8 Ga/8 0901 00 17 G1/2 G1/2 0906 00 21
G1/2 0901 17 21
G1/2 Gi/2 09010021 0907 Female Extended Adaptor Male/Female
G3/4 0901 21 27
BSPP
0902 Staight Female, Equal/Unequal Adaptor, ) c Order code
BSPP & M5 .
. 0907 00 10
C1 c2 Order code ﬁ G1/8 —_—
C2 - M5x0.8 0902 00 19 090700 10 01
/ M5X0.8  Grs 09021910 o1 0907 00 13
G1/8 0902 00 10 0907 00 13 01
C1 G1/4 0902 10 13
c1/8 G3/8 0902 10 17
G1/2 0902 10 21 0912 Equal Female Stud Elbow, BSPP & M5
Gi/4 0902 00 13
G1/4 G3/8 0902 13 17 C Order code
G1/2 0902 13 21 '
o a6 090200 17 M5 x 0.8 0912 00 19
Gi/2 0902 17 21 G1/8 0912 00 10
G1/2 0902 00 21 G1/4 0912 00 13
G1/2 G3/4 0902 21 27 G3/8 0912 00 17
G1 0902 21 34 G1/2 0912 00 21
s/ G3/4 0902 00 27 G3/4 0912 00 27
© G 0902 27 34 G 091200 34
0904 Reducer Male BSPT to Female BSPP
0913 Equal Female Stud Elbow BSPP,
C1 C2 Order code Male BSPT
c1 R1/4 G1/8 0904 10 13
iy i R3/8 G1/8 0904 10 17 c1 c2 Order code
R1/2 G1/8 0904 10 21 ,
[
m c2 378 S 0904 13 17 R1/8 G1/8 0913 00 10
o Gi/a 0904 13 21 R1/4 G1/4 0913 00 13
G3/8 0904 17 21 R3/8 G3/8 0913 00 17
R3/4 G3/8 0904 17 27 R1/2 G1/2 0913 00 21
G1/2 0904 21 27
- s 0904 21 34 R3/4 G3/4 0913 00 27
G3/4 0904 27 34 R1 G1 0913 00 34
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Parker Pneumatic Legris
[e] [e]
Pneumatic Accessories in Nickel-Plated Brass "10°C 10 +80°C
60 bar max.
0914 Equal Male Stud Elbow, BSPT 0931 Tailpiece Adaptor for Rubber Hose,
Male BSPP
C Order code
R1/8 0914 00 10 @b c Order code
R1/4 0914 00 13 S 4  M5x0.8 0931 04 19
R3/8 0914 00 17 6 G1/8 0931 06 10
R1/2 0914 00 21 - 6 Gi/4 0931 06 13
R3/4 0914 00 27 7 Gi1/8 0931 07 10
R1 0914 00 34 7 G1/4 093107 13
7 G3/8 0931 07 17
0915 Equal Female Tee, BSPP & M5 8 G1/8 093108 10
8 G1/4 0931 08 13
c Order code 8 G3/8 093108 17
M5 x 0.8 0915 00 19 10 G 0931 10 13
Gi/8 0915 00 10 10 G3/8 09311017
Gi/a 091500 13 10 Gi/2 0931 10 21
Gas 09150017 15 Ga/8 0931 1517
Ga/a 0915 00 27 18 G1/2 0931 18 21
G1 0915 00 34

0916 Male Stud Branch Tee, 0919 Internal Hexagon Head Plug, BSPP & M5

Female BSPP & Male BSPT c Order code
C1 C2 Order code ; 0 M5 x 0,8 091900 19
J
R1/8  G1/8 0916 00 10 b gfx gg}ggg:g
R1/4  G1/4 0916 00 13 e a6 0915 00 17
R3/8  G3/8 0916 00 17 ) 0919 00 21
Ri/2 G172 0916 00 21 = 0919 00 27
R3/4  G3/4 0916 00 27 o 0919 00 34
R G1 0916 00 34
0908 Equal Female Cross, BSPP 0220 Brass Hexagon Headed Plug, BSPP & M5
(¢} Order code C Order code
G1/8 0908 00 10 i, M5 x 0,8 0220 19 00
G1/4 0908 00 13 - G1/8 0220 10 00
G3/8 0908 00 17 Gi/4 0220 13 00
G1/2 0908 00 21 Ga/8 0220 17 00
G1/2 0220 21 00

0909 Equal Cross, Female BSPP, Male BSPT 0138 Sealing Copper Washers

C1 c2 Order code

C Order code

R1/8  G1/8 0909 00 10 /—— /e 0138 10 00
R1/4  Gli/4 0909 00 13 N\ Gi/a 0138 13 00
R3/8  Ga/8 0909 00 17 St G3/8 0138 17 00
R1/2  GI/2 0909 00 21 “— Gi/2 0138 21 00
S Ga/4 0138 27 00

G1 0138 33 00

0920 Female Bulkhead Connector - BSPP & M5 * Technical specifications of nickel-plated brass accessories

C1 c2 Order code

C2 ¥ M5 x 0.8 M10x 1 0920 00 19
[ ﬂ G1/8 M16x1.5 0920 00 10
o i C1 G1/4 M20x 1.5 0920 00 13

G3/8 M26x1.5 092000 17
G1/2 M28x1.5 09200021
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Parker Pneumatic

Pneumatic Accessories

0670 Threaded Silencer, BSPP

C Order code

iy G1/8 0670 00 10

a G1/4 0670 00 13

L Ga/8 0670 00 17

20° 10 +150°C G1/2 0670 00 21
12 bar G3/4 0670 00 27

G1 0670 00 34

0673 Threaded Silencer, Male BSPP & M5

g C Order code
A

LS
M5 x 0.8 0673 00 19
? ci8 0673 00 10
G4 0673 00 13
ca/8 0673 00 17

-20° t0 +150°C

12 bar G2 0673 00 21

0672 Flow-Control Silencer, Male BSPP

% C Order code

o G1/8 067200 10

R ek G1/4 0672 00 13

| G3/8 067200 17

20° 1o +150°C G1/2 0672 00 21
12 bar

0674 Threaded Silencer, Male BSPP & M5

C Order code
M5 x 0.8 0674 00 19
G1/8 0674 00 10
G1/4 0674 00 13
G3/8 0674 00 17
10° to +80°C G1/2 0674 00 21
10 bar G3/4 0674 00 27
G1 0674 00 34
0677 Silencer, Miniature, BSPP
C Order code
F./
fia Gi/8 0677 00 10
i 2 G1/4 0677 00 13
f G3/8 067700 17
G1/2 0677 00 21
-20° 10 +150°C G3/4 0677 00 27
12 bar G1 0677 00 34

m Hlegris

Legris

Technical specifications of aluminium anodised manifolds

-10°C to +80°C
20 bar max.

0605 Fluoropolymer Tape

Order code

0605 12 12

-250° to +260°C

3311 Female Manifold BSPP & M5

Cc2 C1 C2 Number of  Order code
.,'_'?‘ > . Outlets

- Gi/8 M5x08 7 3311 1910 07
TR G4 Gl/s 2 3311101302
1 G2 cis 3 3311101303
Gi/4  Gi/8 4 3311 10 13 04
Gi/4 Gi/8 5 33111013 05
Gi/4  Gi/8 6 3311101306
Ga/ls  Gi/a 2 33111317 02
Ga/s  Gi/a 3 33111317 03
G3/s  Gi/4 4 3311 1317 04
Ga/ls  Gi/4 5 3311131705
Ga/8  Gi/4 6 3311131706

3313 Double Female Manifold BSPP

co C1 C2 Number of Order code
& QOutlets
w B
A Gi/4 G1/8 2 3313101302
o Gi/4 G1/8 3 3313101303
/ Gi/4 G1/8 4 3313101304
C1 Giia cis 5 3313101305
G3/8 Gi/4 2 3313131702
G3/8 Gi/4 3 3313131703
Ga/8 Gi/4 4 3313131704
Ga/8 Gi/4 5 3313131705
G172 Gi/4 3 3313132103
G172 Gi/4 4 3313132104
G172 Gi/4 5 3313132105

3312 Female Cross Manifold BSPP & M5

C Order code

o | M5 x 0.8 331200 19

L : G1/8 331200 10
5‘ ¥ G1/4 331200 13
— G3/8 331200 17
G1/2 331200 21

Parker Hannifin Corporation
Fluid Connectors Group
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PDE2600PNUK

Parker Pneumatic @ ||-rL)|)‘/;\

LF 3800: Stainless Steel Push-In Fittings -25°C to +150°C

3805 Male Stud, BSPT & M5 30 bar max.
3889 Male Stud Elbow, BSPT

- @D C Order code
5 4 4 M5x08 3805 04 19 @b C Order code
} K 4 R1/8 3805 04 10 4 R1/8 3889 04 10
= f 4 R1/4 380504 13 B 4 R1/4 3889 04 13
N 6 R1/8 3805 06 10 6 R1/8 3889 06 10
6 R1/4 3805 06 13 5 Rz 388906 13
T e _semw R —
5 2378 380508 17 8 R1/4 3889 08 13
0 R1/4 380510 13 20 bar max. 8 R3/8 3889 08 17
10 R38 380510 17 0 Ri/A4 38891013
12 R1/4 38051213 10 R3/8 388910 17
12 R3/8 38051217 12 R1/4 3889 12 13
12 R1/2 3805 12 21 12 R3/8 3889 1217
12 R1/2 3889 12 21
3801 Male Stud, BSPP & M5
3802 Equal Elbow
@D C Order code
«“‘-,I 4 M5x0.8 3801 04 19 oD Order code
4 Gi/8 3801 04 10 e
% 6 M5x08 3801 06 19 e 4 3802 04 00
‘\ : 6  GI/8 3801 06 10 =iy ‘}r’ g ggg; gg gg
6 G1/4 3801 06 13 J 0 3802 10 00
8 Gi/8 3801 08 10 ’ 1 3802 12 00
8 G1/4 3801 08 13
8 Ga/8 380108 17
10 Gi/4 380110 13 3804 Equal Tee
10 G378 3801 10 17
12 G1/4 38011213 @b Order code
12 G3/8 3801 12 17 N : 4 3804 04 00
} 6 3804 06 00
3879 Male Stud Elbow, BSPP & S 8 3804 08 00
*\ﬁ\v 10 3804 10 00
oo © Order code W 12 3804 1200
- 4 Gi1/8 387904 10
2 G1/a 3879 04 13 3806 Equal Straight Union
6 Gi/8 3879 06 10
6 G1/4 3879 06 13 @D Order code
8 G1/8 3879 08 10 F\\‘, " 4 3806 04 00
20 bar max. 8 G1/4 387908 13 = _ﬂ B 3806 06 00
8 G3/8 387908 17 8 3806 08 00
10 G1/4 387910 13 10 3806 10 00
10 G3/8 38791017 12 3806 12 00
12 G1/4 38791213
- s 3866 Plug-In Reducer
: 2D1 @D1 @D2 Order code
3816 Equal Bulkhead Union o~
-?“:ﬁ,_ 4 6 3866 04 06
Y @D Order code - F? 4 8 3866 04 08
L : . 3616 04 00 Lo 6 8 3866 06 08
- g op2 6 10 3866 06 10
\’x 6 3816 06 00 8 10 3866 08 10
» 180 gg:g :’g gg 8 12 3866 08 12
al
N ess - 3816 12.00 10 12 3866 10 12
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Parker Pneumatic Legris

Stainless Steel Function Fittings

7810 Flow Regulator, threaded, 7899 Quick Exhaust Valve, Double Female,
BSPP - exhaust (A) BSPP
. C1 Order code - C o Order code
m\h” M5 x 0.8 781019 19 #il L G1/8 7 7899 00 10
Sl G1/8 7810 10 10 }~ ’f G1/4 7 7899 00 13
G1/4 7810 13 13 G3/8 9 7899 00 17
G3/8 781017 17 b G1/2 12 7899 00 21
G1/2 7810 21 21 -10° to +120°C (1/8,1/4) G3/4 18 7899 00 27
0°to +70°C -20° to +180°C (3/8,1") G1 18 7899 00 34
1 to 10 bar 2to 10 bar
7812 Flow Regulator, threaded,
BSPP - bi-directional (C) 0682 Threaded Silencer, Male BSPP
p C1 Order code C Order code
1«.-.‘ M5 x 0.8 78121919 G1/8 0682 00 10
G1/8 781210 10 G1/4 0682 00 13
G1/4 78121313 - G3/8 068200 17
G3/8 781217 17 G1/2 0682 00 21
0° to +70°C G1/2 781221 21 -20° to +180°C G3/4 0682 00 27
11010 bar 12 bar max. Gl 0682 00 34

7820 Flow Regulator, In-line, threaded
connections BSPP, one way adjust (A)

) C e Order code

:ﬂy Gis 7 7820 00 10

= _-’ G4 7 7820 00 13

G389 7820 00 17

1804 120°C Gl 12 7820 00 21
0 16 bar

7822 Flow Regulator, In-line, threaded
connections BSPP, bi-directional (C)

a‘ c & Order code
. Ty a8 7 7822 00 10
5% G4 7 7822 00 13
G389 7822 00 17

-15° to +120°C
oo G2 12 7822 00 21

4890 Non-Return Valve, Female-Female, BSPP

C & Order code

G1/8 10 4890 10 10

G1/4 10 4890 13 13

G3/8 15 4890 17 17

G1/2 15 4890 21 21

SO 10 4 180°C ca/4 20 4890 27 27
- ’ O + ° 1

0,5 1o 40 bar G1 25 4890 34 34

. Parker Hannifin Corporation
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Parker Pneumatic Legris

-20°C to +180°C

Stainless Steel Accessories 150 bar max.
1843 Equal Elbow, Female BSPP 1864 Male NPT to Female BSPP Adaptor
C Order code C1 Cc2 Order code

Gi/8 184310 10 1/8  G1/8 1864 11 10
G1/4 184313 13 114  Gl/4 1864 14 13
G3/8 184317 17 3/8  G3/8 1864 18 17
G1/2 1843 21 21 12 G2 1864 22 21
G3/4 1843 27 27
G1 1843 34 34

1844 Equal Male Stud Elbow, BSPT, female BSPP 1867 Male BSPT to Female NPT Adaptor

C1 C2 Order code C1 Cc2 Order code
R1/8 G1/8 1844 10 10 R1/8 1/8 1867 10 11
R1/4 G1/4 1844 13 13 R1/4 1/4 1867 13 14
R3/8 G3/8 184417 17 R3/8 3/8 1867 17 18
Ri2  G1/2 1844 21 21 R1/2 1/2 1867 21 22
R3/4 G3/4 1844 27 27
R1 G1 1844 34 34

1863 Reducer BSPT to Female BSPP

1845 Equal Tee, Triple Female, BSPP

C1 C2 Order code
c Ordor cod R1/4  Gi1/8 1863 13 10
raer code R3/8  G1/8 1863 17 10
Gi1/8 184510 10 4 R3/8  G1/4 1863 17 13
G1/4 184513 13 Ri/2  Gi1/4 186321 13
G3/8 184517 17 R1/2  G3/8 1863 21 17
G1/2 184521 21 R3/4  G1/2 1863 27 21
G3/4 184527 27 R1 G3/4 1863 34 27

G1 1845 34 34

1823 Tailpiece Adaptor for Rubber Hose,
1855 Double Female Sleeve, BSPP Male BSPT
C Order code @D C Order code
G1/8 1855 10 10 7 R1/8 1823 07 10
G1/4 1855 13 13 7 R1/4 1823 07 13
G3/8 1855 17 17 . 10 R1/4 1823 10 13
G1/2 1855 21 21 10 R3/8 1823 10 17
G3/4 1855 27 27 13 R3/8 1823 13 17
G1 1855 34 34 16 R1/2 1823 16 21
1817 Bulkhead Adaptor, BSPP 0285 Plug, Internal Hexagon Headed, BSPT

C Order code : C Order code
G1/8 181700 10 R1/8 0285 10 00
G1/4 1817 00 13 R1/4 0285 13 00
G3/8 1817 00 17 R3/8 0285 17 00
G1/2 1817 00 21 R1/2 0285 21 00
G3/4 1817 00 27 R3/4 0285 27 00
G1 1817 00 34 R1 0285 34 00
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PDE2600PNUK

Parker Pneumatic Legris
. . -40°C to +100°C
Pneumatic Tubing 50 bar max.
1025P Semi-Rigid Polyamide Tubing, 25 m Rolls 1010P Multitube Semi-Rigid Polyamide
o.d. tubing i.d. tubing R minimum bend Order code o.d. PVC o.d. xi.d. R minimum bend Number Order code
mm mm radius for tube at sheath semirigid radius at 20°C  of tubes
ambient temp. mm nylon mm
Inmm mm
3 1.8 6 1025P03 00 18 [] 13.5 4x2.7 35 4 1010P04 00MO04 i
4 2.7 10 1025P04 00 27 [] 16 4x27 45 7 1010P04 00M07 il
4 2.7 10 1025P04 01 27 1 18.5 6x4 55 4 1010P06 00M04 Il
4 2.7 10 1025P04 02 27 Il 22 6x4 60 7 1010P06 00MO7 |
4 2.7 10 1025P04 03 27 I 19.2 8x6 45 2 1010P08 00MO02
4 2.7 10 1025P04 04 27 [
4 2.7 10 1025P04 05 27 []
4 2.7 10 1025P04 06 27 [
s 1S 10aR0e%0 3§ 1100P Semi-Rigid Polyamide Tubing,100 m Rolls
6 4 15 1025P06 02 Il
6 4 15 1025P06 03
6 4 15 1025P06 04 [
6 4 15 1025P06 05 [J
6 4 15 1025P06 06 LI
8 6 25 1025P08 00 [
8 6 25 1025P08 01 NI
8 6 25 1025P0802 e — oo Ord "
3 6 o5 1025P08 03 l O. .erln Ing I. .mumlng rag;:jr;";’;{Tubgnat rder code
8 6 25 1025P08 04 [ ambient temp.
8 6 25 1025P08 05 [ in mm
8 6 25 1025P08 06 [ 4 2.7 10 1100P04 00 27 [J
10 7.5 42 1025P10 00 75 [ 4 27 10 1100P04 01 27
10 7.5 42 1025P10 01 751 4 2.7 10 1100P04 02 27 Il
10 7.5 42 1025P10 04 75 [l 4 2.7 10 1100P04 03 27 I
12 9 47 1025P12 00 09 [J 4 2.7 10 1100P04 04 27 [I
12 9 47 1025P1201 09l 4 2.7 10 1100P04 05 27 []
12 9 47 1025P1204 09 [ 4 2.7 10 1100P04 06 27 [
14 11 80 1025P14 00 11 [J 6 4 15 1100P06 00 []
14 11 80 1025P14 01 11 11 6 4 15 1100r0601 11
14 11 80 1025P14 04 11 [ 6 4 15 1100P06 02
16 13 90 1025P16 04 13 [ 6 4 15 1100P06 03 N
6 4 15 1100P06 04 [
2005P-2010P Semi-rigid Polyamide, 6 4 15 1100P06 05 [
500m & 1000m Reels 6 4 15 1100P06 06 [
8 6 15 1100P08 00  []
o.d. tubing i.d. tubing R minimum bend Order code 8 6 15 1100P08 01 [ ]
mm e o uboat 8 6 15 11000802 I
in mm 8 6 15 1100P0803
4 07 10 2010P04 00 27 [] 8 6 15 1100p08 04 [
4 27 10 2010P04 01 27 i 8 6 15 1100P0805  []
4 27 10 2010P04 04 27 I 8 6 15 1100P08 06 {1
5 7} T 2010P06 00 [] 10 7.5 42 1100P10 00 75 []
6 2 T 2010p0601 1 10 7.5 42 1100P10 01 75 il
A 2 5 2010P06 04 [ 10 7.5 42 1100P1004 75 [l
g 5 o5 2005P0800 [J 12 9 42 1100P12 00 09 ]
5 5 5 20050801 Il 12 9 47 1100P12 01 09
5 6 %5 20050804 [ 12 9 47 1100P12 04 09 [l
0 5 50 2005P1000 [] 14 12 116 1100P1400 [
0 8 = 2005P1001 Il 14 12 116 1100P1401 I
0 g = 20051004 [ 14 12 116 1100P1404 [
Parker Hannifin Corporation
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PDE2600PNUK
Parker Pneumatic Legris

. . -40°C to +100°C
Pneumatic Tubing 50 bar max. (vacuum 755mHg)

Fireproof High Resistant Polyamide Tubing

o.d. tubing i.d. tubing R minimum bend Order code
mm mm radius for tube at
ambient temp.
in mm
Length: 100 m

4 2 17 1100P04R00 []
4 2 17 1100P04R01 U
4 2 17 1100P04R04 [
6 4 29 1100PO6R00 []
6 4 29 1100P06R03 I
6 4 29 1100P06R04 [
8 6 40 1100P08R0O0 []
8 6 40 1100P08RO1 N
8 6 40 1100P08R04 [
10 8 77 1100P10R00 []
10 8 77 1100P10R01 I
10 8 77 1100P10R04
12 10 92 1100P12R00 []
12 10 92 1100P12R01 I
12 10 92 1100P12R04 [

1025U Anti-Spark Single Layer Polyurethane 2005U-2010U Polyurethane Tubing,

Tubing, 25 m Rolls 500m & 1000m Reels
o.d. tubing i.d. tubing R minimum Order code o.d. tubing i.d.tubing Minimum bend  Order code
C mm mm  bend radius for mm mm radius for tube
0
tube at 20°C at ambient temp.
in mm :
in mm
4 2.5 12 1025U04K01 i Polyester Polyether
g 545 ;2 :gz:xggﬁg: : 4 2.5 12 1010U04R08
10 7 %5 1025010K01 | 4 2.7 12 2010U04 01
2 3 v 1025U12K01 4 2.7 12 2010U04 04
i 6 4 15 2010U06R08
6 4 15 2010U06 01
6 4 15 2010U06 04
8 5.5 20 2005U08R08
8 5.5 20 2005U08 01
8 5.5 20 2005U08 04
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Parker Pneumatic

Pneumatic Tubing

1025U Flexible Polyurethane Tubing, 25 m Rolls

Legris

-20°C to +70°C
12 bar max.

1100U Flexible Polyurethane Tubing, 100m Rolls

o.d. tubing i.d. tubing  Minimum bend Order code o.d. tubing i.d. tubing  Minimum bend Order code
mm mm radius for tube at mm mm radius for tube at
ambient temp. ambient temp.
in mm inmm

Polyester  Polyether Polyester  Polyether
4 2.5 10 1025U04 01 [ | 4 2.5 10 1100U04 01 [ |
4 2.5 10 1025U04 02 [ | 4 2.5 10 1100U04 02 [ |
4 2.5 10 1025U04 03 ] 4 2.5 10 1100U04 03 ]
4 2.5 10 1025U04 04 o 4 2.5 10 1100U04 04 B
4 2.5 10 1025U04 05 O 4 2.5 10 1100U04 05 0
4 2.5 10 1025U04 06 0 4 2.5 10 1100U04 06 0
4 2.5 12 1025U04R08 4 2.5 12 1100U04R08
6 4 15 1025U06 01 [ | 6 4 15 1100U06 01 [ |
6 4 15 1025U06 02 [ | 6 4 15 1100U06 02 [ |
6 4 15 1025U06 03 [ | 6 4 15 1100U06 03 [ |
6 4 15 1025U06 04 ] 6 4 15 1100U06 04 0
6 4 15 1025U06 05 0 6 4 15 1100U06 05 0
6 4 15 1025U06 06 0 6 4 15 1100U06 06 0
6 4 15 1025U06R08 6 4 15 1100U06R08
8 5.5 20 1025U08 01 [ | 8 5.5 20 1100U08 01 [ |
8 5.5 20 1025U08 02 [ | 8 5.5 20 1100U08 02 [ |
8 5.5 20 1025U08 03 ] 8 5.5 20 1100U08 03 ]
8 5.5 20 1025U08 04 o 8 5.5 20 1100U08 04 |
8 5.5 20 1025U08 05 O 8 5.5 20 1100U08 05 0
8 5.5 20 1025U08 06 0 8 5.5 20 1100U08 06 0
8 5.5 20 1025U08 R08 8 5.5 20 1100U08R08
10 7 25 1025U10 01 [ | 10 7 25 1100U10 01 [ |
10 7 25 1025U10 04 ] 10 7 25 1100U10 04 ]
10 7 25 1025U10 R08 10 7 25 1100U10R08 E|
12 8 35 1025U12 01 [ | 12 8 35 1100U12 01 [ |
12 8 35 1025U12 04 0 12 8 35 1100U12 04 |
12 8 35 1025U12R08 12 8 35 1100U12R08
14 9.5 45 1025U140195 11 14 9.5 45 1100U140195 11
14 9.5 45 1025U14 0495 [ 14 9.5 45 1100U14 04 95 [I
14 9.5 45 1025U14R08 95 [1 14 9.5 45 1100U14R08 95
16 11 45 1025U16R08 11 16 11 45 1100U16R08 11
16 11 45 1025U16 0111 NI 16 11 45 1100ui601 11 1
16 11 45 1025U16 0211 i 16 11 45 1100U16 0211 N
16 11 45 1025U16 0311 [ 16 11 45 1100U16 0311 I
16 11 45 1025U16 0411 [ 16 11 45 1100U16 0411 [l
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Parker Pneumatic Legris

Pneumatic Tubing -40°C to +95°C

16 bar max.
1100U Anti-Static Polyurethane Tubing 1015Y..F Advanced Polyethylene (APE) Tubing
Drum 150 m
Resistivity: 103 to 106 Q)
o.d. tubing i.d. tubing R minimum Order code
mm mm  bend radius for o.d.tubing i.d.tubing Minimum bend Order code
tube at 20°C mm mm radius for tube at
Inmm ambient temp.
3 1.8 10 1100U03A01 I Inmm
Polyethylene
4 2.5 12 1100U04A01 1 . 5 16 1015Y04F00
6 4 15 1100u06A01 I 4 2.5 16 1015Y04F01
10 7 35 1100U10A01 4 2.5 16 1015Y04F03
12 45 1100U12A01 I 4 2.5 16 1015Y04F04
4 2.5 16 1015Y04F05
4 25 16 1015Y04F10
1420U Flexible Polyurethane Twin Tubing 6 4 32 1015Y06F00
6 4 32 1015Y06F01
4 1015Y06F02
o.d. tubing i.d. tubing R minimum Order code g 7 gg 1812Y82Fg3
ﬁ"a’l S mm mm bend radius for
e tube at 20°C 6 4 32 1015Y06F04
inmm 6 4 32 1015Y06F05
4 2.5 12 1420U04 11 | 6 4 32 1015Y06F10
¢ 2 1420U0444 I R 0 fotsvosrot
4 2.5 12 1420004 41 :
5 2 i 1220006 11 i 8 5.75 40 1015Y08F02
l 8 5.75 40 1015Y08F03
6 4 15 1420006 44 1[I 8 5.75 40 1015Y08F04
6 4 15 1420006 41 I 8 5.75 40 1015Y08F05
8 5.5 20 1420008 11 || 8 5.75 40 1015Y08F10
8 55 20 1420008 44 I 10 7 40 1015Y10F00
8 5.5 20 1420008 41 1l 10 ’ 40 1015Y10F01
10 7 40 1015Y10F02
10 7 40 1015Y10F03
10 7 40 1015Y10F04
10 7 40 1015Y10F05
10 7 40 1015Y10F10
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Parker Pneumatic Legris - PE Tubing

1030Y..F Advanced Polyethylene (APE) Tubing 1096Y..F Advanced Polyethylene (APE) Tubing

Drum 300 m Drum 250 m
o.d. tubing i.d. tubing  Minimum bend Order code o.d. tubing i.d. tubing  Minimum bend Order code
mm mm radius for tube at inch inch radius for tube at
ambient temp. ambient temp.
inmm inmm
Polyethylene Polyethylene
4 2.5 16 1030Y04F00 1/2 0.375 1.96 1096Y62F00
4 2.5 16 1030Y04F01 W 1/2 0.375 1.96 1096Y62F01
4 2.5 16 1030Y04F02 [ 1/2 0.375 1.96 1096Y62F02
4 2.5 16 1030Y04F03 [ 1/2 0.375 1.96 1096Y62F03
4 2.5 16 1030Y04F04 [ 1/2 0.375 1.96 1096Y62F04
4 2.5 16 1030Y04F05 [] 1/2 0.375 1.96 1096Y62F05
4 2.5 16 1030Y04F10 1/2 0.375 1.96 1096Y62F10
6 4 32 1030Y06F00
6 4 32 1030Y06F01 .
5 2 5 1030Y06F02 B 1098Y..F Advanced Polyethylene (APE) Tubing
6 4 32 1030Y06F03 [
6 4 32 1030Y06F04 [ Drum 500 m
6 4 32 1030Y06F05 []
6 4 32 1030Y06F10 [
1075Y..F Advanced Polyethylene (APE) Tubing o.d. tubing i.d.tubing Minimum bend Order code
inch inch radius for tube at
Drum 75 m amﬁ:e;trgemp.
) Polyethylene
1/4 0.170 0.78 1098Y56F00
1/4 0.170 0.78 1098Y56F01
1/4 0.170 0.78 1098Y56F02
0.d. tubing i.d.tubing Minimum bend Order code 174 0.170 0.78 1098Y56F03
mm mm radius for tube at 1/4 0.170 0.78 1098Y56F04
ambient temp. 1/4 0.170 0.78 1098Y56F05
Polyethylens 1/4 0.170 0.78 1098Y56F10
/. .2 1.1 1098Y60F00
12 9 55 1075Y12F00 S/ 0.250 8
3/8 0.250 1.18 1098Y60F01
12 9 55 1075Y12F01
3/8 0.250 1.18 1098Y60F02
12 9 55 1075v12F02 1 3/8 0.250 1.18 1098Y60F03
12 o 55 1075Y12F03 3/8 0.250 1.18 1098Y60F04
12 9 55 1075Y12F04 [ 3/8 0.250 118 1098Y60F05
12 9 55 1075Y12F05 [ a/8 0.250 118 1098Y60F10
12 9 55 1075Y12F10
14 11 75 1075Y14F00 .
16 13 95 1075Y16F00 1099Y..F Advanced Polyethylene (APE) Tubing
Drum 1000 m
o.d. tubing i.d. tubing  Minimum bend Order code
inch inch radius for tube at
ambient temp.
inmm
Polyethylene
1/4 0.170 0.78 1099Y56F00
1/4 0.170 0.78 1099Y56F01
1/4 0.170 0.78 1099Y56F02
1/4 0.170 0.78 1099Y56F03
1/4 0.170 0.78 1099Y56F04
1/4 0.170 0.78 1099Y56F05
1/4 0.170 0.78 1099Y56F10
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Parker Pneumatic Legris

Pneumatic Tubing
PFA Tubing PFA Tubing

-196°C to +260°C
36 bar max. (vacuum 755mHg)

——— ———

o.d. tubing i.d. tubing R minimum bend Order code

Length: 100 m

mm mm radius for tube at

ambient temp. 4 2 12 1100T04P00 []

Length: 10 m 6 4 34 1100T06P00 [J

8 6 60 1100T08P00 []

4 2 12 1010T04P00_[J 10 8 95 1100T10P00_[]

4 2 12 1010104401 1 12 9 120 1100T12P00_[]
4 2 12 1010T04P12 N
4 2 12 1010T04P13 I
4 2 12 1010T04P14 [
6 4 34 1010TO6P00 []
6 4 34 1010T06A01 N
6 4 34 1010TO6P12 [
6 4 34 1010TO6P13 I
6 4 34 1010TO6P14 [I
8 6 60 1010T08P00 []
8 6 60 1010T08A01 1
8 6 60 1010T08P12
8 6 60 1010T08P13
8 6 60 1010T08P14 [
10 8 95 1010T10P00 []
12 9 120 1010T12P00 []

Length: 50 m

4 2 12 1050T04P00 [
4 2 12 1050T04A01 N
4 2 12 1050T04P12
4 2 12 1050T04P13 I
4 2 12 1050T04P14 [I
6 4 34 1050T06P00 []
6 4 34 1050T06A01 N
6 4 34 1050TO6P12 I
6 4 34 1050T06P13 [
6 4 34 1050T06P14 [I
8 6 60 1050T08P00 []
8 6 60 1050T08A01 1
8 6 60 1050T08P12 I
8 6 60 1050T08P13 I
8 6 60 1050T08P14 [
10 8 95 1050T10P00 []
12 9 120 1050T12P00 []
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PDE2600PNUK
Parker Pneumatic

Pneumatic Tubing

1005T Fluoropolymer FEP 140 Tubing, 5m Rolls

-40°C to +150°C
28 bar max.

o.d. tubing i.d. tubing R minimum bend Order code

mm mm radius for tube at
ambient temp.
in mm
4 2.5 40 1005T04 00 25
6 4 50 1005T06 00
8 6 70 1005T08 00
10 8 120 1005T10 00
12 10 180 1005T12 00

1025T Fluoropolymer FEP 140 Tubing, 25m Rolls

-40°C to +150°C

Legris
-20°C to +70°C
10 bar max.
1462U Polyurethane Recoil Tubing,
without connectors 6 m long
_mmmmwwy,  0.d. tubing i.d. tubing Order code
- =3 J mm mm
8 5 1462U08 04
10 7 1462U10 04
12 8 1462U12 04

0694 Instant Fitting, with protection spring,
BSPP

@D C Order code
8 G1/4 0694 08 13
10 G1/4 0694 10 13
12 G3a/8 0694 12 17

1470U Polyurethane Recoil Tubing,
2 m long, with Threaded Stem BSPT Thread

o.d.tubing i.d.tubing BSPT Order code
28 bar max. e mm mm thread
8 5 Ri/4 1470008 03 13 Ol
o.d. tubing i.d. tubing R minimum bend Order code 8 5 R1/4 1470U08 04 13 [
mm mm radius for tube at 8 5 R1/4 1470U08 05 13 ]
ambient temp.
in mm
4 25 40 10257040025 1471U Polyurethane Recoil Tubing,
° 2 0 102510800 gmi ith Threaded Stem BSPT Thread
8 6 70 1025T08 00 m long, wi reade em rea
10 8 120 1025T10 00
12 10 180 1025T12 00 o.d. tubing i.d.tubing BSPT Order code
e~ mm mm thread
8 5 R1/4 14710080313
1460U Polyurethane Recoil Tubing, 8 5 R1/4 1471008 04 13 I
without connectors, 2 m long 8 5 R1/4  1471U08 05 13 []
J o.d. tubing i.d. tubing Order code . .
~_ J mm mm 1472U Polyurethane Recoil Tubing,
8 5 1460u08 02 6 m long, with Threaded Stem BSPT Thread
10 7 1460U10 04
12 8 1460U12 04 o.d.tubing i.d.tubing BSPT Order code
g mm mm thread
8 5 R1/4  1472U08 0313 il
1461U Polyurethane Recoil Tubing, 8 5 R1/4 1472008 04 13 [
without connectors, 4 m long 8 5 R1/4  1472U08 0513 []
= o.d. tubing i.d. tubing Order code
- i) J mm mm
8 5 1461U08 04
10 7 1461U10 04
12 8 1461U12 04
. Parker Hannifin Corporation
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Parker Pneumatic

Pneumatic Tubing

1040H Self-Fastening Hose, in 40m rolls

-20°C to +100°C
16 bar max.

& DN i.d. tubing R minimum bend  Order code
mm radius at
20°C (mm)
1/4 6.3 60 1040H56 02
1/4 6.3 60 1040H56 03
3/8 9.5 70 1040H60 02
3/8 9.5 70 1040H60 03
1/2 12.7 120 1040H62 02
1/2 12.7 120 1040H62 03
5/8 15.9 140 1040H66 02
5/8 15.9 140 1040H66 03
3/4 19.1 170 1040H69 02
3/4 19.1 170 1040H69 03

1080H Self-Fastening Hose, in 80m rolls

-20°C to +100°C
16 bars max.

& DN i.d. tubing R minimum bend Order code
mm radius at
20°C (mm)
5/8 15.9 140 1080H66 02
5/8 15.9 140 1080H66 03
3/4 10.1 170 1080H69 02
3/4 19.1 170 1080H69 03

1100H Self-Fastening Hose, in 100m rolls

-20°C to +100°C
16 bar max.

& DN i.d. tubing R minimum bend  Order code
mm radius at
20°C (mm)
1/4 6.3 60 1100H56 02
1/4 6.3 60 1100H56 03
3/8 9.5 70 1100H60 02
3/8 9.5 70 1100H60 03
1/2 12.7 120 1100H62 02
1/2 12.7 120 1100H62 03

m Hlegris

Legris
1025V Braided PVC Hose, 25 m Rolls
o.d. tubing i.d. tubing R minimum Order code
- mm mm bend radius for
N tube at 20°C
e— in mm
8 4 10 1025V08 00 04
-20° to +70°C
15 bar 11 6 12 1025V11 00 06
13 7 14 1025V13 00 07
| 14 8 16 1025V14 00 08
[ | 16 10 25 1025V16 00 10
] 18 12 30 1025V18 00 12
[ | 23 15 40 1025V23 00 15
: 26 19 60 1025V26 00 19
]
[ |
g 3000 Tube Cutter
[ |
Order code
3000 71 00
3000 71 11 Tube Cutter
“‘\\\ Order code
] e
|
l - -
Clip Strips for Tubes
@D Order code
4 CLIP 04 00
6 CLIP 06 00
8 CLIP 08 00
10 CLIP 10 00
12 CLIP 12 00
14 CLIP 14 00
|
[ |
]
[ |
]
[ |
Parker Hannifin Corporation
Fluid Connectors Group
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Parker Pneumatic Legris
Safety Couplers & Probes -20°C 10 +60°C
. 16 bar max.
Passage 5,5mm - ISO B6 profile ISO 4414
9405U Male Body, BSPP 9087U Male Thread, BSPP
C Order code C Order code
f i -
R1/4 9405U06 13 G1/4 9087U06 13
R3/8 9405U06 17 N vt G1/8 9087U06 17
R1/2 9405U06 21 G1/2 9087U06 21
9414U Female Body, BSPP 9086 Female Thread, BSPP
C Order code = “‘H:..‘ C Order code
' G1/4 9414U06 13 ~ ~g S~ G1/4 0086 22 13
G3/8 9414U06 17 w Sy G3/8 9086 23 17
G1/2 9414U06 21 Sy oW ) G1/2 9086 23 21
9421U with Hosetail 9094U with Hosetail
@D Order code - @D Order code
6 9421U06 06 6 9094U06 06
8 9421U06 08 8 9094U06 08
10 9421U06 10 10 9094U06 10

9416U Female Body, Panel Mountable, BSPP 9080U with LF3000 Outlet & Protection Spring

C Order code @D Order code
G1/4 9416U06 13 8 9080U06 08
10 9080U06 10

9410U with LF3000 Outlet & Protection Spring

@D Order code
. 8 9410U06 08
10 9410U06 10

9440U Female Y Body, BSPP

C Order code
G3/8 9440U06 17

’7

. Parker Hannifin Corporation
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Parker Pneumatic Legris
Safety Couplers & Probes -20°C to +60°C
. 16 bar max.
Passage 8mm - ISO B8 profile ISO 4414
9405U Male Body, BSPT 9087U Male Thread, BSPP
: C Order code C Order code
|F ¢ T Ty
R1/4 9405U08 13 G1/4 9087U08 13
; R3/8 9405U08 17 G3/8 9087U08 17
R1/2 9405U08 21 ) G1/2 9087U08 21
9414U Female Body, BSPP 9086 Female Thread, BSPP
C Order code _""" \-,_Hﬂ"-" C Order code
: Gi/4 9414U08 13 g g Tt Gi/4 9086 30 13
G3/8 9414U08 17 W Ny G3/8 9086 30 17
G1/2 9414008 21 S/ ~ o G1/2 9086 30 21
9421U with Hosetail 9094U with Hosetail
@D Order code - @D Order code
8 9421U08 08 8 9094U08 08
10 9421U08 10 10 9094U08 10
13 9421U08 13 13 9094U08 13

9416U Female Body, Panel Mountable, BSPP 9080U with LF3000 Outlet & Protection Spring

C Order code @D Order code
G3/8 9416U08 17 10 9080U08 10
12 9080U08 12

9410U with LF3000 Outlet & Protection Spring

@D Order code
v 10 9410U08 10
12 9410U08 12

9440U Female Y Body, BSPP

C Order code
G1/2 9440U08 21

b
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Parker Pneumatic Legris
Safety Couplers & Probes -20°C to +60°C
16 bar max.
Passage 7,2mm - EURO Interchange 1SO 4414
9401E Male Body, BSPP 9087E Male Thread, BSPP
a C Order code C Order code
G1/4 9401E07 13 G1/4 9087E07 13
G3/8 9401E07 17 s Ga/8 9087E07 17
G1/2 9401E07 21 G1/2 9087E07 21
9414E Female Body, BSPP 9086 Female Thread, BSPP
C Order code _""" wq.;__-.' C Order code
G1/4 9414E07 13 R g T G1/4 9086 25 13
G3/8 9414E07 17 WSy Ga/8 9086 25 17
G1/2 9414E07 21 o/ w = Gi1/2 9086 25 21
9421E with Hosetail 9094E with Hosetail
@D Order code - @D Order code
8 9421E07 08 8 9094E07 08
10 9421E07 10 10 9094E07 10
13 9421E07 13 13 9094E07 13

9416E Female Body, Panel Mountable, BSPP 9080E with LF3000 Outlet & Protection Spring

C Order code @D Order code
G3/8 9416E07 17 10 9080E07 10
12 9080E07 12

9410E with LF3000 Outlet & Protection Spring

@D Order code
y 10 9410E07 10
12 9410E07 12

9440E Female Y Body, BSPP

C Order code
G1/2 9440E07 21

’7
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Parker Pneumatic Legris
Safety Couplers & Probes -20°C 10 +60°C
16 bar max.
Passage 5,5mm - ARO Interchange ISO 4414
9401A Male Body, BSPP 9087A Male Thread, BSPP
C Order code —_ C Order code
' G1/4 9401A06 13 ' G1/4 9087A06 13
Ga/8 9401A06 17 Ga/8 9087A06 17
G1/2 9401A06 21 G1/2 9087A06 21
9414A Female Body, BSPP 9086 Female Thread, BSPP
C Order code ' wcw C Order code
G1/4 9414A06 13 ~ ~g N G1/4 9086 22 13
Ga/8 9414A06 17 W Ny G3/8 9086 22 17
G1/2 9414A06 21 Sy oW > G1/2 9086 22 21
9421A with Hosetail 9094A with Hosetail
: @D Order code @D Order code
6 9421A06 06 6 9094A06 06
8 9421A06 08 8 9094A06 08
10 9421A06 10 10 9094A06 10

9416A Female Body, Panel Mountable, BSPP

C Order code
‘ Gi/4 0416A 06 13

9080A with LF3000 Outlet & Protection Spring

@D Order code
8 9080A06 08
10 9080A06 10

9410A with LF3000 Outlet & Protection Spring

@D Order code
v 8 9410A06 08
9410A06 10

10

9440A Female Y Body, BSPP

: C Order code
” Ga/8 9440A06 17

m Hlegris
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Parker Pneumatic Legris
Blowguns & Nozzles -15°C 10 +50°C
10 bar max.
0653 Flow Reducer «Energy Saving» Blowgun, OSHA & CE
lower connection
C Order code
G1/4 0653 66 13 0690 Standard Nozzle
@D C Order code
0659 Standard Blowgun, with angled nozzle, e ] ,} 25 Mi2x1,25 0690 0100
BSPP .
=78 © Orderced® 0690 Long Straight Tube Nozzle
? ‘ G1/4 0659 00 13
Y | @D C Order code
\ 25 M12x1,25 0690 03 00
0656 Progressive Control, lower connection,
BSPP
— 0690 Air Screen Nozzle
C Order code
G1/4 0656 66 13 @D c Order code

=

2 M12x1,25 0690 09 00

0652 Progressive Control, lower connection,
BSPP

0623 Lever Operated Air Gun
C Order code with Removable Nozzle

G1/4 0652 66 13 oD c Order code

2 G1/4 0623 10 35

=

0654 Safety Blowgun, with angled nozzle,
BSPP

0690 Long-Angled Tube Nozzle
C Order code

G1/4 0654 00 13 @D C Order code
2.5 Mi12x1,25 0690 05 00

=\

0657 Progressive Control, upper connection,
BSPP 0690 Coenda Effect Nozzle

C Order code : C Order code

G1/4 0657 66 13 M12x 1,25 0690 08 00

=

0655 Progressive Control, upper connection,
BSPP 0690 Booster Nozzle

C Order code
G1/4 0655 66 13

@D C Order code
25 M12x1,25 0690 10 00

=
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Parker Pneumatic

Blowgun Kits

Includes:
- A blowgun
- Recoil tubing (4 m long), external @ 8 mm

- G1/4" male thread connector adapted to coupler

Kits are packaged in individual plastic bags.

0631 00 01
Safety Blowgun Kit, lower connection

C Order code
G1/4 0631 00 01

0631 00 23

Flow Reducer «Energy Saving» Blowgun Kit,
lower connection

— C Order code

G1/4 0631 00 23

0631 00 03
Short Nozzle Blowgun Kit, lower connection
C Order code
G1/4 0631 00 03

Legris
0631 00 07
Interchangeable Nozzle Blowgun Kit,
lower connection
C Order code
G1/4 0631 00 07

0631 00 05
Angled Nozzle Blowgun Kit, lower connection
C Order code
G1/4 0631 00 05

0631 00 09
Standard Blowgun Kit, lower connection

C Order code
G1/4 0631 00 09

Parker Hannifin Corporation
Fluid Connectors Group
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Parker Pneumatic

Pneumatic Ball Valves & Action Valves

7913 Mini Ball Valves, 3/2 version, with vent,

with push-in connection

@D Order code
4 7913 04 00
6 7913 06 00
8 7913 08 00
10 7913 10 00
12 7913 12 00

7914 Mini Ball Valves 3/2 version, with vent,
with BSPP thread & push-in connection

@b C Order code
6 G1/8 7914 06 10
8 G1/4 7914 08 13
10 G3/8 791410 17
12 G1/2 7914 12 21
7910 Mini Ball Valves, 2/2 version,
with push-in connection
@D Order code
4 7910 04 00
6 7910 06 00
8 7910 08 00
10 7910 10 00
12 7910 12 00

7911 Mini Ball Valves, 2/2 Version with BSPP
thread & push-in connection

@D C Order code
6 G1/8 7911 06 10
8 G1/4 7911 08 13
10 G3/8 791110 17
12 G1/2 791112 21
0492 Double Female
C DN Order code
G1/4 4 0492 04 13
< G1/4 4 0492 04 13 64
G3/8 7 0492 07 17
20° to +80°C G1/2 10 0492 10 21
12 bar G3/4 13 0492 13 27

Legris
0491 Male & Female, BSPP
C DN Order code
G1/4 4 0491 04 13
G1/4 4 0491 04 13 64
G378 7 0491 07 17
“20° 10 +80°C G1/2 10 0491 10 21
12 bar G3/4 13 0491 13 27
0402 Standard In-Line Ball Valve -
Double Female, BSPP
C DN Order code
G1/8 4 0402 04 10
G1/8 7 0402 07 10
G1/4 7 0402 07 13
G3/4 10 040210 17
G1/2 13 0402 13 21
20° 1o +80°C G3/4 20 0402 20 27
40 bar G1” 23 0402 23 34
0401 Standard In-Line Ball Valve,
Male Female BSPP
@D C Order code
4 G1/8 040104 10
7 G1/4 0401 07 13
10 G3/8 0401 10 17
13 G1/2 0401 13 21
_200 tO +BODC 18 63/4 0401 18 27
40 bar 23 G1” 0401 23 34
4902 In-Line Ball Valves,
Fluoropolymer Series, BSPP
C DN PN Order code
G1/4 10 30 4902 10 13
G3/8 10 30 4902 10 17
G1/2 15 30 4902 15 21
G3/4 20 30 4902 20 27
G2.1/225 30 4902 25 34
G2.1/232 30 4902 32 42
G2.1/2 40 30 4902 40 49
G2.1/250 30 4902 50 48
G2.1/2 65 30 4902 65 47
00° to 1130°C G3" 80 30 4902 80 46
30 bar G4 100 30 4902 01 45

m Hlegris
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Parker Pneumatic Legris

Pneumatic Ball Valves & Action Valves

0439 Lockable Ball Valves, Double Female

with vent, BSPP 0469 Double Female Vented Ball Valves BSPP
@D C Order code @D C Order code
4 G1/8 0439 04 10 t b 4 G1/8 0469 04 10
; 7 G1/4 0439 07 13 o~ : 7 G1/4 0469 07 13
* 10 Gg3/8 0439 10 17 Y o tossoc 10 G3/8 0469 10 17
‘pf 13 G122 0439 13 21 ‘ 40 bar 13 G2 0469 13 21
20° 10 +80°C 18 G3/4 0439 18 27 18 G3/4 0469 18 27
40 bar 23 G1” 0439 23 34 23 G1” 0469 23 34

4810 Ball Valve, Double Female BSPP
0448 Panel Moutable Female, BSPP,

right angle porting C DN PN Order code
] Gi/4 8 64 481008 13

@D C Order code L ‘
. G3/8 10 64 481010 17
4 G1/8 0448 04 10 G172 15 64 4810 15 21
6 G1/4 0448 06 13 G3/4 20 40 4810 20 27
00° 10 480°C 9 G3/8 0448 09 17 G1” 25 40 4810 25 34
40 bar 12 G1/2 0448 12 21

0438 Female, 3 port 2 way Lockable Ball Valve, The Ball Valves, Universal Series, can be adapted

BSPP to various applications in semi-standard versions.
@D C Order code
9 G3/8 0438 09 17
2 Gi/2 0438 12 21
18 G/4 0438 18 27
-20° to +80°C "
40 bar 23 G1 0438 23 34

0489 In-Line Vented Ball Valves, BSPP,
with threaded exhaust

@D C Order code

7 G1/4 0489 07 13

. 10 G3/8 0489 10 17
-20°t0 +80°C 13 G1/2 0489 13 21
40 bar 18 G3/4 0489 18 27

23 G1” 0489 23 34

0449 In-Line Vented Ball Valves, BSPP,
panel mountable

@D C Order code

7 G1/4 0449 07 13

i m Y 10 Gos 044910 17

W ad ' 13 G1/2 0449 13 21
L Y -20° to +80°C

40 bar

. Parker Hannifin Corporation
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Parker Pneumatic

Axial Valves

4202 Axial Valve, normally closed,
double female, BSPP, FKM Seal

C DN Order code

G3a/8 10 42021017 20

G1/2 15 4202 152120

G3/4 20 4202 20 27 20

G1” 25 4202 25 34 20

G1"1/4 32 4202 32 42 20

-20° to +135°C G171/2 40 4202 40 49 20
10 bar G2’ 50 4202 50 48 20

4212 Axial Valve, normally open, double
female, BSPP, FKM Seal

C DN Order code

G3/8 10 42121017 20

G1/2 15 4212152120

G3/4 20 421220 27 20

G1” 25 4212 25 34 20

G1"1/4 32 4212 32 42 20

20° to +135°C G1"1/2 40 4212 40 49 20
8 bar G2” 50 4212 50 48 20

4222 Axial Valve, double acting, double female,
BSPP, FKM Seal

@D C Order code
10 G3/8 42221017 20
15 G1/2 4222 152120
20 G3/4 4222 20 27 20
25 G1” 4222 25 34 20
32 G1.1/4” 4222 32 42 20
20° to +135°C 40 G1.1/2” 4222 40 49 20
10 bar 50 G2” 4222 50 48 20

4298 Mini-Solenoid Valve, 1W/ 1,2VA

Voltage Order code
24V == 4298 01 01
24V ~o 4298 01 02
110V ~~ 4298 02 01
220V ~~ 4298 02 02

m & Iegris 772

o

Legris

4298 Namur Sub-Base for Solenoid Pilot Valve

C
M5 x 0.8

Order code

4298 00 01

0669 Sleeve Valve, Double Female, BSPP & M5

C DN Order code
M5x0.8 2 0669 02 19
G1/8 4 0669 04 10
G1/4 7 0669 07 13
G3/8 10 0669 10 17
G1/2 14 0669 14 21
G3/4 19 0669 19 27

Parker Hannifin Corporation
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Parker Pneumatic Rectus
Rectus Series 21KA - DN 5.0 Advantages
Mini industrial coupling, the world‘s most commonly used * Single handed operation
profile. Above average flow performance for liquid and * Small dimensions
gaseous media. Large band width in materials and valve * Allversions interchangeable
variants.
Chart / Air
12
1,0
5 . 21KA /
= 4
o /
9 0,6
3 /
5 0,2 /
S ~
O o0
0 200 400 600 800
Flow Rate in I/min
Working Pressure Material
\Ij)v?h:si?etba;é Qg;(g;tin;;tanc working pressure Coupling
i ' Back Body Brass
. Valve Body Brass
Working Temperature* Sleeve Brass
-20°C up to +100°C (NBR) Valve Brass
depending on the medium. Spring and Locking Ring AIS| 301
*At a temperature below -20°C and above +100°C Locking Balls AISI 420
special seals are available on request. Seals NBR
Plug Brass
Coupling - Male Thread BSPP Plug - Male Thread BSPP
- Thread Order code Box Qty e — Thread Order code Box Qty
gl - ol =
L= 1 1/8” 21KAAW10MPX 20 e i 1/8” 21SFAW10MXX 20
1/4” 21KAAW13MPX 20 1/4” 21SFAW13MXX 20
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
i § A - —— A
I ‘ -_..-—g", 1/8" 21KAIW10MPX 20 i | 7l 1/8" 21SFIW10MXX 20
1/4” 21KAIW13MPX 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
A i ~ A
' - 6mm 21KATFO6MPX 20 - - 6 mm 21SFTFO6MXX 20
8 mm 21KATFO8MPX 20 8 mm 21SFTF08MXX 20
Plug - Plastic Hose Connection
Thread Order code Box Qty
L
[H="  ax6mm  21SFKO06MXX 20
Bx8mm  21SFKO08MXX 20
Parker Hannifin Corporation
';{_l Pneumatic Division - Europe
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Parker Pneumatic

Rectus Series 17KA - DN 5.0

English profile industrial coupling. Specially suited to
compressed air applications. Brass/steel design
developed for industry. Schrader (DN 5.0) Interchange.

Chart / Air
1,2
1,0
B os 17ka | /
to} /
S o6
O o4
> 0
é 02 ,/
) 7
o 0,0

0 500 1000 1500
Flow Rate in I/min

Rectus

Advantages

e Single handed operation
e Small dimensions, light weight
UltraFlo technology with high flow valve

Working Pressure
PB = 35 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +100°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +100°C
special seals are available on request.

Material

Coupling

Back Body Brass, Nickel Plated
Valve Body Steel Hardened, Zinc Pl.
Sleeve Steel Hardened, Nickel PI.
Valve Brass

Inner Sleeve Brass

Spring Plate Brass

Spring and Locking Ring AISI 303

Locking Balls AISI 420

Seals NBR

Plug Steel Hardened, Nickel PI.

Coupling - Male Thread BSPT

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
A A
| = s - ——p
S 1/4” 17KAAK13SPN 10 b - 1/8" 17SFAK10SXN 20
' 3/8" 17KAAK17SPN 10 - 1/4” 17SFAK13SXN 20
1/2” 17KAAK21SPN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty y Thread Order code Box Qty
i |_|.._1 i A e 1{' A
e 1/47 17KAIW13SPN 10 L= 1/8" 17SFIW10SXN 20
1/2 17KAIW21SPN 10 1/4” 17SFIW13SXN 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
| 'l .r 8mm 17KATFO8SPN 10 T TrT Lt 8mm 17SFTFO8SXN 20
T ~ 10mm 17KATF10SPN 10 Sl = 10 mm 17SFTF10SXN 20

Parker Hannifin Corporation
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Parker Pneumatic

Rectus Series 18KA - DN 5.5

ISO 6150 C industrial coupling with UltraFlo technolo-
gy. Robust design. The steel sleeve counters oscillating
forces. System has limited use for liquids (steel sleeve/
zinc die cast valve).

Chart / Air

1,2

1,0

0:8 18KA /
0,6
04 /

/,

Pressure Drop (bar)

0,0

0 500 1000 1500
Flow Rate in I/min

Rectus

Advantages

e Single handed operation
e Plug design optimised through greater insert depth
¢ Innovative valve technology with high flow valve

Working Pressure
PB = 35 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +100°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +100°C
special seals are available on request.

Material

Coupling

Back Body Brass, Nickel Plated
Valve Body Brass, Nickel Plated
Sleeve Steel Hardened, Nickel PI.
Valve Zinc Diecasting, Nickel PI.
Inner Sleeve Brass

Spring Plate Brass

Spring / Locking Ring AISI 301

Locking Balls AlS| 420

Seals NBR

Plug Steel Hardened, Nickel PI.

Coupling - Male Thread BSPT

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
i A A
F ] 1 = [} P
( | L 1/4” 18KAAK13MPN 1/4” 18SFAK13SXN 20
I } . I .
' 3/8” 18KAAK17MPN 3/8” 18SFAK17SXN 5
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
_ A A
. |- 174 18KAIW13MPN I : 1/4” 18SFIW13SXN 20
4 . 3/8” 18KAIW17MPN . ; 3/8” 18SFIW17SXN 20
1/2” 18KAIW21MPN
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
A A
i f—ry o, 8mm 18KATFOS8MPN T 'i 1T77.F 6mm 18SFTFO06SXN 20
| t L% 10 mm 18KATF10MPN - o 8 mm 18SFTFO8SXN 20
10 mm 18SFTF10SXN 20
Parker Hannifin Corporation
) Pneumatic Division - Europe
RECTUS 775
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Parker Pneumatic Rectus
Rectus Series 19KA - DN 5.5 Advantages
English industrial profile with UltraFlo technology. * Single handed operation ,
Compact dimensions. Robust coupling for compressed * Plug design optimised through greater insert depth
air applications. The steel sleeve counters oscillating * UltraFlo technology with high flow valve
forces.
=
Chart / Air
1,2
1,0
§ o 19KA //
8‘ 06 /
5 /
[0) 0,4
- /
9] 7
0 o0
0 500 1000 1500
Flow Rate in I/min
Working Pressure Material
PI?h= 3? {oafr, rr;axm;irrt] s1tatic working pressure Coupling
with safety factor of 4 tof.
g Back Body Brass, Nickel Plated
) Valve Body Brass, Nickel Plated
Working Temperature* Sleeve Steel Hardened, Nickel PI.
-20°C up to +100°C (NBR) Valve Zinc Diecasting, Nickel PI.
depending on the medium. Inner Sleeve Brass
*At a temperature below -20°C and above +100°C Spring Plate Brass
special seals are available on request. Spring / Locking Ring AISI 301
Locking Balls AlS| 420
Seals NBR
Plug Steel Hardened, Nickel PI.
Coupling - Male Thread BSPT Plug - Male Thread BSPT
Thread Order code Box Qty Thread Order code Box Qty
A A
: 1 : 1/47 19KAAK13MPN 10 T 14 1/47 19SFAK13SXN 20
¥ S o
/ 3/8” 19KAAK17MPN 10 B 3/8” 19SFAK17SXN 20
1/2” 19KAAK21MPN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
= _ A N A
. 1/4” 19KAIW13MPN 10 - e § 1/4” 19SFIW13SXN 20
1/2” 19KAIW21MPN 10 3/8” 19SFIW17SXN 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
A A
I < 8mm  19KATFO8MPN 10 — 777 6mm  19SFTF06SXN 20
: 10 mm 19KATF10MPN 10 - - ' gmm 19SFTFO8SXN 20
10 mm 19SFTF10SXN 20

Parker Hannifin Corporation
) Pneumatic Division - Europe
RECTUS 776



PDE2600PNUK
Parker Pneumatic

Rectus Series 14KA - DN 5.5

Robust brass coupling. Numerous connection options.
Preferred application: compressed air technology and
water connections. ARO 210 Interchangeable.

Chart / Air

1,2 |
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\9 0,8 74
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0 200 400 600 800 1000

Flow Rate in I/min

Rectus

Advantages

e Single handed operation
e Optimised plug design through greater insert depth

Working Pressure
PB = 35 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +100°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +100°C
special seals are available on request.

Material

Coupling

Back Body Brass

Valve Body Brass

Sleeve Brass

Valve Brass

Spring and AISI 301

Locking Ring

Pins AlSI 420

Seals NBR

Plug Steel Hardened,
Nickel Plated

Coupling - Male Thread BSPP

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
: A A
LT » et ] »
e i i< 1/4 14KAAW13MPX 20 T : 1 < 1/4 22SFAK13SXN 20
3/8” 14KAAW17MPX 20 i 3/8” 22SFAK17SXN 20
1/2” 14KAAW21MPX 20 1/2” 22SFAK21SXN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
A r=| A
—b i
ttd =i 1/4” 14KAIW13MPX 20 b —— (| 1/4” 22SFIW13SXN 20
) 1/2” 14KAIW21MPX 20 3/8” 22SFIW17SXN 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
A A
.- B
1 77,7 8mm 14KATFO8MPX 20 i |-|- P 6 mm 22SFTF06SXN 20
P fomm 14KATF10MPX 20 - e 8 mm 22SFTFO8SXN 20
10 mm 22SFTF10SXN 20
Parker Hannifin Corporation
% Pneumatic Division - Europe
RECTUS 77



PDE2600PNUK

Parker Pneumatic Rectus
Rectus Series 1423KA - DN 5.5 Advantages

Rectus Tema premium 1/4” industrial coupling - the know- * Single handed operation

how from both brands combined in one system. Conforming ° H'_gh flow valve.

to ISO 6150 B. High grade valve technology for optimum flow ¢ Minimum coupling forces

performance. Especially robust 2-component plastic sleeve.

Chart / Air

1,2
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= 1423kA |/
_8 08
Q o6 /
9 ’ 4
a /
9_3 0,4 /
)
B 02 m
9] -
O o0

0 500 1000 1500

Flow Rate in I/min

Working Pressure Material
\Ij)vﬁh=82f56§/a;’ag;§;(g?ir?os1t.atlc working pressure Coupling |
Back Body Brass, Nickel Plated
Valve Body Steel, QPQ treated
Working Temperature* Sleeve PAG + TPE
-20°C up to +40°C (NBR) Valve Brass
depending on the medium. Spring AISI 301
*At a temperature below -20°C and above +40°C LLocking Ring and AlSI 420
special seals are available on request. Locking Balls
Seals NBR
Plug Steel Hardened,
Nickel Plated
Coupling - Male Thread BSPT Plug - Male Thread BSPT
e Thread Order code Box Qty Thread Order code Box Qty
= A ¥ ' A
e et 1% 2} §
gl = 3/8” 1423KAAK17SPN 10 U2 0SS (O 1/4” 23SFAK13SXN 20
1/2” 1423KAAK21SPN 10 3/8” 23SFAK17SXN 20
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
e A = A
Lk ekt 11 it
|: F j I 1/2” 1423KAIW21SPN 10 e e R 1/4” 23SFIW13SXN 20
T a/8’ 23SFIW17SXN 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
o A A
L0l < omm  1423KATFO9SPN 10 0[] _6mm  20SFTFoesXN 20
I e | [REY] p
e S R 13mm  1423KATF13SPN 10 PEETEEEEE 8mm 23SFTF08SXN 20
10 mm 23SFTF10SXN 20

Parker Hannifin Corporation
'?_l Pneumatic Division - Europe
RECTUS 778
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Parker Pneumatic Rectus
Rectus Series 24KA - DN 5.5 Advantages
1/4” Industrial brass coupling conforming to 1ISO 61508 * Single handed operation
and US Mil. Spec 4109. Notable for brass mass design
and corresponding sleeve design. Hardened steel plug
counters vibrations and effects of external forces.
Chart / Air
1,2 |
1,0
E . 24KA /
8‘ 0,6
2 0.4
£ /
B 02 Vs
8 -
0 00
0 200 400 600 800 1000
Flow Rate in I/min
Working Pressure Material
Svﬁhzi?eg/afréggiqcr)?ir?osﬁétm working pressure Coupling
Back Body Brass
Valve Body Brass
Working Temperature* Sleeve Brass
-20°C up to +100°C (NBR) Valve Brass
depending on the medium. Spring and AISI 301
*At a temperature below -20°C and above +100°C Locking Ring
special seals are available on request. Pins AIS| 420
Seals NBR
Plug Steel Hardened,
Nickel Plated
Coupling - Male Thread BSPP Plug - Male Thread BSPT
Thread Order code Box Qty Thread Order code Box Qty
_ A A
=1 i . l § ¢
f 1/4 24KAAW13MPX 20 I H - 1/4 23SFAK13SXN 20
- 3/8” 24KAAW17MPX 20 o 3/8” 23SFAK17SXN 20
1/2 24KAAW21MPX 20
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
A A
s B 1/4” 24KAIW13MPX 20 T < 1/4” 23SFIW13SXN 20
F el | q
- 3/8" 24KAIW17MPX 20 = 3/8” 23SFIW17SXN 20
1/2” 24KAIW21MPX 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
A A
e~ 8mm  24KATFOBMPX 20 s Bmm 23SFTFO6SXN 20
ft—— 1O MM 24KATF10MPX 20 L N |Hr 8 mm 23SFTF08SXN 20
o 10mm  23SFTF10SXN 20

R

Parker Hannifin Corporation
Pneumatic Division - Europe
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Parker Pneumatic Rectus
Rectus Series 126KA - DN 7.2 Advantages
Universal brass coupling with European standard * Compact outer dimension
industrial profile. Coupling system with single-handed * High working pressure
operation and standard-valve. Series 26 plugs in * Optimized flow rate
brass. Series 25 steel plugs recommended for
oscillating forces. < i
Chart / Air o 3 -
- — =< - #,
1,2 r— l
1,0 ' b -
5 126KA = B ‘l- —
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O 06 _— 2 r
[m) i
2 o4 ? & !
? / = . A
@ 02 A S -4 i
(AT \ - A
0 200 400 600 800 1000 1200 14001600 .:':, ‘.»-=,
Flow Rate in I/min - 4 v
Working Pressure Material
PB = 40 bar, maximum static working pressure Coupling
with safety factor of 4 to1.
Y Back Body Brass
. Valve Body Brass
Working Temperature* Sleeve Brass
-20°C up to +100°C (NBR) Valve Brass
depending on the medium. Spring and AlIS| 303
*At a temperature below -20°C and above +100°C Locking Ring
special seals are available on request. Locking Balls AlSI 420
Seals NBR
Plug Brass
Coupling - Male Thread BSPT Plug - Male Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
A A
] | i |
[M*_HIH@{ 1/4 126KAAW13MPX 20 il -« 1/4 26SFAW13MXX 20
! 3/8” 126KAAW17MPX 20 O 3/8” 26SFAW17MXX 20
1/2 126KAAW21MPX 20 1/2 26SFAW21MXX 20
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
A = A
' A  — ¥
ﬁ] H P 1/4” 126KAIW13MPX 20 il 1/4 26SFIW13MXX 20
. 3/8 126KAIW17MPX 20 . 3/8” 26SFIW17MXX 20
1/2” 126KAIW21MPX 20 1/2 26SFIW21MXX 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Th;ead Order code Box Qty
A
- 6mm  126KATFOSMPX 20 6 mm 26FTFO6MXX 20
‘ TT[]< 8mm__ 126KATFoBMPX 20 P AL 26FTFO8MXX 20
- gmm  126KATFO9MPX 20 ’ - 9 mm 26FTFO9MXX 20
10mm  126KATF10MPX 20 10mm _ 26FTF10MXX 20
13mm  126KATF13MPX 20 1Smm_ 26FTF13MXX 20

R
—Darker [N

Parker Hannifin Corporation
Pneumatic Division - Europe




PDE2600PNUK
Parker Pneumatic Rectus

Rectus Series 1625KA - DN 7.8 Advantages

Rectus Tema premium European standard industrial coupling —the ®  Single handed operation ,
know-how from both brands combined in one system. Extremely  *  High grade valve technology with optimum flow performance
robust 2-component plastic slesve. Suitable for compressed air ~ *  Minimum coupling forces

applications with above average air consumption. .f .
Chart / Air
1,2 |
1,0
oo 1625KA /
= /
O 06
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B 02 //
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0 500 1000 1500 2000 2500 3000
Flow Rate in I/min

Working Pressure Material
PB = 35 bar, maximum static working pressure Coupling
with safety factor of 4 to1. :
Back Body Brass, Nickel Plated
Valve Body Steel, QPQ treated
Working Temperature* Sleeve PAG + TPE
-20°C up to +40°C (NBR) Valve Brass
depending on the medium. Spring and AISI 301
*At a temperature below -20°C and above +40°C Locking Ring
special seals are available on request. Locking Balls AlSI 420
Seals NBR
Plug Steel Hardened, Zinc
Plated
Coupling - Male Thread BSPT Plug - Male Thread BSPT
Thread Order code Box Qty Thread Order code Box Qty
A A
=) 1 3/8  1625KAAK17SPN 10 il ]| 1/4” 25SFAK13SXZ 20
[ ‘1 1/27  1625KAAK21SPN 10 o 3/8 25SFAK17SXZ 20
1/2 25SFAK21SXZ 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
T T - A A
f L ‘_|; v ! .| = i 1
i = = 1/2 1625KAIW21SPN 10 |i> 4 - 1/4” 25SFIW13SXZ 20
i ' - 3/8" 25SFIW17SXZ 20
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
I A A
migu=i s — o
i efi= | | 9mm  1625KATFO9SPN 10 U] T [T <) omm  25SFTFo9sxz 20
- 13mm  1625KATF13SPN 10 7 13mm  25SFTF13SXZ 20

Parker Hannifin Corporation
) Pneumatic Division - Europe
RECTUS 781



PDE2600PNUK
Parker Pneumatic

Rectus Series 27KA - DN 10

1/2” European industrial profile with UltraFlo technology.
High flow performance. Notable for robust design with
steel sleeve in use with large pneumatic consumers.
Also available in brass.

Chart / Air

5 27KA /
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Advantages

Rectus

e Single handed operation
e High flow valve - low pressure drop
¢ No damage to the valve body from binding design

Working Pressure

PB = 35 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +100°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +100°C
special seals are available on request.

Material
Coupling

Back Body

Valve Body

Sleeve

Valve

Inner Sleeve

Spring Plate

Spring and Locking Ring
Locking Balls

Seals

Plug

Brass, Nickel Plated
Brass, Nickel Plated
Steel Hardened, Nickel PI.
Brass

Brass

Brass

AlSI 301

AlISI 420

NBR

Steel Hardened, Nickel PI.

Coupling - Male Thread BSPT

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
. — A A
I H |:[ [_"{f 3/8” 27KAAK17MPN i —'li T 1/4” 27SFAK13SXN 10
B |
!_l . l_"ﬂ I 1/2” 27KAAK21MPN - 3/8” 27SFAK17SXN 10
1/2” 27SFAK21SXN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
n r A T A
] e O [ -
I | ™ 3/8” 27KAIW17MPN s — N 3/8” 27SFIW17SXN 10
o h— 1/2” 27KAIW21MPN 1/2” 27SFIW21SXN 10
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
. — A
! U ‘1’ T 10mm 27KATFOMPN || | [0+ 8mm  27sFTFo8SXN 20
U- = 13 mm 27KATF13MPN o 10 mm 27SFTF10SXN 20
13 mm 27SFTF13SXN 10
Parker Hannifin Corporation
% Pneumatic Division - Europe
RECTUS 782



PDE2600PNUK
Parker Pneumatic

Rectus Series 1700KA - DN 10

Premium industrial coupling in nominal diameter 10 with high
grade valve technology and unprecedented flow values and
minimum coupling forces. Especially suited to compressed
air applications with above average air consumption.

Chart / Air
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Flow Rate in I/min

Advantages

Rectus

¢ Single handed operation
e High flow valve
¢ Minimum coupling forces

Working Pressure
PB = 35 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +100°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +100°C
special seals are available on request.

Material
Coupling
Back Body
Valve Body
Sleeve

Valve

Spring and
Locking Ring
Locking Balls
Seals

Plug

Brass, Nickel Plated
Steel, QPQ treated
Brass, Nickel Plated
Brass

AlSI 301

AIS| 420
NBR

Steel Hardened, Zinc
Plated

Coupling - Male Thread BSPT

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
A A
AT [ Wl-f \ i) 3/8" 1700KAAK17SPN | : o 1/4” 27SFAK13SXN 10
I - 1/2 1700KAAK21SPN - 3/8" 27SFAK17SXN 10
3/4” 1700KAAK26SPN 1/2 27SFAK21SXN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
A A
] —— - I . .
1 [ I 3/8 1700KAIW17SPN Sy 3/8 27SFIW17SXN 10
e 1/2" 1700KAIW21SPN 1/2" 27SFIW21SXN 10
3/4” 1700KAIW26SPN
Coupling - Hose Barb Plug - Hose Barb
Thread Order code Box Qty Thread Order code Box Qty
A A
mq“:i_”[:jj_;]# 10mm  1700KATF10SPN i 1T 8mm  27SFTFOBSXN 20
, | “~' 13mm  1700KATF13SPN o 10 mm 27SFTF10SXN 20
16mm  1700KATF16SPN 13 mm 27SFTF13SXN 10

—Darker [

Parker Hannifin Corporation
Pneumatic Division - Europe



PDE2600PNUK

Parker Pneumatic Rectus
Rectus Series 37KA - DN 11 Advantages
1/2” Coupling-system according to US-MIL-Spec. * Single handed operation
C-4109 made of brass. Plug design optimised through * Tough construction
greater insert depth.
Chart / Air
1,2
1,0
T os 37KA /
5 /
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0 1000 2000 3000 4000 s Sl g
Flow Rate in I/min ) r ]
2z
Working Pressure Material
\|j>v|ij—tsh=82?etk;a%2;§;<g?lir?os1tétlc working pressure Coupling
Back Body Brass
Valve Body Brass
Working Temperature* Sleeve Brass
-20°C up to +100°C (NBR) Valve Brass
depending on the medium. Spring and AISI 301
*At a temperature below -20°C and above +100°C Locking Ring
special seals are available on request. Locking Balls AlSI 420
Seals NBR
Plug Steel Hardened,
Nickel Plated
Coupling - Male Thread BSPP Plug - Male Thread BSPT
Thread Order code Box Qty Thread Order code Box Qty
A A
m| = 3/8” 37KAAW17MPX :*_:' “, 1/2” 37SFAK21SXN 10
I 1/2” 37KAAW21MPX 3/4 37SFAK26SXN 5
3/4” 37KAAW26MPX
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
A A
3/8” 37KAIW17MPX e .} 1/2” 37SFIW21SXN
1/2” 37KAIW21MPX e 3/4” 37SFIW26SXN
3/4” 37KAIW26MPX
Thread Order code Box Qty
A
T 13 mm 37SFTF13SXN 10
SRR 16mm  37SFTF16SXN 10
19 mm 37SFTF19SXN 5
Parker Hannifin Corporation
% Pneumatic Division - Europe
RECTUS 784



PDE2600PNUK
Parker Pneumatic Rectus

Rectus Self-Venting Series 14KE - DN 5.5 Advantages

The connection is made the same way as with all other The system fulfils the requirements of ISO 4414
quick connect coupling series, by simply pushing the * increased safety standards in the work place
plug in the coupling. The audible latching when the plug * the plastic sleeve does not scratch working
is securely in place signifies that the coupling is locked. surfaces

The sleeve must be pulled back to release the first
locking system before it can be disconnected. This closes
the coupling valve. The compressed downstream air can
now escape from the plug (hose). Pulling the sleeve back
a second time releases the second locking system. The
connection can now be safely undone. This self-venting
coupling is designed for bleeding off trapped air.

b

Self-Venting System

Chart / Air
1,2 |
— 10
8., 14KE /
g /
O os
a /
O 04 -
> /’ Caution
8 ™ = Not recommended for direct connection to compressed
0O o0 i i i i i
0 200 0 om0 200 1om 1200 air tools. Reliable functioning can only be guaranteed in

Flow Rate in I/min conjunction with original Rectus plugs made of steel.

Working Pressure Material
PB = 12 bar, maximum static working pressure Coupling
with safety factor of 4 to1.
v Back Body Brass, Nickel Plated
. Valve Body Brass, Nickel Plated
Working Temperature* Sleeve Thermoplastic
-20°C up to +60°C (NBR) Valve Brass
depending on the medium. Spring AIS| 301
*At a temperature below -20°C and above +60°C LLocking Balls AISI 420
special seals are available on request. Seals NBR
Pins AIS| 420
Plug Steel Hardened, Nickel PI.
Coupling - Male Thread BSPT Plug - Male Thread BSPT
Thread Order code Box Qty Thread Order code Box Qty
; A A
(=T | .
! |l 1/4” 14KEAK13MPN 10 : i-—| i 1/4” 22SFAK13SXN 20
LLFS - 14KEAK21MPN 10 e 3/8 22SFAK17SXN 20
1/2” 22SFAK21SXN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
%] RS A A
1/4” 14KEIW13MPN 10 ::-: 1/4” 22SFIW13SXN 20
) 1/2” 14KEIW21MPN 10 = 3/8" 22SFIW17SXN 20

Plug - Hose Barb

Thread Order code Box Qty
A
'l |'I'" q: 6 mm 22SFTF06SXN 20
o T 8 mm 22SFTFO08SXN 20
10 mm 22SFTF10SXN 20

Parker Hannifin Corporation
% Pneumatic Division - Europe
RECTUS 785



PDE2600PNUK
Parker Pneumatic

Rectus Self-Venting Series 24KE - DN 5.5

The connection is made the same way as with all other
quick connect coupling series, by simply pushing the
plug in the coupling. The audible latching when the plug
is securely in place signifies that the coupling is locked.
The sleeve must be pulled back to release the first
locking system before it can be disconnected. This closes
the coupling valve. The compressed downstream air can
now escape from the plug (hose). Pulling the sleeve back
a second time releases the second locking system. The
connection can now be safely undone. This self-venting
coupling is designed for bleeding off trapped air.

Rectus

Advantages

The system fulfils the requirements of ISO 4414

e increased safety standards in the work place

¢ the plastic sleeve does not scratch working
surfaces

Self-Venting System

Chart / Air
1,2
— 10
& 24KE
L o8 ,/
] /
O 06
a /
g o4 4 Caution
3 oz / Not recommended for direct connection to compressed
T oo air tools. Reliable functioning can only be guaranteed in
0 500 1000 1500

Flow Rate in I/min

conjunction with original Rectus plugs made of steel.

Working Pressure Material
PB = 12 bar, maximum static working pressure Coupling
with safety factor of 4 to1.
J Back Body Brass, Nickel Plated
) Valve Body Brass, Nickel Plated
Working Temperature* Sleeve Thermoplastic
-20°C up to +60°C (NBR) Valve Brass
depending on the medium. Spring and AIS| 301
*At a temperature below -20°C and above +60°C Locking Ring
special seals are available on request. Locking Balls AISI 420
Seals NBR
Pins AlISI 420
Plug Steel Hardened, Nickel PI.
Coupling - Male Thread BSPT Plug - Male Thread BSPT
Thread Order code Box Qty Thread Order code Box Qty
b A A
=1 .
| LT 24KEAK13MPN 10 il I wE 1/4  23SFAK13SXN 20
T = 1/2" 24KEAK21MPN 10 T et 3/8" 23SFAK17SXN 20
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
e A A
|, 14 24KEIW13MPN 10 . 1/4” 23SFIW13SXN 20
1/2” 24KEIW21MPN 10 | 3/8” 23SFIW17SXN 20
Plug - Hose Barb
Thread Order code Box Qty
A
RN PT 6 mm 23SFTFO6SXN 20
il ) |_[\]": 8 mm 23SFTF08SXN 20
10 mm 23SFTF10SXN 20

R

Parker Hannifin Corporation
Pneumatic Division - Europe



PDE2600PNUK
Parker Pneumatic

Rectus Self-Venting Series 26KE - DN 7.4

The connection is made the same way as with all other
quick connect coupling series, by simply pushing the
plug in the coupling. The audible latching when the plug
is securely in place signifies that the coupling is locked.
The sleeve must be pulled back to release the first
locking system before it can be disconnected. This
closes the coupling valve. The compressed downstream
air can now escape from the plug (hose). Pulling the
sleeve back a second time releases the second locking
system. The connection can now be safely undone. This
self-venting coupling is designed for bleeding off trapped
air.

Chart / Air
1,2
10
5. 26KE /
[oX
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0 500 1000 1500 2000 2500

Flow Rate in I/min

Rectus

Advantages

The system fulfils the requirements of ISO 4414

e increased safety standards in the work place

¢ the plastic sleeve does not scratch working
surfaces

b

Self-Venting System

—
= ey

e

i

I

N,

|

Caution

Not recommended for direct connection to compressed
air tools. Reliable functioning can only be guaranteed in
conjunction with original Rectus plugs made of steel.

Working Pressure
PB = 12 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +60°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +60°C
special seals are available on request.

Material

Coupling

Back Body Brass, Nickel Plated
Valve Body Brass, Nickel Plated
Sleeve Thermoplastic
Valve Brass

Spring AISI 301

Locking Balls AISI 420

Seals NBR

Pin AISI 420

Plug Steel Hardened, Nickel PI.

Coupling - Male Thread BSPP

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
A A
(g1 1 1/4” 26KEAW13MPN 10 L [ 1/4” 25SFAK13SXZ 20
[t Il 1/2” 26KEAW21MPN 10 |L - ', 3/8” 25SFAK17SXZ 20
' 1/2" 25SFAK21SXZ 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
= A A
: e
. 1/4” 26KEIW13MPN I H;“- _l § 1/4 25SFIW13SXZ 20
3/8” 26KEIW17MPN 3/8” 25SFIW17SXZ 20
Plug - Hose Barb
Thread Order code Box Qty
A
T T TT< omm  2ssFTrogsxz 20
13 mm 25SFTF13SXZ 20
Parker Hannifin Corporation
';{_l Pneumatic Division - Europe
RECTUS 787



PDE2600PNUK
Parker Pneumatic

Rectus Self-Venting
Series 1700KE - DN 10

The 1700KE series is a safety coupling with a self-venting
system. When the sleeve is pulled back, the plug is released
yet remains locked in. The coupling valve closes.

The compressed air can now escape from the plug (hose).
By operating the sleeve again in the direction of the plug,
the second locking system is released. Only now can the
connection be disengaged.
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Rectus

Advantages

The system fulfils the requirements of ISO 4414
® increased safety standards in the work place
e robust, all-metal structure

¢ high-flow-valve

Self-Venting System

b |

Caution - I J

Not recommended for direct connection to compressed
air tools. Reliable functioning can only be guaranteed in
conjunction with original Parker Rectus plugs made of
steel.

A

= -

Working Pressure
PB = 12 bar, maximum static working pressure
with safety factor of 4 to1.

Working Temperature*

-20°C up to +100°C (NBR)

depending on the medium.

*At a temperature below -20°C and above +100°C
special seals are available on request.

Material

Coupling

Back Body Brass, Nickel Plated

Valve Body Steel, Zinc plated,
Thick-film passivated

Sleeve Steel, Hardened, Nickel PI.

Valve Brass

Spring AlSI 301

Locking Balls AIS| 420

Seals NBR

Plug Steel Hardened, Nickel PI.

Coupling - Male Thread BSPT

Plug - Male Thread BSPT

Thread Order code Box Qty Thread Order code Box Qty
A A
P R 8
' I rf ]"‘_ 2 3/8” 1700KEAW17SPN |'J_ﬂ j[ 2 1/4” 27SFAK13SXN 10
=3 3_‘; a 1727 1700KEAW21SPN - - 3/8” 27SFAK17SXN 10
3/4” 1700KEAW26SPN 1/2” 27SFAK21SXN 10
Coupling - Female Thread BSPP Plug - Female Thread BSPP
Thread Order code Box Qty Thread Order code Box Qty
o A A
i = . 3/8"  1700KEIW17SPN 1 @I‘ a/8’ 27SFIW17SXN 10
B s S 1/2” 1700KEIW21SPN = 1/2” 27SFIW21SXN 10
3/4” 1700KEIW26SPN
Plug - Hose Barb
Thread Order code Box Qty
A
i T 8 mm 27SFTF08SXN 10
~ {0mm  27SFTF10SXN 10
13 mm 27SFTF13SXN 10

Parker Hannifin Corporation
Pneumatic Division - Europe



PDE2600PNUK

Parker Pneumatic Rectus
Blow Guns
Plastic - with Aluminium Extension Nozzle Aluminium with Standard Nozzle
Thread Order code Box Qty Thread Order code Box Qty
20 1/4” AA13 20

“ 1747 AK13

Plastic, Aluminium Nozzle, Plug 26SF Series

Aluminium, Standard Nozzle, Plug 26SF Series

Thread Order code Box Qty Thread Order code Box Qty
“ 26SF AK26SF 20 26SF AA26SF 20
Hose Tail Barb, Brass 3 Way Manifold Assembly
Male Thread Brass, with Coulings 26KA Series
J .; Connection Order code  Box Qty —n Connection Order code  Box Qty
I = -
G 1/4,8 mm GT13/08 20 Q{' - G 1/4i. DM13l 20
G 3/8, 13 mm GT17/13 20 » G3/8i. DM17I 20
> - G1/2,9 mm GT21/09 20 {4 G1/2i. DM211 20
G 1/2, 13 mm GT21/13 20 3
PA12 Tubing PU Tubing

26 Series Coupling and Plug with Spring Guard

with Straight Extensions 508 mm and 127 mm

Connection Length  Order code
/mm

6,3x7,9 50m SP08/050/K+S

Box Qty

1

9,6x11,8 7,5m SP12/075/K+S

1

Connection Length  Order code  Box Qty
/mm

6,3x9,5 6,0m PU10/060/DV 1

8,0x12,0 7,5m PU12/075/DV 1

R
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Pneumatic Division - Europe
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